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COLORS

RAL 9010 - R01
Bianco

Pure White

RAL 9016 - R02
Bianco Traffico

Traffic White

STANDARD

C O LO R 
GREEN

F09
Grigio alba met.

Graphite light grey

S03
Pergamon

F20
Milky

T15
Tela opaco

Tela

T20
White grey

S07
Grafite

Graphite

F43
Grey antracite

RAL 7001 - R21
Grigio argento

Silver grey

RAL 9005 - R13
Nero

Jet black

T19
British grey

RAL 7030 - R22
Grigio pietra

Stone grey

ral 5017 - r18
Blu oltremare
Overseas blue

RAL 1021 - R05
Giallo acceso

Yellow rape

H27
Rosso vivo
Bright red

RAL 3003 - R08
Rosso rubino

Ruby red

RAL 9001 - R14
Crema
Cream

T11
Bianco opaco

Matt white

T10
Beige opaco
Matt beige

RAL 1013 - R40
Pearl white

S17
Bahama beige

CLASSIC Must have selection colors

F30
White sand

F31
Corten brown

F36
Terra

RAL 8017 - R09
Testa di moro
Dark brown

F25
Quartz dust

T01
Nero opaco
Matt black

F15
Nero brillante met.

Metal sparkling black

F24
Black star

F23
Sparkling grey

F04
Grigio grafite
Graphite grey

RAL 6019 - R26
Weissgrün
Light green

F14
Effetto Brass antico
Old bronze effect

F45
Sage green

NEW

Innovative and modern colorsSPECIAL

Colors, like features, follow the changes of emotions. 
(Pablo Picasso)

II



III

For a more accurate consultation of the colors, please refer to 
CORDIVARI COLOR SYSTEM.

F28
Ardesia® Shiny transparent

S02
Manhattan

NEW

F52
Marrakech light

H48
Tortora

Dove

T12
Grigio chiaro opaco

Matt light grey

T23
Powder

F32 
Grey sky

W02
Carbone
Carbon

F06
Nero ruvido met.

Metal rough black

M01
Gold black

F33
Emerald sand

T17
Acai matt

S27
Virginia leaf

NEW

S24
Bright copper

NEW

S25
Vintage copper

NEW

F49
New light coral

NEW

F38
Sandstone

S22
Perlage

NEW

F46
Velvety sand

NEW

F07
Effetto argento

Silver effect

T24
Nabuk

NEW

F53
Silver look

NEW

H09
Lago
Lake

F37
Denim blue

S26
Anodic silver

NEW

S30
Cast iron

NEW

F27
Moonshine

F26
Dark aluminium

H56
Pietra lavica
Lavic stone

S28
Anvil

NEW

F48
Basalt

NEW

F44
Clay

F39
Balmoral grey

F51
Pozzolana

NEW

S29
Smoky quartz

NEW

F50
Highland

NEW

F22
Oro classico
Classic gold

NEW

S23
Jazz brass

F41
Amber gold

F34
Red sand

F35
Forest green
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Cordivari company has a proven industrial tradition and is now one of 
the most important manufacturers in the heating and plumbing industry 
in Italy. Founded in 1972 by Ercole Cordivari, the company is producing 
calorifiers & buffer tanks, solar thermal systems, compressed air receivers, 
design radiators and fan coil units. 
Cordivari plants are situated on an area of 370.000 square meters and 
employs more than 700 employees. All products are designed and 
manufactured in Italy at the Cordivari facilities, ensuring total “Made in Italy” 
quality. Thanks to its development strategies, to new technologies and to 
the training of new human focused resources, Cordivari is equipped with 
modern structures and advanced production processes. 

Sustainability-oriented choices allow for productive and research activities 
to be carried out in full respect for people and environment. The company 
operates according to the UNI EN ISO 14001 Environmental Management 
System and the UNI EN ISO 45001 Safety Management System, in addition 
to the UNI EN ISO 9001 Quality Management System, which ensures the 
full quality and reliability of the products. The highly qualified management, 
the constant research for innovative solutions and the extremely customer-
oriented company policy, stands for the leading market position and 
the exclusive know-how in the field of integrated heating systems, that 
the Cordivari group has acquired. All this is the result of a continuous 
commitment to achieve Customer Satisfaction.

Cav. Ercole Cordivari
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Thanks to the experience gained in over 40 years of activity, the Cordivari 

company has contributed to the evolution of the sector introducing 

innovative solutions on the market, oriented towards design, savings 

and domestic comfort. Cordivari has been the protagonist of the 

evolution of the design and functionality of the heating terminals thanks 

to the introduction of innovations in the field of technics, processes 

and materials.

 

At the end of the 80s it was the first company to introduce on the 

market a decorative radiator made of stainless steel, from which a 

whole line of products was born, and over the years has become a 

“cult” of the sector and a hallmark of the company. Over the years, the 

study of materials has been complemented by a continuous research 

in design and finishes, always aware of trends in architecture and 

building techniques. 

  

Today the Cordivari range of radiators is the most complete on the 

market, with over 100 models that explore every material, ranging from 

tubular to towel warmers, from decorative radiators to heating bodies 

designed in collaboration with the most prestigious international 

representatives.

OUR
KNOW-HOW



3





5

MAR 2025

Shared ethics with partners throughout the supply chain
Code 
of Conduct 
for Suppliers

Awareness for the future

BILANCIO DI 
SOSTENIBILITÀ

Focus on sustainability throughout the product life cycle

CORDIVARI S.r.l. · Zona Ind. Pagliare 64020 Morro D’Oro (TE) Italia · cordivari.it · cordivaridesign.it · Tel. +39 085 80401 
Fax +39 085 8041418 C.F.-P.IVA-VAT Id nr. IT00735570673 · REA TE Nr.92310 · Cap. Sociale € 10.000.000,00 i.v. · UNI EN ISO 9001 · 14001 · 45001

LYFE CYCLE 
ASSESSMENT (LCA)
APPARECCHIO DI RISCALDAMENTO 

ELETTRICO, VISIBILE E FISSO 

DI TIPO RADIATORE ELETTRICO

Quality, safety, and environment as a vision

ISO 9001
Quality System

ISO 14001
Environmental System

ISO 45001
Workplace Safety 

System
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COMPLETE SYSTEMS FOR THE

GREEN HOME
Cordivari, a leading company in the sector, has constantly evolved, 

updated, and transformed itself, introducing and flanking its historical 

products with systems and solutions that are the result of research 

and development and that today represent strategic assets for the 

company.

  

The production approach is oriented towards high-efficiency systems 

designed to optimize the living comfort and energy efficiency 

of buildings, through different business units that are perfectly 

interconnected, such as the radiators and towel warmers division, 

solar thermal systems, water recovery  and treatment, DHW cylinders 

and heat pump systems. The company vision is committed to total 

responsibility and sustainability.

Internal organization and relevant production processes are supporting 

this vision, allowing the products to fullfill the requirements of efficiency 

and sustainability throughout their life cycle.

By developing its offer for the markets, Cordivari  is using patented 

solutions able to combine comfort, energy performance, wellness and 

savings, through the use of the best industrial technologies based on 

renewable sources and a responsible use of energy and environmental 

resources.
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Solar Thermal Systems

Calorifiers and Heat Pump Systems

Radiators and Towel Rails

Water Recovery and Treatment
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TOWEL RAILS
Radiators 48

ELECTRIC & BLOWER
Radiators 108

STAINLESS STEEL
Radiators

  158

LIVING
Radiators 200

ACCESSORIES &
TECHNICAL SUPPORT 330
8
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TOWEL RAILS
Radiators 48

ELECTRIC & BLOWER
Radiators 108

STAINLESS STEEL
Radiators

  158

LIVING
Radiators 200

ACCESSORIES &
TECHNICAL SUPPORT 330

Alphabetical Index  368
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MATERIAL:
• Moulded heads in mild steel.
•�� Ø 25 mm electro-welded mild steel tubes.

PACKAGING: 
The radiator is protected by a recycled film in polyethylene and with a box in 
recycled cardboard. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

CERTIFICATES

HOW TO ORDER ARDESIA® TUBULAR

EXAMPLE OF CODE COMPOSITION

AX 2 19 1800 D01 T01 A
EXAMPLE OF ARTICLE CODE

Ardesia® 2 columns - 19 Elements - H 1800
- Rapid fixing kit AX
- Connection D01
- Color T01 

AX 2 19 1800 D01 T01 A

FIXING

NR. OF COLUMNS HEIGHT COLOR

NR. OF ELEMENTS CONNECTION CONSTANT VALUE

NEW

The Ardesia® tubular radiator can also be supplied complete 
with RAPID or MINIMAL fixing kit.

12

    WARRANTY 5 YEARS

Color: RAL 9005 - R13 Jet black



FIXING KIT: 

ARDESIA® WITHOUT FIXING KIT (AR)
The radiator will be supplied WITHOUT the fixing brackets. The customer will be able to choose between the available 
accessories. See from page 341 on.

ARDESIA® WITH RAPID FIXING KIT (AX)
The radiator will be supplied with RAPID fixing kit. This type of fixing kit allows precise, fast and safe installation, 
particularly suitable for large construction sites. Option available for all models delivered as a single welded piece. 
Available in all colors. 

ARDESIA® WITH MINIMAL FIXING KIT (AW)
ARDESIA® with MINIMAL fixing kit (AW). The radiator will be supplied with MINIMAL fixing kit. Flexible and reliable fixing 
kit. Option available for all models delivered as a single welded piece. Available in all colors.

Example of installation with RAPID SAFETY KIT (AX)

Example of installation with MINIMAL FIXING KITS (AW)

35
35

≥1
00

0

35

The ‘RAPID’ FIXING kit is included with the AX model, in the same color as the radiator.

The ‘MINIMAL’ FIXING kit is included with the AW model, in the same color as the radiator.

AVAILABLE CONFIGURATIONS  FOR ARDESIA®

13
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HEIGHT
H [mm]

PIPE CENTRES
I [mm]

NR. COLUMNS
2 3 4 5 6

207 151 40 40 40 40 40
300 244 40 40 40 40 40
400 344 40 40 40 40 40
500 444 40 40 40 40 40
556 500 40 40 40 40 35
586 530 40 40 40 40 35
600 544 40 40 40 40 35
626 570 40 40 40 36 30
656 600 40 40 40 36 30
676 620 40 40 40 36 30
750 694 40 40 40 33 27
756 700 40 40 40 33 27
786 730 40 40 40 33 27
856 800 40 40 35 28 23
876 820 40 40 35 28 23
900 844 40 35 35 28 23
926 870 40 35 35 28 23

1000 944 40 35 35 25 20
1200 1144 35 35 25 20 15
1500 1444 35 25 20 15 15
1656 1600 35 25 20 15 14
1800 1744 35 22 20 12 10
1856 1800 35 22 20 12 10
2000 1944 30 22 15 12 10
2056 2000 30 22 15 12 10
2200 2144 30 18 15 12 10
2500 2444 25 18 15 12 10

MAXIMUM NUMBER OF SECTIONS WELDED TOGETHER

NIPPLING

*Q
uo

te
s f

or
 K

ris
ta

l v
al

ve
s

12 1246

L
L+24

L+24+90

45* 45*

L+24+122 (± 1,5%)

The number of section/width is virtually unlimited. It is possible, in fact to obtain a bigger number of sections connecting the single radiators together (see Accessories).
Example of “nippling”

Use only Cordivari Nipples. 
The use of other nipples does not guarantee the sealing of the 
radiator and excludes the warranty. 
All the batteries of the same height, can be joined together, starting 
from a minimum of 3 sections.
In the “joining operation” do not exceed the rate of 10 kg x meter. 
The special white silicon gasket guarantees a perfect hydraulic seal.

PLEASE NOTE: ONLY USE CORDIVARI NIPPLES.

2 COLUMN
SECTION

66

1” G

46

1” G 1” G 1” G 1” G

107 148 189 230

IH

3 COLUMN
SECTION

4 COLUMN
SECTION

5 COLUMN
SECTION

6 COLUMN
SECTION Example of 7 sections

Ardesia®

46
Single 
section

C
en

tre
s 

I=
 H

 –
 5

6 
m

m

End cap/reducing
bushes 12 mm

Width
L= 46 x n° section (± 1,5%)

14
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HOW TO ORDER YOUR TUBULAR ARDESIA®

COLUMNS    (choose the number of columns)

ELEMENTS    (choose the number of elements)

HEIGHT    (choose the height)

CONNECTION    (choose the type of connection - see pages 18-19)

CONSTANT VALUE   (“A“ fixed value)

FIXING    (choose the type of FIXING KIT)

AR	  ARDESIA® WITHOUT FIXING KIT

AX	  ARDESIA® WITH RAPID FIXING KIT 
(MATCHING THE RADIATOR COLOR)  
	

(MATCHING THE RADIATOR COLOR)  
AW	 ARDESIA® WITH MINIMAL FIXING KIT

	

NEW

NEW

16

COLORS   (choose the color - see color chart on pages II-III) WHITE CLASSIC SPECIAL



EXAMPLE OF CREATING AN ARTICLE CODE

FIXING

AR
+

NR. OF COLUMNS

2
+

NR. OF ELEMENTS

19
+

HEIGHT

1800
+

CONNECTION

002
+

COLOR

R01
+

CONSTANT VALUE

A

ARDESIA® without fixing kit, 2 columns,
19 elements, height 1800, connection 002, white R01

COMPOSITION

AR 2 19 1800 002 R01 A

AR 2 19 1800 002 R01 A

FIXING

NR. OF COLUMNS HEIGHT COLOR

NR. OF 
ELEMENTS CONNECTION

CONSTANT
VALUE

17
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LEGEND

In Out

Airvent Connection 1/2”

Movable Diverter Welded Diverter

Tc End cap Thermostatic head

Bidirectional

To facilitate the desired choice, we have prepared standard configurations with pre-installed 
reducing bushes and caps. When placing an order, specify the required version. If the type 
of connection is not specified, the radiator will be supplied with  open connections. To order 
fittings and accessories, refer to page 332.

STANDARD CONFIGURATIONS
Standard configurations, except for connection “000” or special executions excluded, include airvent 
end caps and bushes already mounted. It is necessary to specify the desired combination (example: 
001, 002, 003, D08, M02, AS3 ecc...).
PLEASE NOTE.: besides the configurations hereby presented, all configurations with diameters 
of 3/4” • 1/2” • 3/8” • 1/4” are available.

BOTTOM-SIDE CONNECTIONS

3/8”
Tc 1”

3/8” 3/8”

D01

3/8”
Tc 1”

3/8” 3/8”

D01

1/2”
Tc 1”

1/2” 1/2”

D02

1/2”
Tc 1”

1/2” 1/2”

D02

3/8”
Tc 1”

1/2” 1/2”

D08

3/8”
Tc 1”

1/2” 1/2”

D08

Airvent included

UNIVERSAL CONNECTIONS

1/2” 1/2”

1/2” 1/2”

024

3/8” 3/8”

3/8” 3/8”

025
End 
Cap

Airvent Butterfly
Key for
Airvent

Airvent included

CONNECTIONS FOR NIPPLING OPERATION

1” 1”

1” 1”

000 Ideal for wholesalers that wish to have a stock of 
radiators ready for use.
The “000” connection for nippling operation allows 
to have batteries of several dimensions and with an 
almost endless number of heating sections.

4 open connections with 1’’ threading end cap, reducing bushes and airvent are supplied separately, on demand.

SIDE AND OPPOSITE CONNECTIONS

3/8” 3/8”

Tc 1”
3/8”

001

3/8” 3/8”

Tc 1”
3/8”

001

1/2” 1/2”

Tc 1”
1/2”

002

1/2” 1/2”

Tc 1”
1/2”

002

3/8” 3/8”

Tc 1”
3/8”

001

3/8” 3/8”

Tc 1”
3/8”

001

1/2” 1/2”

Tc 1”
1/2”

002

1/2” 1/2”

Tc 1”
1/2”

002

1/2” 3/8”

Tc 1”
1/2”

003

3/8” 1/2”

Tc 1”
1/2”

003

KRISTAL valves see 
page 332.

Airvent included

18

CONNECTIONS



BIDIRECTIONAL CONNECTIONS BIDIRECTIONAL CONNECTIONS
Airvent includedAirvent included

Valve Bidirectional Kristal Cordivari only for M6 bidirectional connection for batteries from 3 up to 20 sections.(see  ACCESSORIES). Bidirectional underneath connection placed on the second 
section

3/8”
3/8”

Tc 1”
3/4”

M02

3/8”
3/8”

Tc 1”
1/2”

M06

3/8”
3/8”

Tc 1”
3/4”

M02

3/8”
3/8”

Tc 1”
1/2”

M06

3/8”
3/8”

Tc 1” Tc 1”

AS5

OPPOSITE SPECIAL CONNECTIONS
Airvent included

WITH UPPER SLEEVES CONNECTIONS
Airvent included

1/2” 1/2”

Tc 1”
1/2”

AS8

1/2” 1/2”

Tc 1”
1/2”

AS8

3/8”

Tc 1” Tc 1”

AS7

3/8”

Tc 1” Tc 1”

AS7

Pipe centres I (mm) =
46 x (n° el. - 1)

16

16

I

UNDERNEATH WELDED SLEEVES CONNECTIONS

Airvent included Airvent included Airvent included

3/8”
Tc 1”

Tc 1” Tc 1”

AS9

(available for even n° of sections only)

3/8”
3/8”

Tc 1” Tc 1”

AS6

3/8”
3/8”

Tc 1” Tc 1”

AS6

Pipe centres = 50 mm Pipe centres = 50 mm

Pipe centres different from standard are available on demand.

Pipe centres I (mm) = 46 x (n° el. - 1)

3/8”
Tc 1”

Tc 1” Tc 1”

AS3

3/8”
Tc 1”

Tc 1” Tc 1”

AS3

I

16

16

WELDED UNDERNEATH SLEEVES WITH PIPE CENTRES 50 MM 1/2’’ AND THERMOSTATIC HEAD MOUNTED(*)

3/8”

Tc 1” Tc 1”

S10

3/8”

Tc 1” Tc 1”

AS4

3/8”

Tc 1” Tc 1”

AS4

3/8”

Tc 1”

S11

(*) �Valve unit and Liquid thermostatic head 
Oventrop with liquidfunctioning in accordance 
with UNI EN 215:2007 regulation.

100

50

16

100

50

16

3/8”
3/8”

Tc 1” Tc 1”

AS5

2 columns
positioning

3, 5 columns
positioning

4, 6 columns
positioning

19
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Height [mm]

207
COLUMNS

2 3 4 5 6

Δt 60 = [W] 22,2 31,5 40,7 50,5 61,9
Δt 50 = [W] 17,5 24,8 32,0 39,7 48,7
Δt 40 = [W] 13,1 18,5 23,9 29,5 36,3
Δt 30 = [W] 9,0 12,7 16,3 20,1 24,8

Pipe Centres [mm] 151
Water content [lt] 0,29 0,42 0,56 0,70 0,80
Dry Weight [kg] 0,35 0,53 0,71 0,89 1,07
Exp. [n] 1,303 1,314 1,317 1,329 1,318

Height [mm]

300
COLUMNS

2 3 4 5 6

Δt 60 = [W] 32,1 43,7 58,9 71,9 86,1
Δt 50 = [W] 25,6 34,7 46,8 56,5 67,7
Δt 40 = [W] 19,4 26,1 35,3 42,1 50,4
Δt 30 = [W] 13,5 18,1 24,5 28,8 34,5

Pipe Centres [mm] 244
Water content [lt] 0,37 0,54 0,72 0,90 1,10
Dry Weight [kg] 0,49 0,74 0,99 1,24 1,49
Exp. [n] 1,247 1,273 1,265 1,320 1,322

Height [mm]

400
COLUMNS

2 3 4 5 6

Δt 60 = [W] 41,5 56,9 75,5 92,1 110,9
Δt 50 = [W] 33,0 45,1 59,8 72,4 87,3
Δt 40 = [W] 24,9 33,8 44,9 53,9 65,1
Δt 30 = [W] 17,3 23,4 31,1 36,8 44,6

Pipe Centres [mm] 344
Water content [lt] 0,45 0,66 0,88 1,10 1,30
Dry Weight [kg] 0,63 0,95 1,27 1,59 1,92
Exp. [n] 1,261 1,284 1,280 1,323 1,313

Height [mm]

676
COLUMNS

2 3 4 5 6

Δt 60 = [W] 66,5 92,5 119,6 145,3 174,6
Δt 50 = [W] 52,4 72,8 94,0 114,0 138,0
Δt 40 = [W] 39,2 54,3 70,0 84,7 103,5
Δt 30 = [W] 27,0 37,2 47,8 57,7 71,4
Pipe Centres [mm] 620
Water content [lt] 0,67 1,00 1,32 1,65 2,00
Dry Weight [kg] 1,02 1,53 2,05 2,57 3,09
Exp. [n] 1,299 1,316 1,324 1,332 1,290

Height [mm]

876
COLUMNS

2 3 4 5 6

Δt 60 = [W] 84,7 117,8 151,0 182,5 217,4
Δt 50 = [W] 66,5 92,3 118,0 143,0 172,4
Δt 40 = [W] 49,4 68,5 87,2 106,1 129,7
Δt 30 = [W] 33,7 46,6 59,1 72,2 90,0

Pipe Centres [mm] 820
Water content [lt] 0,83 1,24 1,65 2,05 2,50
Dry Weight [kg] 1,30 1,96 2,61 3,27 3,93
Exp. [n] 1,327 1,339 1,355 1,338 1,273

Height [mm]

556
COLUMNS

2 3 4 5 6

Δt 60 = [W] 55,6 77,2 100,6 122,5 147,6
Δt 50 = [W] 44,0 60,9 79,3 96,2 116,5
Δt 40 = [W] 33,1 45,5 59,3 71,5 87,1
Δt 30 = [W] 22,9 31,3 40,7 48,8 60,0

Pipe Centres [mm] 500
Water content [lt] 0,58 0,85 1,13 1,41 1,70
Dry Weight [kg] 0,85 1,28 1,71 2,14 2,58
Exp. [n] 1,283 1,302 1,305 1,328 1,300

Height [mm]

500
COLUMNS

2 3 4 5 6

Δt 60 = [W] 50,6 69,9 91,7 111,7 134,7
Δt 50 = [W] 40,1 55,2 72,4 87,7 106,2
Δt 40 = [W] 30,2 41,4 54,2 65,3 79,3
Δt 30 = [W] 20,9 28,5 37,3 44,6 54,5

Pipe Centres [mm] 444
Water content [lt] 0,53 0,79 1,04 1,30 1,60
Dry Weight [kg] 0,77 1,16 1,55 1,95 2,34
Exp. [n] 1,275 1,296 1,296 1,326 1,305

Height [mm]

600
COLUMNS

2 3 4 5 6

Δt 60 = [W] 59,6 82,8 107,6 130,9 157,6
Δt 50 = [W] 47,1 65,2 84,7 102,7 124,5
Δt 40 = [W] 35,3 48,7 63,2 76,4 93,2
Δt 30 = [W] 24,4 33,5 43,4 52,1 64,2

Pipe Centres [mm] 544
Water content [lt] 0,61 0,91 1,20 1,50 1,80
Dry Weight [kg] 0,91 1,37 1,84 2,30 2,76
Exp. [n] 1,289 1,307 1,312 1,329 1,296

Height [mm]

750
COLUMNS

2 3 4 5 6

Δt 60 = [W] 73,2 101,9 131,3 159,2 190,7
Δt 50 = [W] 57,6 80,0 102,9 124,8 150,9
Δt 40 = [W] 43,0 59,6 76,4 92,7 113,3
Δt 30 = [W] 29,5 40,7 52,0 63,1 78,3

Pipe Centres [mm] 694
Water content [lt] 0,73 1,09 1,44 1,80 2,20
Dry Weight [kg] 1,12 1,69 2,26 2,83 3,40
Exp. [n] 1,310 1,325 1,335 1,334 1,284

Height [mm]

656
COLUMNS

2 3 4 5 6

Δt 60 = [W] 64,7 90,0 116,5 141,5 170,2
Δt 50 = [W] 51,0 70,8 91,6 111,0 134,5
Δt 40 = [W] 38,2 52,8 68,2 82,5 100,8
Δt 30 = [W] 26,3 36,2 46,6 56,3 69,5

Pipe Centres [mm] 600
Water content [lt] 0,66 0,97 1,29 1,61 1,90
Dry Weight [kg] 0,99 1,49 1,99 2,50 3,00
Exp. [n] 1,297 1,314 1,320 1,331 1,292

Height [mm]

756
COLUMNS

2 3 4 5 6

Δt 60 = [W] 73,7 102,7 132,2 160,3 192,0
Δt 50 = [W] 58,0 80,6 103,6 125,7 152,0
Δt 40 = [W] 43,3 60,0 76,9 93,3 114,1
Δt 30 = [W] 29,7 41,0 52,4 63,6 78,9

Pipe Centres [mm] 700
Water content [lt] 0,74 1,09 1,45 1,81 2,20
Dry Weight [kg] 1,13 1,70 2,28 2,85 3,42
Exp. [n] 1,311 1,325 1,336 1,335 1,283

Height [mm]

856
COLUMNS

2 3 4 5 6

Δt 60 = [W] 82,8 115,3 147,9 178,8 213,2
Δt 50 = [W] 65,1 90,4 115,6 140,1 169,0
Δt 40 = [W] 48,4 67,1 85,5 103,9 127,2
Δt 30 = [W] 33,1 45,7 58,0 70,7 88,1

Pipe Centres [mm] 800
Water content [lt] 0,82 1,21 1,61 2,01 2,40
Dry Weight [kg] 1,27 1,91 2,56 3,20 3,85
Exp. [n] 1,324 1,337 1,352 1,338 1,275

Height [mm]

586
COLUMNS

2 3 4 5 6

Δt 60 = [W] 58,3 81,0 105,4 128,3 154,5
Δt 50 = [W] 46,1 63,8 83,0 100,7 121,9
Δt 40 = [W] 34,6 47,7 62,0 74,8 91,3
Δt 30 = [W] 23,9 32,8 42,5 51,1 62,8

Pipe Centres [mm] 530
Water content [lt] 0,60 0,89 1,18 1,47 1,77
Dry Weight [kg] 0,89 1,34 1,79 2,24 2,70
Exp. [n] 1,287 1,306 1,309 1,329 1,298

Height [mm]

626
COLUMNS

2 3 4 5 6

Δt 60 = [W] 61,9 86,1 111,7 135,9 163,5
Δt 50 = [W] 48,9 67,8 87,9 106,6 129,1
Δt 40 = [W] 36,7 50,6 65,5 79,2 96,7
Δt 30 = [W] 25,3 34,7 44,9 54,0 66,7

Pipe Centres [mm] 570
Water content [lt] 0,63 0,94 1,24 1,55 1,85
Dry Weight [kg] 0,95 1,43 1,91 2,39 2,87
Exp. [n] 1,292 1,310 1,316 1,330 1,294

Height [mm]

786
COLUMNS

2 3 4 5 6

Δt 60 = [W] 76,4 106,5 136,9 165,9 198,4
Δt 50 = [W] 60,1 83,6 107,2 130,0 157,1
Δt 40 = [W] 44,9 62,1 79,5 96,5 118,1
Δt 30 = [W] 30,7 42,4 54,1 65,7 81,7

Pipe Centres [mm] 730
Water content [lt] 0,76 1,13 1,50 1,87 2,25
Dry Weight [kg] 1,18 1,77 2,37 2,97 3,56
Exp. [n] 1,315 1,329 1,341 1,335 1,281
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Height [mm]

1656
COLUMNS

2 3 4 5 6

Δt 60 = [W] 157,6 213,2 268,0 324,0 378,0
Δt 50 = [W] 123,1 166,7 209,7 251,9 292,5
Δt 40 = [W] 91,0 123,3 155,3 185,1 213,7
Δt 30 = [W] 61,6 83,6 105,5 124,4 142,6

Pipe Centres [mm] 1600
Water content [lt] 1,46 2,18 2,90 3,62 4,36
Dry Weight [kg] 2,40 3,61 4,81 6,02 7,23
Exp. [n] 1,355 1,350 1,346 1,381 1,407

Height [mm]

1856
COLUMNS

2 3 4 5 6

Δt 60 = [W] 177,2 236,6 298,7 358,3 413,0
Δt 50 = [W] 138,4 185,5 233,3 279,3 320,4
Δt 40 = [W] 102,3 137,6 172,3 205,9 234,8
Δt 30 = [W] 69,3 93,6 116,7 139,0 157,3

Pipe Centres [mm] 1800
Water content [lt] 1,62 2,42 3,22 4,02 4,84
Dry Weight [kg] 2,69 4,04 5,40 6,75 8,11
Exp. [n] 1,355 1,338 1,356 1,366 1,392

Height [mm]

2056
COLUMNS

2 3 4 5 6

Δt 60 = [W] 197,4 260,1 329,6 392,4 446,4
Δt 50 = [W] 154,2 204,3 256,9 306,7 347,2
Δt 40 = [W] 114,0 151,9 189,4 226,9 255,3
Δt 30 = [W] 77,2 103,7 127,8 153,8 171,8

Pipe Centres [mm] 2000
Water content [lt] 1,78 2,66 3,54 4,42 5,29
Dry Weight [kg] 2,98 4,47 5,96 7,45 8,95
Exp. [n] 1,355 1,326 1,366 1,351 1,378

Height [mm]

900
COLUMNS

2 3 4 5 6

Δt 60 = [W] 86,9 120,9 154,8 186,9 222,4
Δt 50 = [W] 68,1 94,6 120,8 146,4 176,4
Δt 40 = [W] 50,6 70,2 89,2 108,6 132,8
Δt 30 = [W] 34,5 47,7 60,4 73,9 92,1

Pipe Centres [mm] 844
Water content [lt] 0,85 1,27 1,68 2,10 2,50
Dry Weight [kg] 1,33 2,01 2,68 3,36 4,03
Exp. [n] 1,331 1,342 1,359 1,339 1,271

Height [mm]

1000
COLUMNS

2 3 4 5 6

Δt 60 = [W] 95,9 133,3 169,9 205,4 244,2
Δt 50 = [W] 75,2 104,3 132,7 160,6 192,9
Δt 40 = [W] 55,8 77,3 98,1 118,9 144,4
Δt 30 = [W] 38,0 52,5 66,4 80,7 99,5

Pipe Centres [mm] 944
Water content [lt] 0,93 1,39 1,84 2,30 2,80
Dry Weight [kg] 1,48 2,22 2,96 3,71 4,46
Exp. [n] 1,335 1,345 1,355 1,348 1,296

Height [mm]

1200
COLUMNS

2 3 4 5 6

Δt 60 = [W] 114,3 157,9 199,7 242,1 287,1
Δt 50 = [W] 89,5 123,5 156,2 188,8 224,7
Δt 40 = [W] 66,3 91,3 115,6 139,2 166,5
Δt 30 = [W] 45,1 61,9 78,5 93,9 113,1

Pipe Centres [mm] 1144
Water content [lt] 1,09 1,63 2,17 2,70 3,20
Dry Weight [kg] 1,76 2,64 3,53 4,41 5,30
Exp. [n] 1,343 1,350 1,348 1,366 1,345

Height [mm]

1500
COLUMNS

2 3 4 5 6

Δt 60 = [W] 142,6 194,6 244,3 297,0 349,7
Δt 50 = [W] 111,4 151,9 191,4 230,4 270,0
Δt 40 = [W] 82,3 112,2 142,0 168,8 196,8
Δt 30 = [W] 55,8 75,9 96,6 113,1 130,8

Pipe Centres [mm] 1444
Water content [lt] 1,33 1,99 2,65 3,30 4,0
Dry Weight [kg] 2,18 3,28 4,37 5,47 6,57
Exp. [n] 1,355 1,359 1,338 1,393 1,418

Height [mm]

1800
COLUMNS

2 3 4 5 6

Δt 60 = [W] 171,7 230,1 290,1 348,7 403,4
Δt 50 = [W] 134,1 180,2 226,6 271,6 312,7
Δt 40 = [W] 99,1 133,6 167,6 200,1 229,0
Δt 30 = [W] 67,1 90,8 113,5 134,9 153,2

Pipe Centres [mm] 1744
Water content [lt] 1,58 2,35 3,13 3,91 4,70
Dry Weight [kg] 2,60 3,91 5,22 6,53 7,84
Exp. [n] 1,355 1,341 1,353 1,370 1,396

Height [mm]

2000
COLUMNS

2 3 4 5 6

Δt 60 = [W] 191,7 253,6 320,9 382,9 437,2
Δt 50 = [W] 149,8 199,0 250,3 299,0 339,8
Δt 40 = [W] 110,7 147,9 184,6 221,0 249,7
Δt 30 = [W] 75,0 100,9 124,7 149,6 167,8

Pipe Centres [mm] 1944
Water content [lt] 1,74 2,59 3,45 4,31 5,20
Dry Weight [kg] 2,89 4,33 5,78 7,23 8,69
Exp. [n] 1,355 1,330 1,364 1,356 1,382

Height [mm]

2200
COLUMNS

2 3 4 5 6

Δt 60 = [W] 212,3 276,9 352,1 416,7 469,6
Δt 50 = [W] 165,9 217,8 274,1 326,4 366,0
Δt 40 = [W] 122,6 162,3 201,7 242,0 269,7
Δt 30 = [W] 83,0 111,1 135,9 164,6 182,0

Pipe Centres [mm] 2144
Water content [lt] 1,90 2,83 3,77 4,71 5,60
Dry Weight [kg] 3,17 4,76 6,35 7,94 9,53
Exp. [n] 1,355 1,318 1,374 1,341 1,367

Height [mm]

926
COLUMNS

2 3 4 5 6

Δt 60 = [W] 89,2 124,1 158,7 191,7 228,1
Δt 50 = [W] 70,0 97,2 123,9 150,1 180,7
Δt 40 = [W] 52,0 72,0 91,5 111,3 135,9
Δt 30 = [W] 35,4 48,9 61,9 75,6 94,1

Pipe Centres [mm] 870
Water content [lt] 0,78 1,26 1,70 2,13 2,56
Dry Weight [kg] 1,29 1,95 2,60 3,26 3,92
Exp. [n] 1,332 1,343 1,358 1,342 1,277

Height [mm]

2500
COLUMNS

2 3 4 5 6

Δt 60 = [W] 244,4 311,7 399,6 467,2 515,6
Δt 50 = [W] 190,9 245,9 310,2 367,4 403,4
Δt 40 = [W] 141,1 184,0 227,5 273,8 298,8
Δt 30 = [W] 95,5 126,6 152,5 187,4 202,9

Pipe Centres [mm] 2444
Water content [lt] 2,14 3,19 4,25 5,31 6,40
Dry Weight [kg] 3,59 5,39 7,19 9,00 10,80
Exp. [n] 1,355 1,301 1,389 1,318 1,345

Pipe Centres for replacing CAST IRON radiators

Pipe Centres for replacing ALUMINIUM radiators

Pipe Centres for replacing LAMELLAR and PANEL radiators
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MATERIAL:
• Moulded heads in mild steel.
•�� Ø 25 mm electro-welded mild steel tubes.

PACKAGING: 
The radiator is protected by a recycled film in polyethylene and with a box in 
recycled cardboard. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

HOW TO ORDER ARDESIA® TUBULAR 2 COLUMNS

EXAMPLE OF CODE COMPOSITION

AX 2 19 0207 D01 T01 A
EXAMPLE OF ARTICLE CODE

Pipe Centres for replacing
CAST IRON radiators

Pipe Centres for replacing
ALUMINIUM radiators

Pipe Centres for replacing
LAMELLAR and PANEL radiators

HEIGHTS FOR REPLACEMENT

AX 2 19 0207 D01 T01 A

FIXING

NR. OF COLUMNS HEIGHT COLOR

NR. OF 
ELEMENTS CONNECTION

CONSTANT
VALUE

CERTIFICATES

Hub Section width

1”1” 46 mm46 mm

Functioning Maximum
temperature

Minimum flow in % of the 
nominal flow rate

Hot water 110 °C 1818

Maximum working pressure Testing conditions

10 bar 13 bar

Ardesia® 2 columns - 19 el. - H 207
- Rapid fixing kit AX
- Connection D01
- Color T01 

PRICE AND TECHNICAL DATA PER SECTION

Height H [mm] 207 300 400 500 556 586 600 626 656 676 750 756 786 856 876 900 926 1000 1200 1500 1656 1800 1856 2000 2056 2200 2500 Height H [mm]

Pipe Centres I [mm] 151 244 344 444 500 530 544 570 600 620 694 700 730 800 820 844 870 944 1144 1444 1600 1744 1800 1944 2000 2144 2444 Pipe Centres I [mm]
(90/70/20°C) ΔT 60 = W 22,2 32,1 41,5 50,6 55,6 58,3 59,6 61,9 64,7 66,5 73,2 73,7 76,4 82,8 84,7 86,9 89,2 95,9 114,3 142,6 157,6 171,7 177,2 191,7 197,4 212,3 244,4 (90/70/20°C) ΔT 60 = W
(75/65/20°C) ΔT 50 = W 17,5 25,6 33 40,1 44 46,1 47,1 48,9 51 52,4 57,6 58 60,1 65,1 66,5 68,1 70 75,2 89,5 111,4 123,1 134,1 138,4 149,8 154,2 165,9 190,9 (75/65/20°C) ΔT 50 = W
(55/45/20°C) ΔT 30 = W 9 13,5 17,3 20,9 22,9 23,9 24,4 25,3 26,3 27 29,5 29,7 30,7 33,1 33,7 34,5 35,4 38 45,1 55,8 61,6 67,1 69,3 75 77,2 83 95,5 (55/45/20°C) ΔT 30 = W
Water content [lt] 0,29 0,37 0,45 0,53 0,58 0,6 0,61 0,63 0,66 0,67 0,73 0,74 0,76 0,82 0,83 0,85 0,78 0,93 1,09 1,33 1,46 1,58 1,62 1,74 1,78 1,9 2,14 Water content [lt]
Dry Weight [kg] 0,35 0,49 0,63 0,77 0,85 0,89 0,91 0,95 0,99 1,02 1,12 1,13 1,18 1,27 1,3 1,33 1,29 1,48 1,76 2,18 2,4 2,6 2,69 2,89 2,98 3,17 3,59 Dry Weight [kg]
Exp. [n] 1,303 1,247 1,261 1,275 1,283 1,287 1,289 1,292 1,297 1,299 1,31 1,311 1,315 1,324 1,327 1,331 1,332 1,335 1,343 1,355 1,355 1,355 1,355 1,355 1,355 1,355 1,355 Exp. [n]
Nominal flow rate [kg/h] 1,5 2,2 2,8 3,4 3,8 4 4,1 4,2 4,4 4,5 5 5 5,2 5,6 5,7 5,9 6 6,5 7,7 9,6 10,6 11,5 11,9 12,9 13,3 14,3 16,4 Nominal flow rate [kg/h]
Radiation quote [%] 30 25 25 25 25 25 24 25 25 24 24 24 25 24 24 24 24 24 23 23 23 22 23 22 23 22 22 Radiation quote [%]
Surface [m²] 0,03 0,05 0,06 0,08 0,09 0,09 0,09 0,12 0,1 0,11 0,12 0,12 0,1 0,13 0,14 0,14 0,14 0,15 0,18 0,23 0,25 0,28 0,28 0,31 0,31 0,34 0,38 Surface [m²]
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Color: F39 Balmoral grey





ELEMENTS
Width
[mm]

HEIGHTS [mm]
207 300 400 500 556 586 600 626 656 676 750 756 786 856

3
138 mm W

4
184 mm W

5
230 mm W

6
276 mm W

7
322 mm W

8
368 mm W

9
414 mm W

10
460 mm W

11
506 mm W

12
552 mm W

13
598 mm W

14
644 mm W

15
690 mm W

16
736 mm W

17
782 mm W

18
828 mm W

19
874 mm W

20
920 mm W

21
966 mm W

22
1012 mm W

23
1058 mm W

24
1104 mm W

25
1150 mm W

26
1196 mm W

27
1242 mm W

28
1288 mm W

29
1344 mm W

30
1380 mm W

31
1426 mm W

32
1472 mm W

33
1518 mm W

34
1564 mm W

35
1610 mm W

36
1656 mm W

37
1702 mm W

38
1748 mm W

39
1794 mm W

40
1840 mm W

53 77 99 120 132 138 141 147 153 157 173 174 180 195

70 102 132 160 176 184 188 196 204 210 230 232 240 260

88 128 165 201 220 231 236 245 255 262 288 290 301 326

105 154 198 241 264 277 283 293 306 314 346 348 361 391

123 179 231 281 308 323 330 342 357 367 403 406 421 456

140 205 264 321 352 369 377 391 408 419 461 464 481 521

158 230 297 361 396 415 424 440 459 472 518 522 541 586

175 256 330 401 440 461 471 489 510 524 576 580 601 651

193 282 363 441 484 507 518 538 561 576 634 638 661 716

210 307 396 481 528 553 565 587 612 629 691 696 721 781

228 333 429 521 572 599 612 636 663 681 749 754 781 846

245 358 462 561 616 645 659 685 714 734 806 812 841 911

263 384 495 602 660 692 707 734 765 786 864 870 902 977

280 410 528 642 704 738 754 782 816 838 922 928 962 1042

298 435 561 682 748 784 801 831 867 891 979 986 1022 1107

315 461 594 722 792 830 848 880 918 943 1037 1044 1082 1172

333 486 627 762 836 876 895 929 969 996 1094 1102 1142 1237

350 512 660 802 880 922 942 978 1020 1048 1152 1160 1202 1302

368 538 693 842 924 968 989 1027 1071 1100 1210 1218 1262 1367

385 563 726 882 968 1014 1036 1076 1122 1153 1267 1276 1322 1432

403 589 759 922 1012 1060 1083 1125 1173 1205 1325 1334 1382 1497

420 614 792 962 1056 1106 1130 1174 1224 1258 1382 1392 1442 1562

438 640 825 1003 1100 1153 1178 1223 1275 1310 1440 1450 1503 1628

455 666 858 1043 1144 1199 1225 1271 1326 1362 1498 1508 1563 1693

473 691 891 1083 1188 1245 1272 1320 1377 1415 1555 1566 1623 1758

490 717 924 1123 1232 1291 1319 1369 1428 1467 1613 1624 1683 1823

508 742 957 1163 1276 1337 1366 1418 1479 1520 1670 1682 1743 1888

525 768 990 1203 1320 1383 1413 1467 1530 1572 1728 1740 1803 1953

543 794 1023 1243 1364 1429 1460 1516 1581 1624 1786 1798 1863 2018

560 819 1056 1283 1408 1475 1507 1565 1632 1677 1843 1856 1923 2083

578 845 1089 1323 1452 1521 1554 1614 1683 1729 1901 1914 1983 2148

595 870 1122 1363 1496 1567 1601 1663 1734 1782 1958 1972 2043 2213

613 896 1155 1404 1540 1614 1649 1712 1785 1834 2016 2030 2104 2279

630 922 1188 1444 1584 1660 1696 1760 1836 1886 2074 2088 2164 2344

648 947 1221 1484 1628 1706 1743 1809 1887 1939 2131 2146 2224 2409

665 973 1254 1524 1672 1752 1790 1858 1938 1991 2189 2204 2284 2474

683 998 1287 1564 1716 1798 1837 1907 1989 2044 2246 2262 2344 2539

700 1024 1320 1604 1760 1844 1884 1956 2040 2096 2304 2320 2404 2604
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Radiators provided in separate batteries to facilitate transport and installation. Batteries can be joined together (nippling operation) with lock key smaller than 1 mt. Each 
couple of batteries inclusive of 2 nipples and 2 seals. For batteries with more than 85 sections with lateral connection, see probes kit at page 345.
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ELEMENTS
Width
[mm]

HEIGHTS [mm]
876 900 926 1000 1200  1500 1656 1800 1856 2000 2056 2200 2500

3
138 mm W

4
184 mm W

5
230 mm W

6
276 mm W

7
322 mm W

8
368 mm W

9
414 mm W

10
460 mm W

11
506 mm W

12
552 mm W

13
598 mm W

14
644 mm W

15
690 mm W

16
736 mm W

17
782 mm W

18
828 mm W

19
874 mm W

20
920 mm W

21
966 mm W

22
1012 mm W

23
1058 mm W

24
1104 mm W

25
1150 mm W

26
1196 mm W

27
1242 mm W

28
1288 mm W

29
1344 mm W

30
1380 mm W

31
1426 mm W

32
1472 mm W

33
1518 mm W

34
1564 mm W

35
1610 mm W

36
1656 mm W

37
1702 mm W

38
1748 mm W

39
1794 mm W

40
1840 mm W

200 204 200 226 269 334 369 402 415 449 463 498 573

266 272 266 301 358 446 492 536 554 599 617 664 764

333 341 333 376 448 557 616 671 692 749 771 830 955

399 409 399 451 537 668 739 805 830 899 925 995 1145

466 477 466 526 627 780 862 939 969 1049 1079 1161 1336

532 545 532 602 716 891 985 1073 1107 1198 1234 1327 1527

599 613 599 677 806 1003 1108 1207 1246 1348 1388 1493 1718

665 681 665 752 895 1114 1231 1341 1384 1498 1542 1659 1909

732 749 732 827 985 1225 1354 1475 1522 1648 1696 1825 2100

798 817 798 902 1074 1337 1477 1609 1661 1798 1850 1991 2291

865 885 865 978 1164 1448 1600 1743 1799 1947 2005 2157 2482

931 953 931 1053 1253 1560 1723 1877 1938 2097 2159 2323 2673

998 1022 998 1128 1343 1671 1847 2012 2076 2247 2313 2489 2864

1064 1090 1064 1203 1432 1782 1970 2146 2214 2397 2467 2654 3054

1131 1158 1131 1278 1522 1894 2093 2280 2353 2547 2621 2820 3245

1197 1226 1197 1354 1611 2005 2216 2414 2491 2696 2776 2986 3436

1264 1294 1264 1429 1701 2117 2339 2548 2630 2846 2930 3152 3627

1330 1362 1330 1504 1790 2228 2462 2682 2768 2996 3084 3318 3818

1397 1430 1397 1579 1880 2339 2585 2816 2906 3146 3238 3484 4009

1463 1498 1463 1654 1969 2451 2708 2950 3045 3296 3392 3650 4200

1530 1566 1530 1730 2059 2562 2831 3084 3183 3445 3547 3816 4391

1596 1634 1596 1805 2148 2674 2954 3218 3322 3595 3701 3982 4582

1663 1703 1663 1880 2238 2785 3078 3353 3460 3745 3855 4148 4773

1729 1771 1729 1955 2327 2896 3201 3487 3598 3895 4009 4313 4963

1796 1839 1796 2030 2417 3008 3324 3621 3737 4045 4163 4479 5154

1862 1907 1862 2106 2506 3119 3447 3755 3875 4194 4318 4645 5345

1929 1975 1929 2181 2596 3231 3570 3889 4014 4344 4472 4811 5536

1995 2043 1995 2256 2685 3342 3693 4023 4152 4494 4626 4977 5727

2062 2111 2062 2331 2775 3453 3816 4157 4290 4644 4780 5143 5918

2128 2179 2128 2406 2864 3565 3939 4291 4429 4794 4934 5309 6109

2195 2247 2195 2482 2954 3676 4062 4425 4567 4943 5089 5475 6300

2261 2315 2261 2557 3043 3788 4185 4559 4706 5093 5243 5641 6491

2328 2384 2328 2632 3133 3899 4309 4694 4844 5243 5397 5807 6682

2394 2452 2394 2707 3222 4010 4432 4828 4982 5393 5551 5972 6872

2461 2520 2461 2782 3312 4122 4555 4962 5121 5543 5705 6138 7063

2527 2588 2527 2858 3401 4233 4678 5096 5259 5692 5860 6304 7254

2594 2656 2594 2933 3491 4345 4801 5230 5398 5842 6014 6470 7445

2660 2724 2660 3008 3580 4456 4924 5364 5536 5992 6168 6636 7636
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EXAMPLE OF CODE COMPOSITION

EXAMPLE OF ARTICLE CODE

Pipe Centres for replacing
CAST IRON radiators

Pipe Centres for replacing
ALUMINIUM radiators

Pipe Centres for replacing
LAMELLAR and PANEL radiators

HEIGHTS FOR REPLACEMENT

CERTIFICATES

MATERIAL:
• Moulded heads in mild steel.
•�� Ø 25 mm electro-welded mild steel tubes.

PACKAGING: 
The radiator is protected by a recycled film in polyethylene and with a box in 
recycled cardboard. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

HOW TO ORDER ARDESIA® TUBULAR 3 COLUMNS

Hub Section width

1”1” 46 mm46 mm

Functioning Maximum
temperature

Minimum flow in % of 
the nominal flow rate

  Hot water 110 °C 1818

  Electric (see page 110)

Maximum working pressure Testing conditions

10 bar 13 bar

PRICE AND TECHNICAL DATA PER SECTION

Height H [mm] 207 300 400 500 556 586 600 626 656 676 750 756 786 856 876 900 926 1000 1200 1500 1656 1800 1856 2000 2056 2200 2500 Height H [mm]

Pipe Centres I [mm] 151 244 344 444 500 530 544 570 600 620 694 700 730 800 820 844 870 944 1144 1444 1600 1744 1800 1944 2000 2144 2444 Pipe Centres I [mm]
(90/70/20°C) ΔT 60 = W 31,5 43,7 56,9 69,9 77,2 81 82,8 86,1 90 92,5 101,9 102,7 106,5 115,3 117,8 120,9 124,1 133,3 157,9 194,6 213,2 230,1 236,6 253,6 260,1 276,9 311,7 (90/70/20°C) ΔT 60 = W
(75/65/20°C) ΔT 50 = W 24,8 34,7 45,1 55,2 60,9 63,8 65,2 67,8 70,8 72,8 80 80,6 83,6 90,4 92,3 94,6 97,2 104,3 123,5 151,9 166,7 180,2 185,5 199 204,3 217,8 245,9 (75/65/20°C) ΔT 50 = W
(55/45/20°C) ΔT 30 = W 12,7 18,1 23,4 28,5 31,3 32,8 33,5 34,7 36,2 37,2 40,7 41 42,4 45,7 46,6 47,7 48,9 52,5 61,9 75,9 83,6 90,8 93,6 100,9 103,7 111,1 126,6 (55/45/20°C) ΔT 30 = W
Water content [lt] 0,42 0,54 0,66 0,79 0,85 0,89 0,91 0,94 0,97 1 1,09 1,09 1,13 1,21 1,24 1,27 1,26 1,39 1,63 1,99 2,18 2,35 2,42 2,59 2,66 2,83 3,19 Water content [lt]
Dry Weight [kg] 0,53 0,74 0,95 1,16 1,28 1,34 1,37 1,43 1,49 1,53 1,69 1,7 1,77 1,91 1,96 2,01 1,95 2,22 2,64 3,28 3,61 3,91 4,04 4,33 4,47 4,76 5,39 Dry Weight [kg]
Exp. [n] 1,314 1,273 1,284 1,296 1,302 1,306 1,307 1,31 1,314 1,316 1,325 1,325 1,329 1,337 1,339 1,342 1,343 1,345 1,35 1,359 1,35 1,341 1,338 1,33 1,326 1,318 1,301 Exp. [n]
Nominal flow rate [kg/h] 2,1 3 3,9 4,7 5,2 5,5 5,6 5,8 6,1 6,3 6,9 6,9 7,2 7,8 7,9 8,1 8,4 9 10,6 13,1 14,3 15,5 16 17,1 17,6 18,7 21,1 Nominal flow rate [kg/h]
Radiation quote [%] 23 23 23 22 22 22 22 22 22 22 21 22 22 22 22 21 21 21 21 20 20 20 19 19 19 19 18 Radiation quote [%]
Surface [m²] 0,05 0,07 0,1 0,12 0,13 0,14 0,14 0,15 0,15 0,16 0,18 0,18 0,18 0,2 0,2 0,21 0,22 0,23 0,28 0,35 0,38 0,41 0,43 0,46 0,47 0,5 0,57 Surface [m²]

Ardesia® 3 columns - 20 el. - H 1800
- Rapid fixing kit AX
- Connection D01
- Color R08 

AX 3 20 1800 D01 R08 AAX 3 20 1800 D01 R08 A

FIXING

NR. OF COLUMNS HEIGHT COLOR

NR. OF 
ELEMENTS CONNECTION

CONSTANT
VALUE
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12 1246

L
L+24

L+24+90

45* 45*

L+24+122 (± 1,5%)

*Quotes for Kristal valves

CONNECTIONS

FIXING

AR
WITHOUT FIXING KIT

AX
RAPID FIXING KIT

AW
MINIMAL FIXING KIT

See pages 18 and 19 connection configurations details.

LEGEND
Movable 
Diverter

Tc End cap

Connection 1/2”

Welded Diverter

Thermostatic
head

Specials 
3/8”

001

3/8”

3/8” Tc 1”

1/2”

002

1/2”

1/2” Tc 1”

1/2”

003

3/8”

1/2” Tc 1”

3/8”

M02

3/8”

3/4” Tc 1”

3/8”

M06

3/8”

1/2” Tc 1”

Tc 1”

AS9

3/8”

Tc 1” Tc 1”

AS4

3/8”

Tc 1” Tc 1”

3/8”

S11

Tc 1”

3/8”

S10

Tc 1” Tc 1”

1/2”

024

1/2”

1/2” 1/2”

3/8”

025

3/8”

3/8” 3/8”

1”

000

1”

1” 1”

1/2”

AS8

1/2”

1/2” Tc 1”

3/8”

AS6

3/8”

Tc 1” Tc 1”

Tc 1”

AS3

3/8”

Tc 1” Tc 1”

AS7

3/8”

Tc 1” Tc 1”

SURCHARGE COLORS

CLASSIC COLOR 

SPECIAL COLOR 

SURCHARGE FIXING KIT

AX RAPID FIXING KIT

AW MINIMAL FIXING KIT

SURCHARGE SPECIAL CONNECTIONS

D01 - D02 - D08
AS5
AS3 - AS6 - AS7 - AS8 - AS9

AS4
S10
S11

Tc 1”

D01

3/8”

3/8” 3/8”

Tc 1”

D02

1/2”

1/2” 1/2”

Tc 1”

D08

3/8”

1/2 1/2”

3/8”

AS5

3/8”

Tc 1” Tc 1”

Measurements on the drawing are in mm

PRICE AND TECHNICAL DATA PER SECTION

Height H [mm] 207 300 400 500 556 586 600 626 656 676 750 756 786 856 876 900 926 1000 1200 1500 1656 1800 1856 2000 2056 2200 2500 Height H [mm]

Pipe Centres I [mm] 151 244 344 444 500 530 544 570 600 620 694 700 730 800 820 844 870 944 1144 1444 1600 1744 1800 1944 2000 2144 2444 Pipe Centres I [mm]
(90/70/20°C) ΔT 60 = W 31,5 43,7 56,9 69,9 77,2 81 82,8 86,1 90 92,5 101,9 102,7 106,5 115,3 117,8 120,9 124,1 133,3 157,9 194,6 213,2 230,1 236,6 253,6 260,1 276,9 311,7 (90/70/20°C) ΔT 60 = W
(75/65/20°C) ΔT 50 = W 24,8 34,7 45,1 55,2 60,9 63,8 65,2 67,8 70,8 72,8 80 80,6 83,6 90,4 92,3 94,6 97,2 104,3 123,5 151,9 166,7 180,2 185,5 199 204,3 217,8 245,9 (75/65/20°C) ΔT 50 = W
(55/45/20°C) ΔT 30 = W 12,7 18,1 23,4 28,5 31,3 32,8 33,5 34,7 36,2 37,2 40,7 41 42,4 45,7 46,6 47,7 48,9 52,5 61,9 75,9 83,6 90,8 93,6 100,9 103,7 111,1 126,6 (55/45/20°C) ΔT 30 = W
Water content [lt] 0,42 0,54 0,66 0,79 0,85 0,89 0,91 0,94 0,97 1 1,09 1,09 1,13 1,21 1,24 1,27 1,26 1,39 1,63 1,99 2,18 2,35 2,42 2,59 2,66 2,83 3,19 Water content [lt]
Dry Weight [kg] 0,53 0,74 0,95 1,16 1,28 1,34 1,37 1,43 1,49 1,53 1,69 1,7 1,77 1,91 1,96 2,01 1,95 2,22 2,64 3,28 3,61 3,91 4,04 4,33 4,47 4,76 5,39 Dry Weight [kg]
Exp. [n] 1,314 1,273 1,284 1,296 1,302 1,306 1,307 1,31 1,314 1,316 1,325 1,325 1,329 1,337 1,339 1,342 1,343 1,345 1,35 1,359 1,35 1,341 1,338 1,33 1,326 1,318 1,301 Exp. [n]
Nominal flow rate [kg/h] 2,1 3 3,9 4,7 5,2 5,5 5,6 5,8 6,1 6,3 6,9 6,9 7,2 7,8 7,9 8,1 8,4 9 10,6 13,1 14,3 15,5 16 17,1 17,6 18,7 21,1 Nominal flow rate [kg/h]
Radiation quote [%] 23 23 23 22 22 22 22 22 22 22 21 22 22 22 22 21 21 21 21 20 20 20 19 19 19 19 18 Radiation quote [%]
Surface [m²] 0,05 0,07 0,1 0,12 0,13 0,14 0,14 0,15 0,15 0,16 0,18 0,18 0,18 0,2 0,2 0,21 0,22 0,23 0,28 0,35 0,38 0,41 0,43 0,46 0,47 0,5 0,57 Surface [m²]

IH

107

1" G
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ELEMENTS
Width
[mm]

HEIGHTS [mm]
207 300 400 500 556 586 600 626 656 676 750 756 786 856

3
138 mm W

4
184 mm W

5
230 mm W

6
276 mm W

7
322 mm W

8
368 mm W

9
414 mm W

10
460 mm W

11
506 mm W

12
552 mm W

13
598 mm W

14
644 mm W

15
690 mm W

16
736 mm W

17
782 mm W

18
828 mm W

19
874 mm W

20
920 mm W

21
966 mm W

22
1012 mm W

23
1058 mm W

24
1104 mm W

25
1150 mm W

26
1196 mm W

27
1242 mm W

28
1288 mm W

29
1344 mm W

30
1380 mm W

31
1426 mm W

32
1472 mm W

33
1518 mm W

34
1564 mm W

35
1610 mm W

36
1656 mm W

37
1702 mm W

38
1748 mm W

39
1794 mm W

40
1840 mm W

74 104 135 166 183 191 196 203 212 218 240 242 251 271

99 139 180 221 244 255 261 271 283 291 320 322 334 362

124 174 226 276 305 319 326 339 354 364 400 403 418 452

149 208 271 331 365 383 391 407 425 437 480 484 502 542

174 243 316 386 426 447 456 475 496 510 560 564 585 633

198 278 361 442 487 510 522 542 566 582 640 645 669 723

223 312 406 497 548 574 587 610 637 655 720 725 752 814

248 347 451 552 609 638 652 678 708 728 800 806 836 904

273 382 496 607 670 702 717 746 779 801 880 887 920 994

298 416 541 662 731 766 782 814 850 874 960 967 1003 1085

322 451 586 718 792 829 848 881 920 946 1040 1048 1087 1175

347 486 631 773 853 893 913 949 991 1019 1120 1128 1170 1266

372 521 677 828 914 957 978 1017 1062 1092 1200 1209 1254 1356

397 555 722 883 974 1021 1043 1085 1133 1165 1280 1290 1338 1446

422 590 767 938 1035 1085 1108 1153 1204 1238 1360 1370 1421 1537

446 625 812 994 1096 1148 1174 1220 1274 1310 1440 1451 1505 1627

471 659 857 1049 1157 1212 1239 1288 1345 1383 1520 1531 1588 1718

496 694 902 1104 1218 1276 1304 1356 1416 1456 1600 1612 1672 1808

521 729 947 1159 1279 1340 1369 1424 1487 1529 1680 1693 1756 1898

546 763 992 1214 1340 1404 1434 1492 1558 1602 1760 1773 1839 1989

570 798 1037 1270 1401 1467 1500 1559 1628 1674 1840 1854 1923 2079

595 833 1082 1325 1462 1531 1565 1627 1699 1747 1920 1934 2006 2170

620 868 1128 1380 1523 1595 1630 1695 1770 1820 2000 2015 2090 2260

645 902 1173 1435 1583 1659 1695 1763 1841 1893 2080 2096 2174 2350

670 937 1218 1490 1644 1723 1760 1831 1912 1966 2160 2176 2257 2441

694 972 1263 1546 1705 1786 1826 1898 1982 2038 2240 2257 2341 2531

719 1006 1308 1601 1766 1850 1891 1966 2053 2111 2320 2337 2424 2622

744 1041 1353 1656 1827 1914 1956 2034 2124 2184 2400 2418 2508 2712

769 1076 1398 1711 1888 1978 2021 2102 2195 2257 2480 2499 2592 2802

794 1110 1443 1766 1949 2042 2086 2170 2266 2330 2560 2579 2675 2893

818 1145 1488 1822 2010 2105 2152 2237 2336 2402 2640 2660 2759 2983

843 1180 1533 1877 2071 2169 2217 2305 2407 2475 2720 2740 2842 3074

868 1215 1579 1932 2132 2233 2282 2373 2478 2548 2800 2821 2926 3164

893 1249 1624 1987 2192 2297 2347 2441 2549 2621 2880 2902 3010 3254

918 1284 1669 2042 2253 2361 2412 2509 2620 2694 2960 2982 3093 3345

942 1319 1714 2098 2314 2424 2478 2576 2690 2766 3040 3063 3177 3435

967 1353 1759 2153 2375 2488 2543 2644 2761 2839 3120 3143 3260 3526

992 1388 1804 2208 2436 2552 2608 2712 2832 2912 3200 3224 3344 3616

28
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Radiators provided in separate batteries to facilitate transport and installation. Batteries can be joined together (nippling operation) with lock key smaller than 1 mt. Each 
couple of batteries inclusive of 2 nipples and 2 seals. For batteries with more than 85 sections with lateral connection, see probes kit at page 345.
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ELEMENTS
Width
[mm]

HEIGHTS [mm]
876 900 926 1000 1200  1500 1656 1800 1856 2000 2056 2200 2500

3
138 mm W

4
184 mm W

5
230 mm W

6
276 mm W

7
322 mm W

8
368 mm W

9
414 mm W

10
460 mm W

11
506 mm W

12
552 mm W

13
598 mm W

14
644 mm W

15
690 mm W

16
736 mm W

17
782 mm W

18
828 mm W

19
874 mm W

20
920 mm W

21
966 mm W

22
1012 mm W

23
1058 mm W

24
1104 mm W

25
1150 mm W

26
1196 mm W

27
1242 mm W

28
1288 mm W

29
1344 mm W

30
1380 mm W

31
1426 mm W

32
1472 mm W

33
1518 mm W

34
1564 mm W

35
1610 mm W

36
1656 mm W

37
1702 mm W

38
1748 mm W

39
1794 mm W

40
1840 mm W

277 284 292 313 371 456 500 541 557 597 613 653 738

369 378 389 417 494 608 667 721 742 796 817 871 984

462 473 486 522 618 760 834 901 928 995 1022 1089 1230

554 568 583 626 741 911 1000 1081 1113 1194 1226 1307 1475

646 662 680 730 865 1063 1167 1261 1299 1393 1430 1525 1721

738 757 778 834 988 1215 1334 1442 1484 1592 1634 1742 1967

831 851 875 939 1112 1367 1500 1622 1670 1791 1839 1960 2213

923 946 972 1043 1235 1519 1667 1802 1855 1990 2043 2178 2459

1015 1041 1069 1147 1359 1671 1834 1982 2041 2189 2247 2396 2705

1108 1135 1166 1252 1482 1823 2000 2162 2226 2388 2452 2614 2951

1200 1230 1264 1356 1606 1975 2167 2343 2412 2587 2656 2831 3197

1292 1324 1361 1460 1729 2127 2334 2523 2597 2786 2860 3049 3443

1385 1419 1458 1565 1853 2279 2501 2703 2783 2985 3065 3267 3689

1477 1514 1555 1669 1976 2430 2667 2883 2968 3184 3269 3485 3934

1569 1608 1652 1773 2100 2582 2834 3063 3154 3383 3473 3703 4180

1661 1703 1750 1877 2223 2734 3001 3244 3339 3582 3677 3920 4426

1754 1797 1847 1982 2347 2886 3167 3424 3525 3781 3882 4138 4672

1846 1892 1944 2086 2470 3038 3334 3604 3710 3980 4086 4356 4918

1938 1987 2041 2190 2594 3190 3501 3784 3896 4179 4290 4574 5164

2031 2081 2138 2295 2717 3342 3667 3964 4081 4378 4495 4792 5410

2123 2176 2236 2399 2841 3494 3834 4145 4267 4577 4699 5009 5656

2215 2270 2333 2503 2964 3646 4001 4325 4452 4776 4903 5227 5902

2308 2365 2430 2608 3088 3798 4168 4505 4638 4975 5108 5445 6148

2400 2460 2527 2712 3211 3949 4334 4685 4823 5174 5312 5663 6393

2492 2554 2624 2816 3335 4101 4501 4865 5009 5373 5516 5881 6639

2584 2649 2722 2920 3458 4253 4668 5046 5194 5572 5720 6098 6885

2677 2743 2819 3025 3582 4405 4834 5226 5380 5771 5925 6316 7131

2769 2838 2916 3129 3705 4557 5001 5406 5565 5970 6129 6534 7377

2861 2933 3013 3233 3829 4709 5168 5586 5751 6169 6333 6752 7623

2954 3027 3110 3338 3952 4861 5334 5766 5936 6368 6538 6970 7869

3046 3122 3208 3442 4076 5013 5501 5947 6122 6567 6742 7187 8115

3138 3216 3305 3546 4199 5165 5668 6127 6307 6766 6946 7405 8361

3231 3311 3402 3651 4323 5317 5835 6307 6493 6965 7151 7623 8607

3323 3406 3499 3755 4446 5468 6001 6487 6678 7164 7355 7841 8852

3415 3500 3596 3859 4570 5620 6168 6667 6864 7363 7559 8059 9098

3507 3595 3694 3963 4693 5772 6335 6848 7049 7562 7763 8276 9344

3600 3689 3791 4068 4817 5924 6501 7028 7235 7761 7968 8494 9590

3692 3784 3888 4172 4940 6076 6668 7208 7420 7960 8172 8712 9836
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MATERIAL:
• Moulded heads in mild steel.
•�� Ø 25 mm electro-welded mild steel tubes.

PACKAGING: 
The radiator is protected by a recycled film in polyethylene and with a box in 
recycled cardboard. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

EXAMPLE OF CODE COMPOSITION

EXAMPLE OF ARTICLE CODE

Pipe Centres for replacing
CAST IRON radiators

Pipe Centres for replacing
ALUMINIUM radiators

Pipe Centres for replacing
LAMELLAR and PANEL radiators

HEIGHTS FOR REPLACEMENT

CERTIFICATES

Hub Section width

1”1” 46 mm46 mm

Functioning Maximum
temperature

Minimum flow in % of the 
nominal flow rate

Hot water 110 °C 1818

Maximum working pressure Testing conditions

10 bar 13 bar

Ardesia® 4 columns - 19 el. - H 207
- Rapid fixing kit AX
- Connection D01
- Color F30 

AX 4 19 0207 D01 F30 AAX 4 19 0207 D01 F30 A

FIXING

NR. OF COLUMNS HEIGHT COLOR

NR. OF 
ELEMENTS CONNECTION

CONSTANT
VALUE

HOW TO ORDER ARDESIA® TUBULAR 4 COLUMNS

PRICE AND TECHNICAL DATA PER SECTION

Height H [mm] 207 300 400 500 556 586 600 626 656 676 750 756 786 856 876 900 926 1000 1200 1500 1656 1800 1856 2000 2056 2200 2500 Height H [mm]

Pipe Centres I [mm] 151 244 344 444 500 530 544 570 600 620 694 700 730 800 820 844 870 944 1144 1444 1600 1744 1800 1944 2000 2144 2444 Pipe Centres I [mm]
(90/70/20°C) ΔT 60 = W 40,7 58,9 75,5 91,7 100,6 105,4 107,6 111,7 116,5 119,6 131,3 132,2 136,9 147,9 151 154,8 158,7 169,9 199,7 244,3 268 290,1 298,7 320,9 329,6 352,1 399,6 (90/70/20°C) ΔT 60 = W
(75/65/20°C) ΔT 50 = W 32 46,8 59,8 72,4 79,3 83 84,7 87,9 91,6 94 102,9 103,6 107,2 115,6 118 120,8 123,9 132,7 156,2 191,4 209,7 226,6 233,3 250,3 256,9 274,1 310,2 (75/65/20°C) ΔT 50 = W
(55/45/20°C) ΔT 30 = W 16,3 24,5 31,1 37,3 40,7 42,5 43,4 44,9 46,6 47,8 52 52,4 54,1 58 59,1 60,4 61,9 66,4 78,5 96,6 105,5 113,5 116,7 124,7 127,8 135,9 152,5 (55/45/20°C) ΔT 30 = W
Water content [lt] 0,56 0,72 0,88 1,04 1,13 1,18 1,2 1,24 1,29 1,32 1,44 1,45 1,5 1,61 1,65 1,68 1,7 1,84 2,17 2,65 2,9 3,13 3,22 3,45 3,54 3,77 4,25 Water content [lt]
Dry Weight [kg] 0,71 0,99 1,27 1,55 1,71 1,79 1,84 1,91 1,99 2,05 2,26 2,28 2,37 2,56 2,61 2,68 2,6 2,96 3,53 4,37 4,81 5,22 5,4 5,78 5,96 6,35 7,19 Dry Weight [kg]
Exp. [n] 1,317 1,265 1,28 1,296 1,305 1,309 1,312 1,316 1,32 1,324 1,335 1,336 1,341 1,352 1,355 1,359 1,358 1,355 1,348 1,338 1,346 1,353 1,356 1,364 1,366 1,374 1,389 Exp. [n]
Nominal flow rate [kg/h] 2,8 4 5,1 6,2 6,8 7,1 7,3 7,6 7,9 8,1 8,8 8,9 9,2 9,9 10,1 10,4 10,7 11,4 13,4 16,5 18 19,5 20,1 21,5 22,1 23,6 26,7 Nominal flow rate [kg/h]
Radiation quote [%] 20 20 19 19 19 19 19 19 19 19 19 19 19 19 19 18 18 18 18 17 17 17 16 16 16 16 15 Radiation quote [%]
Surface [m²] 0,07 0,1 0,13 0,16 0,18 0,19 0,19 0,2 0,21 0,21 0,23 0,24 0,25 0,27 0,27 0,28 0,29 0,31 0,37 0,46 0,51 0,55 0,57 0,61 0,63 0,67 0,76 Surface [m²]
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12 1246

L
L+24

L+24+90

45* 45*

L+24+122 (± 1,5%)

*Quotes for Kristal valves

CONNECTIONS

FIXING

AR
WITHOUT FIXING KIT

AX
RAPID FIXING KIT

AW
MINIMAL FIXING KIT

See pages 18 and 19 connection configurations details.

LEGEND
Movable 
Diverter

Tc End cap

Connection 1/2”

Welded Diverter

Thermostatic
head

Specials 
3/8”

001

3/8”

3/8” Tc 1”

1/2”

002

1/2”

1/2” Tc 1”

1/2”

003

3/8”

1/2” Tc 1”

3/8”

M02

3/8”

3/4” Tc 1”

3/8”

M06

3/8”

1/2” Tc 1”

Tc 1”

AS9

3/8”

Tc 1” Tc 1”

AS4

3/8”

Tc 1” Tc 1”

3/8”

S11

Tc 1”

3/8”

S10

Tc 1” Tc 1”

1/2”

024

1/2”

1/2” 1/2”

3/8”

025

3/8”

3/8” 3/8”

1”

000

1”

1” 1”

1/2”

AS8

1/2”

1/2” Tc 1”

3/8”

AS6

3/8”

Tc 1” Tc 1”

Tc 1”

AS3

3/8”

Tc 1” Tc 1”

AS7

3/8”

Tc 1” Tc 1”

SURCHARGE COLORS

CLASSIC COLOR 

SPECIAL COLOR 

SURCHARGE FIXING KIT

AX RAPID FIXING KIT

AW MINIMAL FIXING KIT

SURCHARGE SPECIAL CONNECTIONS

D01 - D02 - D08
AS5
AS3 - AS6 - AS7 - AS8 - AS9

AS4
S10
S11

Tc 1”

D01

3/8”

3/8” 3/8”

Tc 1”

D02

1/2”

1/2” 1/2”

Tc 1”

D08

3/8”

1/2 1/2”

3/8”

AS5

3/8”

Tc 1” Tc 1”

Measurements on the drawing are in mm

PRICE AND TECHNICAL DATA PER SECTION

Height H [mm] 207 300 400 500 556 586 600 626 656 676 750 756 786 856 876 900 926 1000 1200 1500 1656 1800 1856 2000 2056 2200 2500 Height H [mm]

Pipe Centres I [mm] 151 244 344 444 500 530 544 570 600 620 694 700 730 800 820 844 870 944 1144 1444 1600 1744 1800 1944 2000 2144 2444 Pipe Centres I [mm]
(90/70/20°C) ΔT 60 = W 40,7 58,9 75,5 91,7 100,6 105,4 107,6 111,7 116,5 119,6 131,3 132,2 136,9 147,9 151 154,8 158,7 169,9 199,7 244,3 268 290,1 298,7 320,9 329,6 352,1 399,6 (90/70/20°C) ΔT 60 = W
(75/65/20°C) ΔT 50 = W 32 46,8 59,8 72,4 79,3 83 84,7 87,9 91,6 94 102,9 103,6 107,2 115,6 118 120,8 123,9 132,7 156,2 191,4 209,7 226,6 233,3 250,3 256,9 274,1 310,2 (75/65/20°C) ΔT 50 = W
(55/45/20°C) ΔT 30 = W 16,3 24,5 31,1 37,3 40,7 42,5 43,4 44,9 46,6 47,8 52 52,4 54,1 58 59,1 60,4 61,9 66,4 78,5 96,6 105,5 113,5 116,7 124,7 127,8 135,9 152,5 (55/45/20°C) ΔT 30 = W
Water content [lt] 0,56 0,72 0,88 1,04 1,13 1,18 1,2 1,24 1,29 1,32 1,44 1,45 1,5 1,61 1,65 1,68 1,7 1,84 2,17 2,65 2,9 3,13 3,22 3,45 3,54 3,77 4,25 Water content [lt]
Dry Weight [kg] 0,71 0,99 1,27 1,55 1,71 1,79 1,84 1,91 1,99 2,05 2,26 2,28 2,37 2,56 2,61 2,68 2,6 2,96 3,53 4,37 4,81 5,22 5,4 5,78 5,96 6,35 7,19 Dry Weight [kg]
Exp. [n] 1,317 1,265 1,28 1,296 1,305 1,309 1,312 1,316 1,32 1,324 1,335 1,336 1,341 1,352 1,355 1,359 1,358 1,355 1,348 1,338 1,346 1,353 1,356 1,364 1,366 1,374 1,389 Exp. [n]
Nominal flow rate [kg/h] 2,8 4 5,1 6,2 6,8 7,1 7,3 7,6 7,9 8,1 8,8 8,9 9,2 9,9 10,1 10,4 10,7 11,4 13,4 16,5 18 19,5 20,1 21,5 22,1 23,6 26,7 Nominal flow rate [kg/h]
Radiation quote [%] 20 20 19 19 19 19 19 19 19 19 19 19 19 19 19 18 18 18 18 17 17 17 16 16 16 16 15 Radiation quote [%]
Surface [m²] 0,07 0,1 0,13 0,16 0,18 0,19 0,19 0,2 0,21 0,21 0,23 0,24 0,25 0,27 0,27 0,28 0,29 0,31 0,37 0,46 0,51 0,55 0,57 0,61 0,63 0,67 0,76 Surface [m²]

H I

148

1" G
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ELEMENTS
Width
[mm]

HEIGHTS [mm]
207 300 400 500 556 586 600 626 656 676 750 756 786 856

3
138 mm W

4
184 mm W

5
230 mm W

6
276 mm W

7
322 mm W

8
368 mm W

9
414 mm W

10
460 mm W

11
506 mm W

12
552 mm W

13
598 mm W

14
644 mm W

15
690 mm W

16
736 mm W

17
782 mm W

18
828 mm W

19
874 mm W

20
920 mm W

21
966 mm W

22
1012 mm W

23
1058 mm W

24
1104 mm W

25
1150 mm W

26
1196 mm W

27
1242 mm W

28
1288 mm W

29
1344 mm W

30
1380 mm W

31
1426 mm W

32
1472 mm W

33
1518 mm W

34
1564 mm W

35
1610 mm W

36
1656 mm W

37
1702 mm W

38
1748 mm W

39
1794 mm W

40
1840 mm W

96 140 179 217 238 249 254 264 275 282 309 311 322 347

128 187 239 290 317 332 339 352 366 376 412 414 429 462

160 234 299 362 397 415 424 440 458 470 515 518 536 578

192 281 359 434 476 498 508 527 550 564 617 622 643 694

224 328 419 507 555 581 593 615 641 658 720 725 750 809

256 374 478 579 634 664 678 703 733 752 823 829 858 925

288 421 538 652 714 747 762 791 824 846 926 932 965 1040

320 468 598 724 793 830 847 879 916 940 1029 1036 1072 1156

352 515 658 796 872 913 932 967 1008 1034 1132 1140 1179 1272

384 562 718 869 952 996 1016 1055 1099 1128 1235 1243 1286 1387

416 608 777 941 1031 1079 1101 1143 1191 1222 1338 1347 1394 1503

448 655 837 1014 1110 1162 1186 1231 1282 1316 1441 1450 1501 1618

480 702 897 1086 1190 1245 1271 1319 1374 1410 1544 1554 1608 1734

512 749 957 1158 1269 1328 1355 1406 1466 1504 1646 1658 1715 1850

544 796 1017 1231 1348 1411 1440 1494 1557 1598 1749 1761 1822 1965

576 842 1076 1303 1427 1494 1525 1582 1649 1692 1852 1865 1930 2081

608 889 1136 1376 1507 1577 1609 1670 1740 1786 1955 1968 2037 2196

640 936 1196 1448 1586 1660 1694 1758 1832 1880 2058 2072 2144 2312

672 983 1256 1520 1665 1743 1779 1846 1924 1974 2161 2176 2251 2428

704 1030 1316 1593 1745 1826 1863 1934 2015 2068 2264 2279 2358 2543

736 1076 1375 1665 1824 1909 1948 2022 2107 2162 2367 2383 2466 2659

768 1123 1435 1738 1903 1992 2033 2110 2198 2256 2470 2486 2573 2774

800 1170 1495 1810 1983 2075 2118 2198 2290 2350 2573 2590 2680 2890

832 1217 1555 1882 2062 2158 2202 2285 2382 2444 2675 2694 2787 3006

864 1264 1615 1955 2141 2241 2287 2373 2473 2538 2778 2797 2894 3121

896 1310 1674 2027 2220 2324 2372 2461 2565 2632 2881 2901 3002 3237

928 1357 1734 2100 2300 2407 2456 2549 2656 2726 2984 3004 3109 3352

960 1404 1794 2172 2379 2490 2541 2637 2748 2820 3087 3108 3216 3468

992 1451 1854 2244 2458 2573 2626 2725 2840 2914 3190 3212 3323 3584

1024 1498 1914 2317 2538 2656 2710 2813 2931 3008 3293 3315 3430 3699

1056 1544 1973 2389 2617 2739 2795 2901 3023 3102 3396 3419 3538 3815

1088 1591 2033 2462 2696 2822 2880 2989 3114 3196 3499 3522 3645 3930

1120 1638 2093 2534 2776 2905 2965 3077 3206 3290 3602 3626 3752 4046

1152 1685 2153 2606 2855 2988 3049 3164 3298 3384 3704 3730 3859 4162

1184 1732 2213 2679 2934 3071 3134 3252 3389 3478 3807 3833 3966 4277

1216 1778 2272 2751 3013 3154 3219 3340 3481 3572 3910 3937 4074 4393

1248 1825 2332 2824 3093 3237 3303 3428 3572 3666 4013 4040 4181 4508

1280 1872 2392 2896 3172 3320 3388 3516 3664 3760 4116 4144 4288 4624
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Radiators provided in separate batteries to facilitate transport and installation. Batteries can be joined together (nippling operation) with lock key smaller than 1 mt. Each 
couple of batteries inclusive of 2 nipples and 2 seals. For batteries with more than 85 sections with lateral connection, see probes kit at page 345.
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ELEMENTS
Width
[mm]

HEIGHTS [mm]
876 900 926 1000 1200  1500 1656 1800 1856 2000 2056 2200 2500

3
138 mm W

4
184 mm W

5
230 mm W

6
276 mm W

7
322 mm W

8
368 mm W

9
414 mm W

10
460 mm W

11
506 mm W

12
552 mm W

13
598 mm W

14
644 mm W

15
690 mm W

16
736 mm W

17
782 mm W

18
828 mm W

19
874 mm W

20
920 mm W

21
966 mm W

22
1012 mm W

23
1058 mm W

24
1104 mm W

25
1150 mm W

26
1196 mm W

27
1242 mm W

28
1288 mm W

29
1344 mm W

30
1380 mm W

31
1426 mm W

32
1472 mm W

33
1518 mm W

34
1564 mm W

35
1610 mm W

36
1656 mm W

37
1702 mm W

38
1748 mm W

39
1794 mm W

40
1840 mm W

354 362 372 398 469 574 629 680 700 751 771 822 931

472 483 496 531 625 766 839 906 933 1001 1028 1096 1241

590 604 620 664 781 957 1049 1133 1167 1252 1285 1371 1551

708 725 743 796 937 1148 1258 1360 1400 1502 1541 1645 1861

826 846 867 929 1093 1340 1468 1586 1633 1752 1798 1919 2171

944 966 991 1062 1250 1531 1678 1813 1866 2002 2055 2193 2482

1062 1087 1115 1194 1406 1723 1887 2039 2100 2253 2312 2467 2792

1180 1208 1239 1327 1562 1914 2097 2266 2333 2503 2569 2741 3102

1298 1329 1363 1460 1718 2105 2307 2493 2566 2753 2826 3015 3412

1416 1450 1487 1592 1874 2297 2516 2719 2800 3004 3083 3289 3722

1534 1570 1611 1725 2031 2488 2726 2946 3033 3254 3340 3563 4033

1652 1691 1735 1858 2187 2680 2936 3172 3266 3504 3597 3837 4343

1770 1812 1859 1991 2343 2871 3146 3399 3500 3755 3854 4112 4653

1888 1933 1982 2123 2499 3062 3355 3626 3733 4005 4110 4386 4963

2006 2054 2106 2256 2655 3254 3565 3852 3966 4255 4367 4660 5273

2124 2174 2230 2389 2812 3445 3775 4079 4199 4505 4624 4934 5584

2242 2295 2354 2521 2968 3637 3984 4305 4433 4756 4881 5208 5894

2360 2416 2478 2654 3124 3828 4194 4532 4666 5006 5138 5482 6204

2478 2537 2602 2787 3280 4019 4404 4759 4899 5256 5395 5756 6514

2596 2658 2726 2919 3436 4211 4613 4985 5133 5507 5652 6030 6824

2714 2778 2850 3052 3593 4402 4823 5212 5366 5757 5909 6304 7135

2832 2899 2974 3185 3749 4594 5033 5438 5599 6007 6166 6578 7445

2950 3020 3098 3318 3905 4785 5243 5665 5833 6258 6423 6853 7755

3068 3141 3221 3450 4061 4976 5452 5892 6066 6508 6679 7127 8065

3186 3262 3345 3583 4217 5168 5662 6118 6299 6758 6936 7401 8375

3304 3382 3469 3716 4374 5359 5872 6345 6532 7008 7193 7675 8686

3422 3503 3593 3848 4530 5551 6081 6571 6766 7259 7450 7949 8996

3540 3624 3717 3981 4686 5742 6291 6798 6999 7509 7707 8223 9306

3658 3745 3841 4114 4842 5933 6501 7025 7232 7759 7964 8497 9616

3776 3866 3965 4246 4998 6125 6710 7251 7466 8010 8221 8771 9926

3894 3986 4089 4379 5155 6316 6920 7478 7699 8260 8478 9045 10237

4012 4107 4213 4512 5311 6508 7130 7704 7932 8510 8735 9319 10547

4130 4228 4337 4645 5467 6699 7340 7931 8166 8761 8992 9594 10857

4248 4349 4460 4777 5623 6890 7549 8158 8399 9011 9248 9868 11167

4366 4470 4584 4910 5779 7082 7759 8384 8632 9261 9505 10142 11477

4484 4590 4708 5043 5936 7273 7969 8611 8865 9511 9762 10416 11788

4602 4711 4832 5175 6092 7465 8178 8837 9099 9762 10019 10690 12098

4720 4832 4956 5308 6248 7656 8388 9064 9332 10012 10276 10964 12408
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MATERIAL:
• Moulded heads in mild steel.
•�� Ø 25 mm electro-welded mild steel tubes.

PACKAGING: 
The radiator is protected by a recycled film in polyethylene and with a box in 
recycled cardboard. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

EXAMPLE OF CODE COMPOSITION

EXAMPLE OF ARTICLE CODE

Pipe Centres for replacing
CAST IRON radiators

Pipe Centres for replacing
ALUMINIUM radiators

Pipe Centres for replacing
LAMELLAR and PANEL radiators

HEIGHTS FOR REPLACEMENT

CERTIFICATES

Hub Section width

1”1” 46 mm46 mm

Functioning Maximum
temperature

Minimum flow in % of the 
nominal flow rate

Hot water 110 °C 1818

Maximum working pressure Testing conditions

10 bar 13 bar

PRICE AND TECHNICAL DATA PER SECTION

Height H [mm] 207 300 400 500 556 586 600 626 656 676 750 756 786 856 876 900 926 1000 1200 1500 1656 1800 1856 2000 2056 2200 2500 Height H [mm]

Pipe Centres I [mm] 151 244 344 444 500 530 544 570 600 620 694 700 730 800 820 844 870 944 1144 1444 1600 1744 1800 1944 2000 2144 2444 Pipe Centres I [mm]
(90/70/20°C) ΔT 60 = W 50,5 71,9 92,1 111,7 122,5 128,3 130,9 135,9 141,5 145,3 159,2 160,3 165,9 178,8 182,5 186,9 191,7 205,4 242,1 297 324 348,7 358,3 382,9 392,4 416,7 467,2 (90/70/20°C) ΔT 60 = W
(75/65/20°C) ΔT 50 = W 39,7 56,5 72,4 87,7 96,2 100,7 102,7 106,6 111 114 124,8 125,7 130 140,1 143 146,4 150,1 160,6 188,8 230,4 251,9 271,6 279,3 299 306,7 326,4 367,4 (75/65/20°C) ΔT 50 = W
(55/45/20°C) ΔT 30 = W 20,1 28,8 36,8 44,6 48,8 51,1 52,1 54 56,3 57,7 63,1 63,6 65,7 70,7 72,2 73,9 75,6 80,7 93,9 113,1 124,4 134,9 139 149,6 153,8 164,6 187,4 (55/45/20°C) ΔT 30 = W
Water content [lt] 0,7 0,9 1,1 1,3 1,41 1,47 1,5 1,55 1,61 1,65 1,8 1,81 1,87 2,01 2,05 2,1 2,13 2,3 2,7 3,3 3,62 3,91 4,02 4,31 4,42 4,71 5,31 Water content [lt]
Dry Weight [kg] 0,89 1,24 1,59 1,95 2,14 2,24 2,3 2,39 2,5 2,57 2,83 2,85 2,97 3,2 3,27 3,36 3,26 3,71 4,41 5,47 6,02 6,53 6,75 7,23 7,45 7,94 9 Dry Weight [kg]
Exp. [n] 1,329 1,32 1,323 1,326 1,328 1,329 1,329 1,33 1,331 1,332 1,334 1,335 1,335 1,338 1,338 1,339 1,342 1,348 1,366 1,393 1,381 1,37 1,366 1,356 1,351 1,341 1,318 Exp. [n]
Nominal flow rate [kg/h] 3,4 4,9 6,2 7,5 8,3 8,7 8,8 9,2 9,5 9,8 10,7 10,8 11,2 12 12,3 12,6 12,9 13,8 16,2 19,8 21,7 23,4 24 25,7 26,4 28,1 31,6 Nominal flow rate [kg/h]
Radiation quote [%] 19 19 18 18 18 18 18 18 18 18 18 18 17 17 17 17 17 17 16 16 15 15 15 14 14 14 13 Radiation quote [%]
Surface [m²] 0,09 0,12 0,16 0,2 0,22 0,23 0,24 0,25 0,26 0,27 0,29 0,3 0,31 0,33 0,34 0,35 0,36 0,39 0,46 0,58 0,64 0,69 0,71 0,77 0,79 0,84 0,95 Surface [m²]

Ardesia® 5 columns - 19 el. - H 1800
- Rapid fixing kit AX
- Connection D01
- Color T11 

AX 5 19 1800 D01 T11 AAX 5 19 1800 D01 T11 A

FIXING

NR. OF COLUMNS HEIGHT COLOR

NR. OF 
ELEMENTS CONNECTION

CONSTANT
VALUE

HOW TO ORDER ARDESIA® TUBULAR 5 COLUMNS
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12 1246

L
L+24

L+24+90

45* 45*

L+24+122 (± 1,5%)

*Quotes for Kristal valves

CONNECTIONS

FIXING

AR
WITHOUT FIXING KIT

AX
RAPID FIXING KIT

AW
MINIMAL FIXING KIT

See pages 18 and 19 connection configurations details.

LEGEND
Movable 
Diverter

Tc End cap

Connection 1/2”

Welded Diverter

Thermostatic
head

Specials 
3/8”

001

3/8”

3/8” Tc 1”

1/2”

002

1/2”

1/2” Tc 1”

1/2”

003

3/8”

1/2” Tc 1”

3/8”

M02

3/8”

3/4” Tc 1”

3/8”

M06

3/8”

1/2” Tc 1”

Tc 1”

AS9

3/8”

Tc 1” Tc 1”

AS4

3/8”

Tc 1” Tc 1”

3/8”

S11

Tc 1”

3/8”

S10

Tc 1” Tc 1”

1/2”

024

1/2”

1/2” 1/2”

3/8”

025

3/8”

3/8” 3/8”

1”

000

1”

1” 1”

1/2”

AS8

1/2”

1/2” Tc 1”

3/8”

AS6

3/8”

Tc 1” Tc 1”

Tc 1”

AS3

3/8”

Tc 1” Tc 1”

AS7

3/8”

Tc 1” Tc 1”

SURCHARGE COLORS

CLASSIC COLOR 

SPECIAL COLOR 

SURCHARGE FIXING KIT

AX RAPID FIXING KIT

AW MINIMAL FIXING KIT

SURCHARGE SPECIAL CONNECTIONS

D01 - D02 - D08
AS5
AS3 - AS6 - AS7 - AS8 - AS9

AS4
S10
S11

Tc 1”

D01

3/8”

3/8” 3/8”

Tc 1”

D02

1/2”

1/2” 1/2”

Tc 1”

D08

3/8”

1/2 1/2”

3/8”

AS5

3/8”

Tc 1” Tc 1”

Measurements on the drawing are in mm

PRICE AND TECHNICAL DATA PER SECTION

Height H [mm] 207 300 400 500 556 586 600 626 656 676 750 756 786 856 876 900 926 1000 1200 1500 1656 1800 1856 2000 2056 2200 2500 Height H [mm]

Pipe Centres I [mm] 151 244 344 444 500 530 544 570 600 620 694 700 730 800 820 844 870 944 1144 1444 1600 1744 1800 1944 2000 2144 2444 Pipe Centres I [mm]
(90/70/20°C) ΔT 60 = W 50,5 71,9 92,1 111,7 122,5 128,3 130,9 135,9 141,5 145,3 159,2 160,3 165,9 178,8 182,5 186,9 191,7 205,4 242,1 297 324 348,7 358,3 382,9 392,4 416,7 467,2 (90/70/20°C) ΔT 60 = W
(75/65/20°C) ΔT 50 = W 39,7 56,5 72,4 87,7 96,2 100,7 102,7 106,6 111 114 124,8 125,7 130 140,1 143 146,4 150,1 160,6 188,8 230,4 251,9 271,6 279,3 299 306,7 326,4 367,4 (75/65/20°C) ΔT 50 = W
(55/45/20°C) ΔT 30 = W 20,1 28,8 36,8 44,6 48,8 51,1 52,1 54 56,3 57,7 63,1 63,6 65,7 70,7 72,2 73,9 75,6 80,7 93,9 113,1 124,4 134,9 139 149,6 153,8 164,6 187,4 (55/45/20°C) ΔT 30 = W
Water content [lt] 0,7 0,9 1,1 1,3 1,41 1,47 1,5 1,55 1,61 1,65 1,8 1,81 1,87 2,01 2,05 2,1 2,13 2,3 2,7 3,3 3,62 3,91 4,02 4,31 4,42 4,71 5,31 Water content [lt]
Dry Weight [kg] 0,89 1,24 1,59 1,95 2,14 2,24 2,3 2,39 2,5 2,57 2,83 2,85 2,97 3,2 3,27 3,36 3,26 3,71 4,41 5,47 6,02 6,53 6,75 7,23 7,45 7,94 9 Dry Weight [kg]
Exp. [n] 1,329 1,32 1,323 1,326 1,328 1,329 1,329 1,33 1,331 1,332 1,334 1,335 1,335 1,338 1,338 1,339 1,342 1,348 1,366 1,393 1,381 1,37 1,366 1,356 1,351 1,341 1,318 Exp. [n]
Nominal flow rate [kg/h] 3,4 4,9 6,2 7,5 8,3 8,7 8,8 9,2 9,5 9,8 10,7 10,8 11,2 12 12,3 12,6 12,9 13,8 16,2 19,8 21,7 23,4 24 25,7 26,4 28,1 31,6 Nominal flow rate [kg/h]
Radiation quote [%] 19 19 18 18 18 18 18 18 18 18 18 18 17 17 17 17 17 17 16 16 15 15 15 14 14 14 13 Radiation quote [%]
Surface [m²] 0,09 0,12 0,16 0,2 0,22 0,23 0,24 0,25 0,26 0,27 0,29 0,3 0,31 0,33 0,34 0,35 0,36 0,39 0,46 0,58 0,64 0,69 0,71 0,77 0,79 0,84 0,95 Surface [m²]

H I

1" G

189

46
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ELEMENTS
Width
[mm]

HEIGHTS [mm]
207 300 400 500 556 586 600 626 656 676 750 756 786 856

3
138 mm W

4
184 mm W

5
230 mm W

6
276 mm W

7
322 mm W

8
368 mm W

9
414 mm W

10
460 mm W

11
506 mm W

12
552 mm W

13
598 mm W

14
644 mm W

15
690 mm W

16
736 mm W

17
782 mm W

18
828 mm W

19
874 mm W

20
920 mm W

21
966 mm W

22
1012 mm W

23
1058 mm W

24
1104 mm W

25
1150 mm W

26
1196 mm W

27
1242 mm W

28
1288 mm W

29
1344 mm W

30
1380 mm W

31
1426 mm W

32
1472 mm W

33
1518 mm W

34
1564 mm W

35
1610 mm W

36
1656 mm W

37
1702 mm W

38
1748 mm W

39
1794 mm W

40
1840 mm W

119 170 217 263 289 302 308 320 333 342 374 377 390 420

159 226 290 351 385 403 411 426 444 456 499 503 520 560

199 283 362 439 481 504 514 533 555 570 624 629 650 701

238 339 434 526 577 604 616 640 666 684 749 754 780 841

278 396 507 614 673 705 719 746 777 798 874 880 910 981

318 452 579 702 770 806 822 853 888 912 998 1006 1040 1121

357 509 652 789 866 906 924 959 999 1026 1123 1131 1170 1261

397 565 724 877 962 1007 1027 1066 1110 1140 1248 1257 1300 1401

437 622 796 965 1058 1108 1130 1173 1221 1254 1373 1383 1430 1541

476 678 869 1052 1154 1208 1232 1279 1332 1368 1498 1508 1560 1681

516 735 941 1140 1251 1309 1335 1386 1443 1482 1622 1634 1690 1821

556 791 1014 1228 1347 1410 1438 1492 1554 1596 1747 1760 1820 1961

596 848 1086 1316 1443 1511 1541 1599 1665 1710 1872 1886 1950 2102

635 904 1158 1403 1539 1611 1643 1706 1776 1824 1997 2011 2080 2242

675 961 1231 1491 1635 1712 1746 1812 1887 1938 2122 2137 2210 2382

715 1017 1303 1579 1732 1813 1849 1919 1998 2052 2246 2263 2340 2522

754 1074 1376 1666 1828 1913 1951 2025 2109 2166 2371 2388 2470 2662

794 1130 1448 1754 1924 2014 2054 2132 2220 2280 2496 2514 2600 2802

834 1187 1520 1842 2020 2115 2157 2239 2331 2394 2621 2640 2730 2942

873 1243 1593 1929 2116 2215 2259 2345 2442 2508 2746 2765 2860 3082

913 1300 1665 2017 2213 2316 2362 2452 2553 2622 2870 2891 2990 3222

953 1356 1738 2105 2309 2417 2465 2558 2664 2736 2995 3017 3120 3362

993 1413 1810 2193 2405 2518 2568 2665 2775 2850 3120 3143 3250 3503

1032 1469 1882 2280 2501 2618 2670 2772 2886 2964 3245 3268 3380 3643

1072 1526 1955 2368 2597 2719 2773 2878 2997 3078 3370 3394 3510 3783

1112 1582 2027 2456 2694 2820 2876 2985 3108 3192 3494 3520 3640 3923

1151 1639 2100 2543 2790 2920 2978 3091 3219 3306 3619 3645 3770 4063

1191 1695 2172 2631 2886 3021 3081 3198 3330 3420 3744 3771 3900 4203

1231 1752 2244 2719 2982 3122 3184 3305 3441 3534 3869 3897 4030 4343

1270 1808 2317 2806 3078 3222 3286 3411 3552 3648 3994 4022 4160 4483

1310 1865 2389 2894 3175 3323 3389 3518 3663 3762 4118 4148 4290 4623

1350 1921 2462 2982 3271 3424 3492 3624 3774 3876 4243 4274 4420 4763

1390 1978 2534 3070 3367 3525 3595 3731 3885 3990 4368 4400 4550 4904

1429 2034 2606 3157 3463 3625 3697 3838 3996 4104 4493 4525 4680 5044

1469 2091 2679 3245 3559 3726 3800 3944 4107 4218 4618 4651 4810 5184

1509 2147 2751 3333 3656 3827 3903 4051 4218 4332 4742 4777 4940 5324

1548 2204 2824 3420 3752 3927 4005 4157 4329 4446 4867 4902 5070 5464

1588 2260 2896 3508 3848 4028 4108 4264 4440 4560 4992 5028 5200 5604
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Radiators provided in separate batteries to facilitate transport and installation. Batteries can be joined together (nippling operation) with lock key smaller than 1 mt. Each 
couple of batteries inclusive of 2 nipples and 2 seals. For batteries with more than 85 sections with lateral connection, see probes kit at page 345.
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ELEMENTS
Width
[mm]

HEIGHTS [mm]
876 900 926 1000 1200  1500 1656 1800 1856 2000 2056 2200 2500

3
138 mm W

4
184 mm W

5
230 mm W

6
276 mm W

7
322 mm W

8
368 mm W

9
414 mm W

10
460 mm W

11
506 mm W

12
552 mm W

13
598 mm W

14
644 mm W

15
690 mm W

16
736 mm W

17
782 mm W

18
828 mm W

19
874 mm W

20
920 mm W

21
966 mm W

22
1012 mm W

23
1058 mm W

24
1104 mm W

25
1150 mm W

26
1196 mm W

27
1242 mm W

28
1288 mm W

29
1344 mm W

30
1380 mm W

31
1426 mm W

32
1472 mm W

33
1518 mm W

34
1564 mm W

35
1610 mm W

36
1656 mm W

37
1702 mm W

38
1748 mm W

39
1794 mm W

40
1840 mm W

429 439 450 482 566 691 756 815 838 897 920 979 1102

572 586 600 642 755 922 1008 1086 1117 1196 1227 1306 1470

715 732 751 803 944 1152 1260 1358 1397 1495 1534 1632 1837

858 878 901 964 1133 1382 1511 1630 1676 1794 1840 1958 2204

1001 1025 1051 1124 1322 1613 1763 1901 1955 2093 2147 2285 2572

1144 1171 1201 1285 1510 1843 2015 2173 2234 2392 2454 2611 2939

1287 1318 1351 1445 1699 2074 2267 2444 2514 2691 2760 2938 3307

1430 1464 1501 1606 1888 2304 2519 2716 2793 2990 3067 3264 3674

1573 1610 1651 1767 2077 2534 2771 2988 3072 3289 3374 3590 4041

1716 1757 1801 1927 2266 2765 3023 3259 3352 3588 3680 3917 4409

1859 1903 1951 2088 2454 2995 3275 3531 3631 3887 3987 4243 4776

2002 2050 2101 2248 2643 3226 3527 3802 3910 4186 4294 4570 5144

2145 2196 2252 2409 2832 3456 3779 4074 4190 4485 4601 4896 5511

2288 2342 2402 2570 3021 3686 4030 4346 4469 4784 4907 5222 5878

2431 2489 2552 2730 3210 3917 4282 4617 4748 5083 5214 5549 6246

2574 2635 2702 2891 3398 4147 4534 4889 5027 5382 5521 5875 6613

2717 2782 2852 3051 3587 4378 4786 5160 5307 5681 5827 6202 6981

2860 2928 3002 3212 3776 4608 5038 5432 5586 5980 6134 6528 7348

3003 3074 3152 3373 3965 4838 5290 5704 5865 6279 6441 6854 7715

3146 3221 3302 3533 4154 5069 5542 5975 6145 6578 6747 7181 8083

3289 3367 3452 3694 4342 5299 5794 6247 6424 6877 7054 7507 8450

3432 3514 3602 3854 4531 5530 6046 6518 6703 7176 7361 7834 8818

3575 3660 3753 4015 4720 5760 6298 6790 6983 7475 7668 8160 9185

3718 3806 3903 4176 4909 5990 6549 7062 7262 7774 7974 8486 9552

3861 3953 4053 4336 5098 6221 6801 7333 7541 8073 8281 8813 9920

4004 4099 4203 4497 5286 6451 7053 7605 7820 8372 8588 9139 10287

4147 4246 4353 4657 5475 6682 7305 7876 8100 8671 8894 9466 10655

4290 4392 4503 4818 5664 6912 7557 8148 8379 8970 9201 9792 11022

4433 4538 4653 4979 5853 7142 7809 8420 8658 9269 9508 10118 11389

4576 4685 4803 5139 6042 7373 8061 8691 8938 9568 9814 10445 11757

4719 4831 4953 5300 6230 7603 8313 8963 9217 9867 10121 10771 12124

4862 4978 5103 5460 6419 7834 8565 9234 9496 10166 10428 11098 12492

5005 5124 5254 5621 6608 8064 8817 9506 9776 10465 10735 11424 12859

5148 5270 5404 5782 6797 8294 9068 9778 10055 10764 11041 11750 13226

5291 5417 5554 5942 6986 8525 9320 10049 10334 11063 11348 12077 13594

5434 5563 5704 6103 7174 8755 9572 10321 10613 11362 11655 12403 13961

5577 5710 5854 6263 7363 8986 9824 10592 10893 11661 11961 12730 14329

5720 5856 6004 6424 7552 9216 10076 10864 11172 11960 12268 13056 14696
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MATERIAL:
• Moulded heads in mild steel.
•�� Ø 25 mm electro-welded mild steel tubes.

PACKAGING: 
The radiator is protected by a recycled film in polyethylene and with a box in 
recycled cardboard. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

EXAMPLE OF CODE COMPOSITION

Pipe Centres for replacing
CAST IRON radiators

Pipe Centres for replacing
ALUMINIUM radiators

Pipe Centres for replacing
LAMELLAR and PANEL radiators

HEIGHTS FOR REPLACEMENT

CERTIFICATES

Hub Section width

1”1” 46 mm46 mm

Functioning Maximum
temperature

Minimum flow in % of the 
nominal flow rate

Hot water 110 °C 1818

Maximum working pressure Testing conditions

10 bar 13 bar

EXAMPLE OF ARTICLE CODE

PRICE AND TECHNICAL DATA PER SECTION

Height H [mm] 207 300 400 500 556 586 600 626 656 676 750 756 786 856 876 900 926 1000 1200 1500 1656 1800 1856 2000 2056 2200 2500 Height H [mm]

Pipe Centres I [mm] 151 244 344 444 500 530 544 570 600 620 694 700 730 800 820 844 870 944 1144 1444 1600 1744 1800 1944 2000 2144 2444 Pipe Centres I [mm]
(90/70/20°C) ΔT 60 = W 61,9 86,1 110,9 134,7 147,6 154,5 157,6 163,5 170,2 174,6 190,7 192 198,4 213,2 217,4 222,4 228,1 244,2 287,1 349,7 378 403,4 413 437,2 446,4 469,6 515,6 (90/70/20°C) ΔT 60 = W
(75/65/20°C) ΔT 50 = W 48,7 67,7 87,3 106,2 116,5 121,9 124,5 129,1 134,5 138 150,9 152 157,1 169 172,4 176,4 180,7 192,9 224,7 270 292,5 312,7 320,4 339,8 347,2 366 403,4 (75/65/20°C) ΔT 50 = W
(55/45/20°C) ΔT 30 = W 24,8 34,5 44,6 54,5 60 62,8 64,2 66,7 69,5 71,4 78,3 78,9 81,7 88,1 90 92,1 94,1 99,5 113,1 130,8 142,6 153,2 157,3 167,8 171,8 182 202,9 (55/45/20°C) ΔT 30 = W
Water content [lt] 0,8 1,1 1,3 1,6 1,7 1,77 1,8 1,85 1,9 2 2,2 2,2 2,25 2,4 2,5 2,5 2,56 2,8 3,2 4 4,36 4,7 4,84 5,2 5,29 5,6 6,4 Water content [lt]
Dry Weight [kg] 1,07 1,49 1,92 2,34 2,58 2,7 2,76 2,87 3 3,09 3,4 3,42 3,56 3,85 3,93 4,03 3,92 4,46 5,3 6,57 7,23 7,84 8,11 8,69 8,95 9,53 10,8 Dry Weight [kg]
Exp. [n] 1,318 1,322 1,313 1,305 1,3 1,298 1,296 1,294 1,292 1,29 1,284 1,283 1,281 1,275 1,273 1,271 1,277 1,296 1,345 1,418 1,407 1,396 1,392 1,382 1,378 1,367 1,345 Exp. [n]
Nominal flow rate [kg/h] 4,2 5,8 7,5 9,1 10 10,5 10,7 11,1 11,6 11,9 13 13,1 13,5 14,5 14,8 15,2 15,5 16,6 19,3 23,2 25,2 26,9 27,6 29,2 29,9 31,5 34,7 Nominal flow rate [kg/h]
Radiation quote [%] 19 19 18 18 18 18 18 18 18 18 17 17 17 17 17 17 17 17 16 15 15 14 14 14 13 13 12 Radiation quote [%]
Surface [m²] 0,11 0,15 0,19 0,24 0,27 0,28 0,29 0,3 0,31 0,32 0,35 0,36 0,37 0,4 0,41 0,42 0,43 0,47 0,56 0,69 0,76 0,83 0,85 0,92 0,94 1,01 1,14 Surface [m²]

Ardesia® 6 columns - 19 el. - H 207
- Rapid fixing kit AX
- Connection D01
- Color T10 

AX 6 19 0207 D01 T10 A

HOW TO ORDER ARDESIA® TUBULAR 6 COLUMNS

AX 6 19 0207 D01 T10 A

FIXING

NR. OF COLUMNS HEIGHT COLOR

NR. OF 
ELEMENTS CONNECTION

CONSTANT
VALUE
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12 1246

L
L+24

L+24+90

45* 45*

L+24+122 (± 1,5%)

*Quotes for Kristal valves

CONNECTIONS

FIXING

AR
WITHOUT FIXING KIT

AX
RAPID FIXING KIT

AW
MINIMAL FIXING KIT

See pages 18 and 19 connection configurations details.

LEGEND
Movable 
Diverter

Tc End cap

Connection 1/2”

Welded Diverter

Thermostatic
head

Specials 
3/8”

001

3/8”

3/8” Tc 1”

1/2”

002

1/2”

1/2” Tc 1”

1/2”

003

3/8”

1/2” Tc 1”

3/8”

M02

3/8”

3/4” Tc 1”

3/8”

M06

3/8”

1/2” Tc 1”

Tc 1”

AS9

3/8”

Tc 1” Tc 1”

AS4

3/8”

Tc 1” Tc 1”

3/8”

S11

Tc 1”

3/8”

S10

Tc 1” Tc 1”

1/2”

024

1/2”

1/2” 1/2”

3/8”

025

3/8”

3/8” 3/8”

1”

000

1”

1” 1”

1/2”

AS8

1/2”

1/2” Tc 1”

3/8”

AS6

3/8”

Tc 1” Tc 1”

Tc 1”

AS3

3/8”

Tc 1” Tc 1”

AS7

3/8”

Tc 1” Tc 1”

SURCHARGE COLORS

CLASSIC COLOR 

SPECIAL COLOR 

SURCHARGE FIXING KIT

AX RAPID FIXING KIT

AW MINIMAL FIXING KIT

SURCHARGE SPECIAL CONNECTIONS

D01 - D02 - D08
AS5
AS3 - AS6 - AS7 - AS8 - AS9

AS4
S10
S11

Tc 1”

D01

3/8”

3/8” 3/8”

Tc 1”

D02

1/2”

1/2” 1/2”

Tc 1”

D08

3/8”

1/2 1/2”

3/8”

AS5

3/8”

Tc 1” Tc 1”

Measurements on the drawing are in mm

PRICE AND TECHNICAL DATA PER SECTION

Height H [mm] 207 300 400 500 556 586 600 626 656 676 750 756 786 856 876 900 926 1000 1200 1500 1656 1800 1856 2000 2056 2200 2500 Height H [mm]

Pipe Centres I [mm] 151 244 344 444 500 530 544 570 600 620 694 700 730 800 820 844 870 944 1144 1444 1600 1744 1800 1944 2000 2144 2444 Pipe Centres I [mm]
(90/70/20°C) ΔT 60 = W 61,9 86,1 110,9 134,7 147,6 154,5 157,6 163,5 170,2 174,6 190,7 192 198,4 213,2 217,4 222,4 228,1 244,2 287,1 349,7 378 403,4 413 437,2 446,4 469,6 515,6 (90/70/20°C) ΔT 60 = W
(75/65/20°C) ΔT 50 = W 48,7 67,7 87,3 106,2 116,5 121,9 124,5 129,1 134,5 138 150,9 152 157,1 169 172,4 176,4 180,7 192,9 224,7 270 292,5 312,7 320,4 339,8 347,2 366 403,4 (75/65/20°C) ΔT 50 = W
(55/45/20°C) ΔT 30 = W 24,8 34,5 44,6 54,5 60 62,8 64,2 66,7 69,5 71,4 78,3 78,9 81,7 88,1 90 92,1 94,1 99,5 113,1 130,8 142,6 153,2 157,3 167,8 171,8 182 202,9 (55/45/20°C) ΔT 30 = W
Water content [lt] 0,8 1,1 1,3 1,6 1,7 1,77 1,8 1,85 1,9 2 2,2 2,2 2,25 2,4 2,5 2,5 2,56 2,8 3,2 4 4,36 4,7 4,84 5,2 5,29 5,6 6,4 Water content [lt]
Dry Weight [kg] 1,07 1,49 1,92 2,34 2,58 2,7 2,76 2,87 3 3,09 3,4 3,42 3,56 3,85 3,93 4,03 3,92 4,46 5,3 6,57 7,23 7,84 8,11 8,69 8,95 9,53 10,8 Dry Weight [kg]
Exp. [n] 1,318 1,322 1,313 1,305 1,3 1,298 1,296 1,294 1,292 1,29 1,284 1,283 1,281 1,275 1,273 1,271 1,277 1,296 1,345 1,418 1,407 1,396 1,392 1,382 1,378 1,367 1,345 Exp. [n]
Nominal flow rate [kg/h] 4,2 5,8 7,5 9,1 10 10,5 10,7 11,1 11,6 11,9 13 13,1 13,5 14,5 14,8 15,2 15,5 16,6 19,3 23,2 25,2 26,9 27,6 29,2 29,9 31,5 34,7 Nominal flow rate [kg/h]
Radiation quote [%] 19 19 18 18 18 18 18 18 18 18 17 17 17 17 17 17 17 17 16 15 15 14 14 14 13 13 12 Radiation quote [%]
Surface [m²] 0,11 0,15 0,19 0,24 0,27 0,28 0,29 0,3 0,31 0,32 0,35 0,36 0,37 0,4 0,41 0,42 0,43 0,47 0,56 0,69 0,76 0,83 0,85 0,92 0,94 1,01 1,14 Surface [m²]

IH

230

46

1" G
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ELEMENTS
Width
[mm]

HEIGHTS [mm]
207 300 400 500 556 586 600 626 656 676 750 756 786 856

3
138 mm W

4
184 mm W

5
230 mm W

6
276 mm W

7
322 mm W

8
368 mm W

9
414 mm W

10
460 mm W

11
506 mm W

12
552 mm W

13
598 mm W

14
644 mm W

15
690 mm W

16
736 mm W

17
782 mm W

18
828 mm W

19
874 mm W

20
920 mm W

21
966 mm W

22
1012 mm W

23
1058 mm W

24
1104 mm W

25
1150 mm W

26
1196 mm W

27
1242 mm W

28
1288 mm W

29
1344 mm W

30
1380 mm W

31
1426 mm W

32
1472 mm W

33
1518 mm W

34
1564 mm W

35
1610 mm W

36
1656 mm W

37
1702 mm W

38
1748 mm W

39
1794 mm W

40
1840 mm W

146 203 262 319 350 366 374 387 404 414 453 456 471 507

195 271 349 425 466 488 498 516 538 552 604 608 628 676

244 339 437 531 583 610 623 646 673 690 755 760 786 845

292 406 524 637 699 731 747 775 807 828 905 912 943 1014

341 474 611 743 816 853 872 904 942 966 1056 1064 1100 1183

390 542 698 850 932 975 996 1033 1076 1104 1207 1216 1257 1352

438 609 786 956 1049 1097 1121 1162 1211 1242 1358 1368 1414 1521

487 677 873 1062 1165 1219 1245 1291 1345 1380 1509 1520 1571 1690

536 745 960 1168 1282 1341 1370 1420 1480 1518 1660 1672 1728 1859

584 812 1048 1274 1398 1463 1494 1549 1614 1656 1811 1824 1885 2028

633 880 1135 1381 1515 1585 1619 1678 1749 1794 1962 1976 2042 2197

682 948 1222 1487 1631 1707 1743 1807 1883 1932 2113 2128 2199 2366

731 1016 1310 1593 1748 1829 1868 1937 2018 2070 2264 2280 2357 2535

779 1083 1397 1699 1864 1950 1992 2066 2152 2208 2414 2432 2514 2704

828 1151 1484 1805 1981 2072 2117 2195 2287 2346 2565 2584 2671 2873

877 1219 1571 1912 2097 2194 2241 2324 2421 2484 2716 2736 2828 3042

925 1286 1659 2018 2214 2316 2366 2453 2556 2622 2867 2888 2985 3211

974 1354 1746 2124 2330 2438 2490 2582 2690 2760 3018 3040 3142 3380

1023 1422 1833 2230 2447 2560 2615 2711 2825 2898 3169 3192 3299 3549

1071 1489 1921 2336 2563 2682 2739 2840 2959 3036 3320 3344 3456 3718

1120 1557 2008 2443 2680 2804 2864 2969 3094 3174 3471 3496 3613 3887

1169 1625 2095 2549 2796 2926 2988 3098 3228 3312 3622 3648 3770 4056

1218 1693 2183 2655 2913 3048 3113 3228 3363 3450 3773 3800 3928 4225

1266 1760 2270 2761 3029 3169 3237 3357 3497 3588 3923 3952 4085 4394

1315 1828 2357 2867 3146 3291 3362 3486 3632 3726 4074 4104 4242 4563

1364 1896 2444 2974 3262 3413 3486 3615 3766 3864 4225 4256 4399 4732

1412 1963 2532 3080 3379 3535 3611 3744 3901 4002 4376 4408 4556 4901

1461 2031 2619 3186 3495 3657 3735 3873 4035 4140 4527 4560 4713 5070

1510 2099 2706 3292 3612 3779 3860 4002 4170 4278 4678 4712 4870 5239

1558 2166 2794 3398 3728 3901 3984 4131 4304 4416 4829 4864 5027 5408

1607 2234 2881 3505 3845 4023 4109 4260 4439 4554 4980 5016 5184 5577

1656 2302 2968 3611 3961 4145 4233 4389 4573 4692 5131 5168 5341 5746

1705 2370 3056 3717 4078 4267 4358 4519 4708 4830 5282 5320 5499 5915

1753 2437 3143 3823 4194 4388 4482 4648 4842 4968 5432 5472 5656 6084

1802 2505 3230 3929 4311 4510 4607 4777 4977 5106 5583 5624 5813 6253

1851 2573 3317 4036 4427 4632 4731 4906 5111 5244 5734 5776 5970 6422

1899 2640 3405 4142 4544 4754 4856 5035 5246 5382 5885 5928 6127 6591

1948 2708 3492 4248 4660 4876 4980 5164 5380 5520 6036 6080 6284 6760
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Radiators provided in separate batteries to facilitate transport and installation. Batteries can be joined together (nippling operation) with lock key smaller than 1 mt. Each 
couple of batteries inclusive of 2 nipples and 2 seals. For batteries with more than 85 sections with lateral connection, see probes kit at page 345.
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ELEMENTS
Width
[mm]

HEIGHTS [mm]
876 900 926 1000 1200  1500 1656 1800 1856 2000 2056 2200 2500

3
138 mm W

4
184 mm W

5
230 mm W

6
276 mm W

7
322 mm W

8
368 mm W

9
414 mm W

10
460 mm W

11
506 mm W

12
552 mm W

13
598 mm W

14
644 mm W

15
690 mm W

16
736 mm W

17
782 mm W

18
828 mm W

19
874 mm W

20
920 mm W

21
966 mm W

22
1012 mm W

23
1058 mm W

24
1104 mm W

25
1150 mm W

26
1196 mm W

27
1242 mm W

28
1288 mm W

29
1344 mm W

30
1380 mm W

31
1426 mm W

32
1472 mm W

33
1518 mm W

34
1564 mm W

35
1610 mm W

36
1656 mm W

37
1702 mm W

38
1748 mm W

39
1794 mm W

40
1840 mm W

517 529 542 579 674 810 878 938 961 1019 1042 1098 1210

690 706 723 772 899 1080 1170 1251 1282 1359 1389 1464 1614

862 882 904 965 1124 1350 1463 1564 1602 1699 1736 1830 2017

1034 1058 1084 1157 1348 1620 1755 1876 1922 2039 2083 2196 2420

1207 1235 1265 1350 1573 1890 2048 2189 2243 2379 2430 2562 2824

1379 1411 1446 1543 1798 2160 2340 2502 2563 2718 2778 2928 3227

1552 1588 1626 1736 2022 2430 2633 2814 2884 3058 3125 3294 3631

1724 1764 1807 1929 2247 2700 2925 3127 3204 3398 3472 3660 4034

1896 1940 1988 2122 2472 2970 3218 3440 3524 3738 3819 4026 4437

2069 2117 2168 2315 2696 3240 3510 3752 3845 4078 4166 4392 4841

2241 2293 2349 2508 2921 3510 3803 4065 4165 4417 4514 4758 5244

2414 2470 2530 2701 3146 3780 4095 4378 4486 4757 4861 5124 5648

2586 2646 2711 2894 3371 4050 4388 4691 4806 5097 5208 5490 6051

2758 2822 2891 3086 3595 4320 4680 5003 5126 5437 5555 5856 6454

2931 2999 3072 3279 3820 4590 4973 5316 5447 5777 5902 6222 6858

3103 3175 3253 3472 4045 4860 5265 5629 5767 6116 6250 6588 7261

3276 3352 3433 3665 4269 5130 5558 5941 6088 6456 6597 6954 7665

3448 3528 3614 3858 4494 5400 5850 6254 6408 6796 6944 7320 8068

3620 3704 3795 4051 4719 5670 6143 6567 6728 7136 7291 7686 8471

3793 3881 3975 4244 4943 5940 6435 6879 7049 7476 7638 8052 8875

3965 4057 4156 4437 5168 6210 6728 7192 7369 7815 7986 8418 9278

4138 4234 4337 4630 5393 6480 7020 7505 7690 8155 8333 8784 9682

4310 4410 4518 4823 5618 6750 7313 7818 8010 8495 8680 9150 10085

4482 4586 4698 5015 5842 7020 7605 8130 8330 8835 9027 9516 10488

4655 4763 4879 5208 6067 7290 7898 8443 8651 9175 9374 9882 10892

4827 4939 5060 5401 6292 7560 8190 8756 8971 9514 9722 10248 11295

5000 5116 5240 5594 6516 7830 8483 9068 9292 9854 10069 10614 11699

5172 5292 5421 5787 6741 8100 8775 9381 9612 10194 10416 10980 12102

5344 5468 5602 5980 6966 8370 9068 9694 9932 10534 10763 11346 12505

5517 5645 5782 6173 7190 8640 9360 10006 10253 10874 11110 11712 12909

5689 5821 5963 6366 7415 8910 9653 10319 10573 11213 11458 12078 13312

5862 5998 6144 6559 7640 9180 9945 10632 10894 11553 11805 12444 13716

6034 6174 6325 6752 7865 9450 10238 10945 11214 11893 12152 12810 14119

6206 6350 6505 6944 8089 9720 10530 11257 11534 12233 12499 13176 14522

6379 6527 6686 7137 8314 9990 10823 11570 11855 12573 12846 13542 14926

6551 6703 6867 7330 8539 10260 11115 11883 12175 12912 13194 13908 15329

6724 6880 7047 7523 8763 10530 11408 12195 12496 13252 13541 14274 15733

6896 7056 7228 7716 8988 10800 11700 12508 12816 13592 13888 14640 16136
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MATERIAL:
• Moulded heads in mild steel.
• Ø 25 mm electro-welded mild steel tubes.
• Seat in solid wood.

PACKAGING: 
The radiator is protected by a recycled film in polyethylene and with a box in 
recycled cardboard. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

CERTIFICATES

connection Section width Airvent  

2 1/2” connections 46 mm46 mm 1/2”1/2”

Functioning Maximum
temperature

Minimum flow in % of the 
nominal flow rate

Hot water 110 °C 1818

Maximum working pressure Testing conditions

10 bar 13 bar

Color: S03 Pergamon

Color: RAL 9010 - R01 White

42
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Top view - single 6 column section

A third feet is provided from L 1950 mm as additional central support.

Measurements for Kristal 
Total Color thermostatic 

angled valve kit
available as accessory

ARDESIA® BENCH 6 COLUMNS Thermal output 

Height Width
Nr.

Elements
Pipe 

Centres A B C

Art. nr.

Dry Weight
Water 

content
Δt

50°C
Δt

60°C Exp. 

[mm] L [mm] Nr. I [mm] [mm] [mm] [mm] [Kg] [lt] [Watt] kcal/h * [Watt] kcal/h * n

350

650

4

444 184 500 350 AR6 04 0500 PR2 __ A 28 6,4 424 365 540 464 1,348
806 600 184 656 506 AR6 04 0656 PR2 __ A 32 7,6 536 461 685 589 1,346

1006 800 184 856 706 AR6 04 0856 PR2 __ A 38 9,6 676 581 864 743 1,343
1350 1144 184 1200 1050 AR6 04 1200 PR2 __ A 45 13,0 900 744 1149 988 1,337
1650 1444 184 1500 1350 AR6 04 1500 PR2 __ A 53 15,8 1080 929 1377 1184 1,333
1950 1744 184 1800 1650 AR6 04 1800 PR2 __ A 62 18,7 1252 1077 1595 1372 1,328
2150 1944 184 2000 1850 AR6 04 2000 PR2 __ A 71 20,7 1360 1170 1732 1489 1,325
2350 2144 184 2200 2050 AR6 04 2200 PR2 __ A 77 22,6 1464 1259 1863 1602 1,322
2650 2444 184 2500 2350 AR6 04 2500 PR2 __ A 86 25,5 1612 1386 2050 1763 1,317

396

650

5

444 230 500 350 AR6 05 0500 PR2 __ A 31 8,0 530 456 678 583 1,348
806 600 230 656 506 AR6 05 0656 PR2 __ A 36 9,5 670 576 856 736 1,346

1006 800 230 856 706 AR6 05 0856 PR2 __ A 43 12,0 845 727 1079 928 1,343
1350 1144 230 1200 1050 AR6 05 1200 PR2 __ A 51 16,2 1125 968 1436 1235 1,337
1650 1444 230 1500 1350 AR6 05 1500 PR2 __ A 61 19,8 1350 1161 1721 1480 1,333
1950 1744 230 1800 1650 AR6 05 1800 PR2 __ A 70 23,4 1565 1346 1994 1715 1,328
2150 1944 230 2000 1850 AR6 05 2000 PR2 __ A 81 25,8 1770 1462 2165 1862 1,325
2350 2144 230 2200 2050 AR6 05 2200 PR2 __ A 88 28,2 1830 1574 2329 2003 1,322
2650 2444 230 2500 2350 AR6 05 2500 PR2 __ A 98 31,8 2015 1733 2562 2203 1,317

442

650

6

444 276 500 350 AR6 06 0500 PR2 __ A 34 9,6 636 547 810 697 1,348
806 600 276 656 506 AR6 06 0656 PR2 __ A 40 11,4 804 691 1028 884 1,346

1006 800 276 856 706 AR6 06 0856 PR2 __ A 48 14,4 1014 872 1296 1115 1,343
1350 1144 276 1200 1050 AR6 06 1200 PR2 __ A 57 19,4 1350 1161 1723 1482 1,337
1650 1444 276 1500 1350 AR6 06 1500 PR2 __ A 68 23,8 1620 1393 2066 1776 1,333
1950 1744 276 1800 1650 AR6 06 1800 PR2 __ A 79 28,1 1878 1615 2393 2058 1,328
2150 1944 276 2000 1850 AR6 06 2000 PR2 __ A 91 31,0 2040 1754 2597 2234 1,325
2350 2144 276 2200 2050 AR6 06 2200 PR2 __ A 98 33,9 2196 1889 2795 2403 1,322
2650 2444 276 2500 2350 AR6 06 2500 PR2 __ A 109 38,2 2418 2079 3074 2644 1,317

To complete the article code, enter the color code corresponding to the chosen color.
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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MATERIAL:
• Moulded heads in mild steel.
• Ø 25 mm electro-welded mild steel tubes.
• �Space rings between sections welded with robotized technology of pulsed 

spray welding.

PACKAGING: 
The radiator is protected by a recycled film in polyethylene and with a box in 
recycled cardboard. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

HOW TO ORDER ARDESIA® HYGIENIC

EXAMPLE OF CODE COMPOSITION

AH 3 19 0207 D01 T01 A

EXAMPLE OF ARTICLE CODE

Ardesia® Hygienic 3 columns
19 el. - H 207
- Connection D01
- Color T01 

AH 3 19 0207 D01 T01 A

MODEL

NR. OF COLUMNS HEIGHT COLOR

NR. OF ELEMENTS CONNECTION
CONSTANT

VALUE

CERTIFICATES

Hub Section width

1”1” 65 mm65 mm

Functioning Maximum
temperature

Minimum flow in % of the 
nominal flow rate

Hot water 110 °C 1818

Maximum working pressure Testing conditions

10 bar 13 bar

technical data per section (at least 3 elements)
COLOR R01 WHITE

2 COLUMNS 3 COLUMNS 4 COLUMNS 5 COLUMNS 6 COLUMNS

Height
[mm]

207
300
400
500
600
750
900

1000
1200
1500
1800
2000
2200
2500

65

19

L= [65 x ( n° elements - 1)] + 46

On demand, it is possible to realize ardesia in hygienic version, with all 
connections, heights, dimensions and finishing. 
This execution extends the water content of Ardesia® to be applied also 
to sanitary and community centers subject to severe norms for hygiene in 
heating systems.
The space between the sections has been conceived to facilitate an accurate 
cleaning on all radiator surface. For additional information feel free to 
contact our sales department.

Space rings between sections welded 
with robotized technology of PULSED 
SPRAY WELDING

Color: S03 Pergamon

Fixing kit to be ordered separately (see pages 340–341).
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Among all special executions, the Ardesia® Curved model is the ideal solution for 
the installation around a column or within a wall niche.
Curved batteries are realizable on demand with the following minimum internal 
bending: Minimum internal bending: 1000 mm for 2 and 3 columns - 1300 mm 
for 4, 5 and 6 columns. The development of the battery can not exceed the semi-
circonference, that is the angle covered by the curve needs to be less than 180°.

On demand it is possible to realize customised batteries of Ardesia® Angled.
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HOW TO ORDER

ARDESIA® ANGLED

CLOSING WALL - ANGLE

N° 
columns

P
[mm]

Distance X [mm] depending on angle α
Value to add or subtract to

 (number of sections x 46) so to obtain the wall
encumbrance LP with D = 20 depending on angle α

α = 90° α = 105° α = 120° α = 135° α = 150° α = 165° α = 90° α = 105° α = 120° α = 135° α = 150° α = 165°

2 66 48 37 28 20 13 6 48 51 58 73 105 204
3 107 48 37 28 20 13 6 48 57 70 93 140 281
4 148 93 71 54 39 25 12 93 97 108 133 188 363
5 189 93 71 54 39 25 12 93 102 120 153 223 440
6 230 118 96 79 64 50 37 93 102 120 153 223 440

α

β

L2
X

P

L1
X

L2
X

PD

D

L2
X

L1

P

L1
X

L2X
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α
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β

LP
1

LP2

LP1
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2
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1
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LP1
L1

X
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2
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β
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X

P

L1
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P
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L2X
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1

LP2

LP1
L1

X
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2

OPENING WALL - ANGLE

N° 
columns

P
[mm]

Distance X [mm] depending on angle β
Value to add or subtract to

(number of sections x 46) so to obtain the wall
encumbrance LP with D = 20 depending on angle β

β = 90° β = 105° β = 120° β = 135° β = 150° β = 165° β = 90° β = 105° β = 120° β = 135° β = 150° β = 165°

2 66 48 37 28 20 13 6 5 4 3 2 1 1
3 107 48 37 28 20 13 6 26 20 15 11 7 3
4 148 93 71 54 39 25 12 1 1 1 0 0 0
5 189 93 71 54 39 25 12 22 16 12 9 6 3
6 230 118 96 79 64 50 37 17 7 -1 -8 -14 -19
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When sending the order please specify:
• �N. of columns • N. of sections • Height.
• �Radius and Chord as indicated technical 

drawing.
• �Type of connections.

HOW TO ORDER
When ordering please specify:
• n° of columns,
• n° of sections side 1 and side 2
• Height
• Connections and color
• Angle type and measure

Color: S07 Grafite

Color: RAL 7030 - R22 Grigio pietra
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5991990310307 COPPIA MORSETTI DI SICUREZZA X RDT ARDESIA

5991990310308 COPPIA SUPPORTI A PAVIMENTO IN GHISA RAL9010 X RAD. ARDESIA

QUESTO NON VA SUL CATALOGO FRANCIA 
MA OCCORRE FARE UN DOCUMENTO DA 
COMUNICARE AI CLIENTI INGLESI

26 - 48

On ARDESIA® with welded feet it is 
always necessary to install the wall 
stabiliser kit.
(not included - see page 342)
Art. nr. 5991990310307

For special executions or for welded bottom connections connections, it is possible to customise batteries with a major or odd number of welded feet to facilitate 
installation.

10
0

100-150

2
COLUMNS

3
COLUMNS

4
COLUMNS

5
COLUMNS

6
COLUMNS

FEET
STANDARD

HEIGHT

MOUNTING OPTIONS connected
at the base free [mm]

from 3 to 23 sections 2 pairs 2 pairs 2 pairs 2 pairs 2 pairs 100

from 24 to 30 sections 3 pairs 3 pairs 3 pairs - - 100

from 24 to 40 sections - - - 4 pairs 4 pairs 100

from 40 to 63 sections 4 pairs 4 pairs 4 pairs 4 pairs 4 pairs 100

HOW TO ORDER ARDESIA® WITH WELDED FEET HEIGHT 100 MM

EXAMPLE OF CODE COMPOSITION

AS 3 19 0207 D01 T01 A
EXAMPLE OF ARTICLE CODE

Ardesia® with welded feet height
100 mm 
3 columns - 19 el. - H 207
- Connection D01
- Color T01 

AS 3 19 0207 D01 T01 A

MODEL

NR. OF COLUMNS HEIGHT COLOR

NR. OF ELEMENTS CONNECTION
CONSTANT

VALUE

HOW TO ORDER ARDESIA® WITH WELDED FEET HEIGHT 150 MM

EXAMPLE OF CODE COMPOSITION

AT 3 19 0207 D01 T01 A
EXAMPLE OF ARTICLE CODE

Ardesia® with welded feet height
150 mm 
3 columns - 19 el. - H 207
- Connection D01
- Color T01 

AT 3 19 0207 D01 T01 A

MODEL

NR. OF COLUMNS HEIGHT COLOR

NR. OF ELEMENTS CONNECTION
CONSTANT

VALUE

46
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For replacing old radiators or for specific installation needs, it is possible 
to realize Special Heights, not indicated in pricelist, from 300 mm up to 
2500 mm.

SPECIAL HEIGHTS (NON STANDARD)

SPECIAL HEIGHTS ON DEMAND

Reference

Refer to the price of the immediate higher standard height. Requests 
are accepted only for models whose height or center distance is 5 mm 
higher than the standard sizes.
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SPECIAL HEIGHTS ON DEMAND (H)

EXAMPLES OF CUSTOMISED EXECUTIONS

SINGLE
ANGLE

CUSTOMISED
WELDED SLEEVES

SOLUTION WITH LATERAL 
CONNECTION

for 3 and 5 column batteries
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TOWEL RAILS
Radiators
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CERTIFICATES

    WARRANTY 5 YEARS

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Complete list, codes and details of the ACCESSORIES from page 332.

Available functions

  Hot water

  Dual energy (see page 350)

COMPLIANT WITH

VD

I 6036

MATERIAL:
• 30x40 semi-oval vertical collectors in painted mild steel.
• �Ø 25 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
The radiator is protected by recyclable cardboard box. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

ACCESSORIES INCLUDED: 
Claudia® Elite is supplied with:
- 2 hooks
- Kristal valve kit with  ø12/14mm copper and  ø 16mm multilayer fittings 
- Kristal TC thermostatic head and pipe cover kit
All matching the radiator color.

CLAUDIA® ELITE

ACCESSORIES INCLUDED

Kit 2 colored hooks Colored fixing kit

Colored valve kit, complete with fittings
for copper ø 12-14 and multilayer ø 16 connection,

TC thermostatic head and pipe cover kit

50

Color: H27 Bright red





AVAILABLE ACCESSORIES

MATERIAL:
• 30x40 semi-oval vertical collectors in painted mild steel.
• �Ø 25 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key,airvent,dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
The radiator is protected by recyclable cardboard box. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

Kit 2 colored hooksTowel bar in painted mild 
steel

    WARRANTY 5 YEARS

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water   Blower (see page 140)

  Electric (see page 112)   Blower dual energy (see page 142)

  Dual energy (see page 350)

CLAUDIA®

NF range  :
Hot water radiators, 
convectors, and radiant 
panels- NF 047
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Quotes for Kristal valves

CLAUDIA®
PIPE CENTRES 50 mm Thermal output 

Height Width Cert.
Pipe 

Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] NF I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

763

400 350 3551356100025 3551356101025 5,1 0,671 4,0 316 169 1,2241 300
450  400 3551356100001 3551356101001 5,5 0,746 4,4 349 184 1,2497 300
500  450 3551356100004 3551356101004 6,0 0,821 4,8 389 206 1,2472 400
550  500 3551356100008 3551356101008 6,5 0,895 5,2 430 228 1,2451 400
600  550 3551356100011 3551356101011 6,9 0,970 5,7 470 249 1,2434 400
750  700 3551356100015 3551356101015 8,3 1,194 6,9 591 314 1,2397 600

1000  950 3551356100019 3551356101019 10,5 1,567 8,9 792 421 1,2361 700

1195

400 350 3551356100026 3551356101026 7,9 1,032 6,2 478 253 1,2463 500
450  400 3551356100002 3551356101002 8,6 1,146 6,8 534 281 1,2551 500
500  450 3551356100005 3551356101005 9,3 1,260 7,4 595 314 1,2488 600
550  500 3551356100009 3551356101009 9,9 1,374 8,1 656 348 1,2437 600
600  550 3551356100012 3551356101012 10,6 1,488 8,7 716 380 1,2395 700
750  700 3551356100016 3551356101016 12,7 1,830 10,6 899 480 1,2301 900

1000  950 3551356100020 3551356101020 16,2 2,399 16,7 1202 644 1,2207 1200

1411

400 350 3551356100027 3551356101027 9,4 1,238 7,4 583 306 1,2596 600
450  400 3551356100023 3551356101023 10,2 1,375 8,2 648 341 1,2583 600
500  450 3551356100006 3551356101006 11,1 1,513 8,9 719 380 1,2498 700
550  500 3551356100024 3551356101024 11,9 1,650 9,7 791 419 1,2429 700
600  550 3551356100013 3551356101013 12,7 1,788 10,4 862 458 1,2371 900
750  700 3551356100017 3551356101017 15,3 2,200 12,7 1077 576 1,2244 1000

1000  950 3551356100021 3551356101021 19,4 2,880 16,4 1434 772 1,2115 1200

1807

400 350 3551356100028 3551356101028 11,9 1,650 9,3 753 392 1,2796 700
450  400 3551356100003 3551356101003 13,0 1,730 10,3 821 431 1,2631 700
500  450 3551356100007 3551356101007 14,0 1,910 11,3 907 479 1,2513 900
550  500 3551356100010 3551356101010 15,1 2,083 12,2 992 526 1,2417 1000
600  550 3551356100014 3551356101014 16,1 2,250 13,2 1077 574 1,2336 1000
750  700 3551356100018 3551356101018 19,3 2,774 16,0 1333 716 1,2157 1200

1000  950 3551356100022 3551356101022 24,5 3,638 20,7 1760 955 1,1978 1200
The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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CLAUDIA® AL
WITH 1 LATERAL SLEEVE

    WARRANTY 5 YEARS

CLAUDIA® AL (LATERAL CONNECTION) Thermal output 

Height Width Pipe Centres Art. nr. Dry Weight Surface
Water

content
Δt

50°C
Δt

30°C Exponent
Dual

energy kit

[mm] L [mm] I [mm] R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

763

400 350 3551356100725 5,1 0,671 4,0 316 169 1,2241 300
450 400 3551356100701 5,5 0,746 4,4 349 184 1,2497 300
500 450 3551356100704 6,0 0,821 4,8 389 206 1,2472 400
550 500 3551356100708 6,5 0,895 5,2 430 228 1,2451 400
600 550 3551356100711 6,9 0,970 5,7 470 249 1,2434 400
750 700 3551356100715 8,3 1,194 6,9 591 314 1,2397 600

1000 950 3551356100719 10,5 1,567 8,9 792 421 1,2361 700

1195

400 350 3551356100726 7,9 1,032 6,2 478 253 1,2463 500
450 400 3551356100702 8,6 1,146 6,8 534 281 1,2551 500
500 450 3551356100705 9,3 1,260 7,4 595 314 1,2488 600
550 500 3551356100709 9,9 1,374 8,1 656 348 1,2437 600
600 550 3551356100712 10,6 1,488 8,7 716 380 1,2395 700
750 700 3551356100716 12,7 1,830 10,6 899 480 1,2301 900

1000 950 3551356100720 16,2 2,399 16,7 1202 644 1,2207 1200

1411

400 350 3551356100727 9,4 1,238 7,4 583 306 1,2596 600
450 400 3551356100723 10,2 1,375 8,2 648 341 1,2583 600
500 450 3551356100706 11,1 1,513 8,9 719 380 1,2498 700
550 500 3551356100724 11,9 1,650 9,7 791 419 1,2429 700
600 550 3551356100713 12,7 1,788 10,4 862 458 1,2371 900
750 700 3551356100717 15,3 2,200 12,7 1077 576 1,2244 1000

1000 950 3551356100721 19,4 2,880 16,4 1434 772 1,2115 1200

1807

400 350 3551356100728 11,9 1,650 9,3 753 392 1,2796 700
450 400 3551356100703 13,0 1,730 10,3 821 431 1,2631 700
500 450 3551356100707 14,0 1,910 11,3 907 479 1,2513 900
550 500 3551356100710 15,1 2,083 12,2 992 526 1,2417 1000
600 550 3551356100714 16,1 2,250 13,2 1077 574 1,2336 1000
750 700 3551356100718 19,3 2,774 16,0 1333 716 1,2157 1200

1000 950 3551356100722 24,5 3,638 20,7 1760 955 1,1978 1200
The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n

Claudia® AL with a 1/2” connection on the collector, in correspondence of the first heating element.

Quotes for Kristal valves

54
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CLAUDIA®

WITH 2 LATERAL SLEEVES

    WARRANTY 5 YEARS

Quotes for Kristal valves

LATERAL CONNECTION 
(2 SLEEVES ½’’) 

The first connection of ½’’ is aligned with first heating 
element (22 mm from the base of the vertical collector).

The second connection of ½’’ can be placed at the 
desired distance. The distance has to be specified when 
sending purchase order.

Available pipes centres: from 150 mm to 43 mm of 
height.

Please contact our sales department for customized 
models.

Vecchio
termosifone

Prima Dopo

Nuovo
scaldasalviette

Cordivari

BEFORE AFTER

Old 
radiator

New CORDIVARI 
towel rail radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

    WARRANTY 5 YEARS

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Kit 2 colored hooks

Available functions:

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �40x40 mm frame collector in painted mild steel.
• �Ø 25 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
The radiator is protected by recyclable cardboard box. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

CLAUDIA® SQUARE

Towel bar in painted mild 
steel

56

Color: F31 Corten brown



CLAUDIA® SQUARE PIPE CENTRES 50 mm Thermal output 

Height Width
Pipe 

Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

775 490 450 3551356100301 3551356100309 7,3 0,860 4,7 431 232  1,2076  400
540 500 3551356100305 3551356100313 7,9 0,938 5,1 471 255  1,2051  400

1207 490 450 3551356100302 3551356100310 11,0 1,334 7,2 673  360  1,2235  600
540 500 3551356100306 3551356100314 11,8 1,453 7,9 738  395  1,2212  700

1423 490 450 3551356100303 3551356100311 12,9 1,586 8,6 801  426  1,2349  700
540 500 3551356100307 3551356100315 13,8 1,729 9,4 876  467  1,2297  700

1819 490 450 3551356100304 3551356100312 16,0 1,988 9,2 990  525  1,2414  900
540 500 3551356100308 3551356100316 17,2 2,163 10,0 1081  575  1,2365  1000

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n

Quotes for Kristal valves(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kit 2 colored hooks

    WARRANTY 5 YEARS

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• 30x40 semi-oval vertical collectors in painted mild steel.
• �Ø 25 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

CLAUDIA® WIDE

Kristal valve Total Color, 
angled with thermostatic 
option, colored

Thermostatic head
Kristal TC
fully colored

58

Color: S02 Manhattan



Quotes for Kristal valves
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(*) The fixing kit has the same pipe centre (I) as the radiator

CLAUDIA® WIDE Thermal output 

Height Width Pipe Centres Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

440 1200 1150 3551356100101 6,1 0,903 5,1 471 261 1,155 400
1400 1350 3551356100103 6,9 1,045 5,9 558 311 1,145 400

620 1200 1150 3551356100102 9,3 1,389 7,9 712 390 1,176 700
1400 1350 3551356100104 10,6 1,609 9,1 837 457 1,183 700

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• 30x40 semi-oval vertical collectors in painted mild steel.
• �Ø 25 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

ANNA     WARRANTY 5 YEARS

Thermostatic head
Kristal TC
fully colored

Kristal valve Total Color 
corner Right or Left
with thermostatic option, 
colored

60

Color: RAL 1021 - R05 Yellow rape



Quotes for Kristal valves

ANNA PIPE CENTRES 50 mm Thermal output 

Height Width
Pipe 

Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

840

400 350 3551686100001 3551686100017 4,7 0,588 3,6 325 175 1,2074 300
450 400 3551686100005 3551686100021 5,1 0,647 3,9 358 193 1,2050 300
500 450 3551686100009 3551686100025 5,4 0,706 4,2 392 212 1,2027 400
550 500 3551686100041 3551686100033 5,8 0,740 4,6 426 231 1,2003 400
600 550 3551686100013 3551686100029 6,1 0,823 4,9 458 248 1,1979 400
750 700 3551686100045 3551686100037 7,2 0,940 5,9 573 312 1,1908 600

1160

400 350 3551686100002 3551686100018 6,4 0,797 4,9 429 230 1,2169 400
450 400 3551686100006 3551686100022 6,9 0,876 5,3 472 254 1,2155 500
500 450 3551686100010 3551686100026 7,3 0,954 5,7 515 277 1,2142 500
550 500 3551686100042 3551686100034 7,8 1,000 6,2 557 300 1,2128 500
600 550 3551686100014 3551686100030 8,3 1,111 6,6 600 323 1,2115 600
750 700 3551686100046 3551686100038 9,7 1,300 7,9 728 393 1,2074 700

1454

400 350 3551686100003 3551686100019 8,0 0,998 6,1 534 287 1,2170 500
450 400 3551686100007 3551686100023 8,6 1,096 6,7 586 315 1,2151 600
500 450 3551686100011 3551686100027 9,2 1,194 7,2 639 344 1,2133 600
550 500 3551686100043 3551686100035 9,7 1,250 7,7 692 373 1,2115 700
600 550 3551686100015 3551686100031 10,4 1,390 8,3 744 401 1,2097 700
750 700 3551686100047 3551686100039 12,1 1,630 9,9 902 488 1,2043 900

1775

400 350 3551686100004 3551686100020 9,7 1,205 7,4 660 354 1,2170 600
450 400 3551686100008 3551686100024 10,4 1,323 8,1 725 390 1,2147 700
500 450 3551686100012 3551686100028 11,1 1,440 8,7 789 425 1,2124 700
550 500 3551686100044 3551686100036 11,7 1,500 9,3 855 461 1,2101 900
600 550 3551686100016 3551686100032 12,4 1,620 10,0 919 496 1,2078 900
750 700 3551686100048 3551686100040 14,5 1,960 11,9 1114 603 1,2009 1000

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Kristal valve Total Color, 
angled with thermostatic 
option, colored

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �30x30 mm frame collector in painted mild steel.
• �15x20 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

NAIKE SQUARE     WARRANTY 5 YEARS

Thermostatic head
Kristal TC
fully colored

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

62

Color: RAL 9016 - R02 Traffic white



Quotes for Kristal valves

NAIKE SQUARE PIPE CENTRES 50 mm Thermal output 

Height Width
Pipe 

Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

760
480 450 3551826102021 3551826102029 7,00 0,60 2,90 350  191  1,1867 300
530 500 3551826102025 3551826102033 7,60 0,65 3,10 381  208  1,1886 300
580 550 3551826102005 3551826102015 8,20 0,70 3,40 412  224  1,1904 400

1040
480 450 3551826102022 3551826102030 9,20 0,80 00,00 459  246  1,2193 400
530 500 3551826102026 3551826102034 10,00 0,85 4,00 499  268  1,2142 500
580 550 3551826102006 3551826102016 10,80 0,92 4,30 538  290  1,2092 500

1320
480 450 3551826102002 3551826102012 11,40 0,97 4,60 568  303  1,2307 500
530 500 3551826102004 3551826102014 12,40 1,05 4,90 617  330  1,2242 600
580 550 3551826102008 3551826102018 13,30 1,14 5,20 667  358  1,2177 600

1600
480 450 3551826102023 3551826102031 13,70 1,16 5,50 679  364  1,2221 600
530 500 3551826102027 3551826102035 14,80 1,26 5,80 739  397  1,2156 700
580 550 3551826102009 3551826102019 15,90 1,36 6,20 799  431  1,2092 700

1880
480 450 3551826102024 3551826102032 15,90 1,35 6,30 793  427  1,2135 700
530 500 3551826102028 3551826102036 17,20 1,46 6,70 864  467  1,2071 700
580 550 3551826102010 3551826102020 18,50 1,57 7,10 936  507  1,2007 900

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Electric (see page 114)

  Dual energy (see page 350)

MATERIAL:
• �30x30 mm collectors in painted mild steel.
• �15x20 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

NAIKE ST
NEW

    WARRANTY 5 YEARS

Thermostatic head
Kristal TC
fully colored

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

64

Color: T24 Nabuk



Quotes for Kristal valves

NAIKE ST PIPE CENTRES 50 mm Thermal output 

Height Width Pipe Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

965 

430 400 3551826102116 3551826102136 8,2 0,76 3,8 376 200 1,2372 300
480 450 3551826102117 3551826102137 8,8 0,81 4,1 409 218 1,234 400
530 500 3551826102118 3551826102138 9,4 0,87 4,4 443 236 1,2313 400
580 550 3551826102119 3551826102139 10 0,92 4,7 477 254 1,229 400
630 600 3551826102120 3551826102140 10,6 0,98 5 510 273 1,2285 500

1245 

430 400 3551826102121 3551826102141 10,3 0,87 4,2 477 253 1,2414 400
480 450 3551826102122 3551826102142 11,1 0,94 4,5 520 276 1,2392 500
530 500 3551826102123 3551826102143 11,9 1,01 4,8 563 299 1,2373 500
580 550 3551826102124 3551826102144 12,6 1,09 5,1 606 322 1,2357 600
630 600 3551826102125 3551826102145 13,3 1,16 5,4 649 345 1,2354 600

1525 

430 400 3551826102126 3551826102146 12,7 0,99 4,6 579 307 1,2456 500
480 450 3551826102127 3551826102147 13,7 1,08 4,9 632 335 1,2444 600
530 500 3551826102128 3551826102148 14,6 1,16 5,2 685 363 1,2433 600
580 550 3551826102129 3551826102149 15,6 1,25 5,5 738 391 1,2424 700
630 600 3551826102130 3551826102150 16,4 1,33 5,8 790 419 1,2408 700

1805 

430 400 3551826102131 3551826102151 14,8 1,11 5 684 361 1,2498 600
480 450 3551826102132 3551826102152 15,9 1,21 5,3 747 395 1,2496 700
530 500 3551826102133 3551826102153 17 1,31 5,6 810 428 1,2493 700
580 550 3551826102134 3551826102154 18,1 1,46 5,9 874 462 1,2492 700
630 600 3551826102135 3551826102155 19,1 1,51 6,2 937 495 1,2488 900

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Electric (see page 116)

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �Ø 18 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

LUCY 18     WARRANTY 5 YEARS

Towel bar in painted mild 
steelKit 2 colored hooks

66

Color: RAL 7030 - R22 Grigio pietra



Quotes for Kristal valves

LUCY 18 PIPE CENTRES 50 mm Thermal output 

Height Width Pipe Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

760 430 400 3551406100300 3551406100320 6,7 0,75 2,9  436  238 1,1839 400
480 450 3551406100304 3551406100324 8,0 0,88 3,3  489  268 1,1780 500

1160
430 400 3551406100301 3551406100321 11,0 1,19 4,6  631  341 1,2071 600
480 450 3551406100305 3551406100325 12,0 1,30 4,9  705  383 1,1960 700
530 500 3551406100308 3551406100328 13,0 1,42 5,3  779  425 1,1852 700
580 550 3551406100312 3551406100332 13,9 1,53 5,7  852  468 1,1743 700

1410
430 400 3551406100302 3551406100322 13,0 1,40 5,4  753  407 1,2065 700
480 450 3551406100306 3551406100326 14,2 1,54 5,9  838  455 1,1971 700
530 500 3551406100309 3551406100329 15,3 1,67 6,4  923  503 1,1876 900
580 550 3551406100313 3551406100333 16,5 1,81 6,2  1008  552 1,1782 1000

1885
430 400 3551406100303 3551406100323 17,5 1,87 7,3  986  533 1,2054 1000
480 450 3551406100307 3551406100327 19,1 2,07 7,9  1090  591 1,1988 1000
530 500 3551406100310 3551406100330 20,5 2,24 8,5  1194  649 1,1922 1200
580 550 3551406100314 3551406100334 22,2 2,44 9,1  1298  708 1,1856 1200

2110
530 500 3551406100311 3551406100331 23,4 2,56 9,7  1322  722 1,1853 1200
580 550 3551406100315 3551406100335 25,2 2,76 10,3  1438  788 1,1779 1200
730 700 3551406100316 3551406100336 30,7 3,38 12,5  1768  980 1,1558 1200

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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version.

(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �Ø 18 mm double horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

LUCY 18 PLUS     WARRANTY 5 YEARS

Kristal valve Total Color, 
angled with thermostatic 
option, colored

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

68

Color: F32 Grey sky



Quotes for Kristal valves

LUCY 18 PLUS PIPE CENTRES 50 mm Thermal output 

Height Width
Pipe 

Centres A B Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] [mm] [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

760 430 400
316 67

3551406101300 3551406101314 12,7 1,4 5,1 565 298 1,2541 500
480 450 3551406101304 3551406101318 14,0 1,6 5,6 711 377 1,2431 700

1160
430 400

341 441

3551406101301 3551406101315 19,5 1,2 7,9 821 432 1,2564 700
480 450 3551406101305 3551406101319 21,5 2,3 8,7 1018 538 1,2495 1000
530 500 3551406101308 3551406101322 23,5 2,6 9,4 1215 643 1,2449 1200
580 550 3551406101311 3551406101325 25,3 2,8 10,2 1609 854 1,2391 1200

1410
430 400

316 391

3551406101302 3551406101316 23,0 2,5 9,4 957 503 1,2576 900
480 450 3551406101306 3551406101320 25,4 2,8 10,2 1183 624 1,2529 1200
530 500 3551406101309 3551406101323 27,2 3,0 11,3 1421 750 1,2498 1200
580 550 3551406101312 3551406101326 30,2 3,3 12,0 1897 1004 1,2459 1200

1885
430 400

341 416

3551406101303 3551406101317 31,0 3,4 12,5 1268 666 1,2604 1200
480 450 3551406101307 3551406101321 34,0 3,8 13,7 1565 822 1,2608 1200
530 500 3551406101310 3551406101324 37,2 4,1 14,9 1861 977 1,2610 1200
580 550 3551406101313 3551406101327 40,3 4,5 16,1 2042 1072 1,2621 1200

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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version.

(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �Ø 18 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

LUCY 18 WIDE     WARRANTY 5 YEARS

Thermostatic head
Kristal TC
fully colored

Kristal valve Total Color, 
angled with thermostatic 
option, colored

Kit 2 colored hooks

70

Color: S07 Grafite



Quotes for Kristal valves

57
5

I

L

19 ELEMENTS

1/2" 1/2"

1/2"

40
0

I

L

97
 - 

10
9  

I (*)

12 ELEMENTS

1/2" 1/2"

1/2"

97 - 109

64 - 76

36
36

H
 - 

72

11
0

45

H

(*) The fixing kit has the same pipe centre (I) as the radiator

LUCY 18 WIDE Thermal output 

Height Width Pipe Centres Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

400 1200 1170 3551406100250 8,1 0,89 3,2 585 319 1,18905 400
1400 1370 3551406100252 9,0 1,025 3,6 701 383 1,18223 400

575 1200 1170 3551406100251 12,6 1,4 5,0 901 493 1,1811 700
1400 1370 3551406100253 14,2 1,6 5,7 1091 587 1,21455 700

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Kristal valve Total Color, 
angled with thermostatic 
option, colored

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �Ø 25 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

LUCY 25     WARRANTY 5 YEARS

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

72

Color: F25 Quartz dust



Quotes for Kristal valves

LUCY 25 PIPE CENTRES 50 mm Thermal output 

Height Width Pipe Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

738 430 400 3551406100340 3551406100360 5,8 0,747 4,1 384 210 1,1834 400
480 450 3551406100344 3551406100364 6,4 0,818 4,5 430 235 1,1806 400

1219
430 400 3551406100341 3551406100361 9,0 1,142 6,3 589 321 1,1879 600
480 450 3551406100345 3551406100365 9,8 1,248 6,8 656 358 1,1873 600
530 500 3551406100348 3551406100368 10,6 1,354 7,4 724 395 1,1867 700
580 550 3551406100352 3551406100372 11,4 1,460 8,0 791 431 1,1861 700

1441
430 400 3551406100342 3551406100362 10,4 1,319 7,3 684 371 1,1993 700
480 450 3551406100346 3551406100366 11,3 1,440 7,9 761 413 1,1942 700
530 500 3551406100349 3551406100369 12,2 1,562 8,6 838 456 1,1891 700
580 550 3551406100353 3551406100373 13,1 1,684 9,2 915 500 1,184 900

1737
430 400 3551406100343 3551406100363 12,4 1,577 8,7 813 438 1,2123 700
480 450 3551406100347 3551406100367 13,5 1,722 9,5 903 488 1,206 900
530 500 3551406100350 3551406100370 14,6 1,868 10,2 992 538 1,1997 900
580 550 3551406100354 3551406100374 15,7 2,013 11,0 1082 588 1,1934 1000

1996
530 500 3551406100351 3551406100371 16,6 2,125 11,6 1131 610 1,2091 1000
580 550 3551406100355 3551406100375 17,8 2,289 12,5 1231 666 1,2017 1000
730 700 3551406100356 3551406100376 21,6 2,784 15,1 1532 839 1,1798 1200

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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Detail of the 50 mm pipe-centres 
version.

(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• Ø 25 mm double horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

LUCY 25 PLUS     WARRANTY 5 YEARS

Kristal valve Total Color, 
angled with thermostatic 
option, colored

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

74

Color: F38 Sandstone



Quotes for Kristal valves

LUCY 25 PLUS PIPE CENTRES 50 mm Thermal output 

Height Width Pipe Centres A B Art. nr. Art. nr.
Dry 

Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] [mm] [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

738 430 400
226 911

3551406101400 3551406101414 11,07 1,44 7,76 543 294 1,1980 500
480 450 3551406101404 3551406101418 11,50 1,50 8,06 611 331 1,1982 600

1219
430 400

185 481

3551406101401 3551406101415 15,84 2,05 11,11 816 434 1,2379 700
480 450 3551406101405 3551406101419 17,43 2,27 12,23 915 487 1,2339 900
530 500 3551406101408 3551406101422 19,03 2,48 13,35 1014 541 1,2300 1000
580 550 3551406101411 3551406101425 20,63 2,69 14,47 1112 595 1,2260 1200

1441
430 400

185 481

3551406101402 3551406101416 18,25 2,37 12,80 945 496 1,2618 900
480 450 3551406101406 3551406101420 20,09 2,61 14,09 1057 557 1,2536 1000
530 500 3551406101409 3551406101423 21,92 2,85 15,38 1169 619 1,2455 1200
580 550 3551406101412 3551406101426 23,76 3,10 16,66 1282 681 1,2374 1200

1737
430 400

185 481

3551406101403 3551406101417 21,81 2,83 15,30 1123 590 1,2599 1000
480 450 3551406101407 3551406101421 24,01 3,12 16,84 1252 661 1,2521 1200
530 500 3551406101410 3551406101424 26,20 3,41 18,37 1382 732 1,2442 1200
580 550 3551406101413 3551406101427 28,39 3,70 19,91 1512 804 1,2364 1200

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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Detail of the 50 mm pipe-centres 
version.

(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
•  Ø 30 mm collectors in painted mild steel.
•  Ø 18 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

GLORIA 18     WARRANTY 5 YEARS

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

76

Color: T15 Tela



Quotes for Kristal valves

GLORIA 18 PIPE CENTRES 50 mm Thermal output 

Height Width Pipe Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

784
430 400 3551666100140 3551666100163 5,1 0,537 2,2 352 194 1,1666 300
480 450 3551666100141 3551666100164 5,5 0,582 2,4 379 210 1,1571 300
530 500 3551666100142 3551666100165 5,6 0,627 2,6 406 226 1,1476 400
580 550 3551666100143 3551666100166 6,3 0,673 2,7 433 242 1,1382 400

1150
430 400 3551666100145 3551666100168 7,3 0,77 3,2 483 262 1,1981 500
480 450 3551666100146 3551666100169 7,9 0,84 3,4 524 285 1,1927 500
530 500 3551666100147 3551666100170 8 0,906 3,7 566 309 1,1873 600
580 550 3551666100148 3551666100171 9,1 0,971 3,8 608 332 1,1818 600

1500
430 400 3551666100150 3551666100173 10 1,063 4,4 628 338 1,2138 600
480 450 3551666100151 3551666100174 10,8 1,154 4,7 685 369 1,2111 700
530 500 3551666100152 3551666100175 11 1,238 5 743 401 1,2084 700
580 550 3551666100153 3551666100176 12,4 1,335 5,3 800 432 1,2056 700

1750
430 400 3551666100155 3551666100178 11,4 1,205 5 734 393 1,2242 700
480 450 3551666100156 3551666100179 12,3 1,307 5,3 803 430 1,2232 700
530 500 3551666100157 3551666100180 12,5 1,409 5,7 871 467 1,2223 900
580 550 3551666100158 3551666100181 14,1 1,511 6 940 504 1,2213 900

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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version.

(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �Ø 22 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

GLORIA 22

Available functions

  Hot water   Blower (see page 144)

  Electric (see page 118)   Blower dual energy (see page 146)

  Dual energy (see page 350)

    WARRANTY 5 YEARS

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

78

Color: S02 Manhattan



Quotes for Kristal valves

GLORIA 22 PIPE CENTRES 50 mm Thermal output 

Height Width Pipe Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

790 430 400 3551666100101 3551666100121 6,1 0,61 3,0 364 203 1,1424 300
480 450 3551666100102 3551666100122 6,6 0,66 3,1 401 224 1,1395 400

1150

430 400 3551666100103 3551666100123 8,8 0,88 4,2 516 285 1,1626 500
480 450 3551666100104 3551666100124 9,5 0,95 4,6 567 314 1,1571 500
530 500 3551666100105 3551666100125 10,2 1,03 5,0 617 343 1,1516 600
580 550 3551666100106 3551666100126 10,9 1,10 5,3 668 372 1,1460 700
630 600 3551666100107 3551666100127 11,8 1,18 5,7 719 402 1,1405 700

1510

430 400 3551666100108 3551666100128 11,4 1,14 5,5 668 368 1,1684 700
480 450 3551666100109 3551666100129 12,3 1,25 6,3 732 404 1,1645 700
530 500 3551666100110 3551666100130 13,2 1,32 6,5 796 440 1,1606 700
580 550 3551666100111 3551666100131 14,2 1,44 6,9 860 476 1,1568 900
630 600 3551666100112 3551666100132 15,0 1,53 7,3 924 513 1,1529 900

1750

480 450 3551666100113 3551666100133 14,0 1,41 6,9 842 463 1,1694 700
530 500 3551666100114 3551666100134 15,1 1,52 7,4 915 504 1,1666 900
580 550 3551666100115 3551666100135 16,1 1,64 7,9 989 546 1,1638 1000
630 600 3551666100116 3551666100136 17,1 1,75 8,4 1062 587 1,1610 1000
730 700 3551666100117 3551666100137 19,2 1,97 9,4 1208 670 1,1554 1200

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �Ø 22 mm double horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

GLORIA 22 PLUS

Available functions

  Hot water

  Dual energy (see page 350)

    WARRANTY 5 YEARS

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

80

Color: S07 Grafite



Quotes for Kristal valves

GLORIA 22 PLUS PIPE CENTRES 50 mm Thermal output 

Height Width Pipe Centres A Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

790 430 400
195

3551666100201 3551666100221 8,48 1,10 5,26 527 287 1,1925 600
480 450 3551666100202 3551666100222 9,30 1,21 5,77 591 321 1,1925 700

1150

430 400

235

3551666100203 3551666100223 12,21 1,58 7,59 735 396 1,2129 900
480 450 3551666100204 3551666100224 13,40 1,74 8,31 824 444 1,2121 900
530 500 3551666100205 3551666100225 14,59 1,90 9,03 913 492 1,2114 900
580 550 3551666100206 3551666100226 15,79 2,06 9,75 1002 540 1,2106 1200
630 600 3551666100207 3551666100227 16,98 2,22 10,48 1091 588 1,2099 1200

1510

430 400

235

3551666100208 3551666100228 15,94 2,07 9,91 955 510 1,2272 900
480 450 3551666100209 3551666100229 17,50 2,27 10,85 1072 574 1,2219 1200
530 500 3551666100210 3551666100230 19,05 2,48 11,79 1186 637 1,2166 1200
580 550 3551666100211 3551666100231 20,61 2,69 12,74 1302 701 1,2114 1200
630 600 3551666100212 3551666100232 22,16 2,90 13,68 1417 765 1,2061 1200

1750

480 450

235

3551666100213 3551666100233 19,90 2,59 12,34 1245 665 1,2284 1200
530 500 3551666100214 3551666100234 21,66 2,82 13,41 1379 739 1,2201 1200
580 550 3551666100215 3551666100235 23,42 3,06 14,48 1514 815 1,2119 1200
630 600 3551666100216 3551666100236 25,19 3,29 15,55 1649 892 1,2036 1200
730 700 3551666100217 3551666100237 28,71 3,76 17,69 1918 1046 1,1870 1200

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

AVAILABLE ACCESSORIES

Kristal valve angled with 
thermostatic option
chromed

Kristal valve corner Right 
or Left thermostatic option 
chromed

Thermostatic head
Kristal TC chromed

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• Ø 30 mm vertical collectors in chromed mild steel.
• ��Ø 22 mm horizontal heating elements in chromed mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

FINISHING:
Chromed (PLATED IN ITALY).

    EUROPEAN WARRANTY

CHROMED
GLORIA 22

82

CHROMED



Quotes for Kristal valves

GLORIA 22 CHROMED Thermal output 

Height Width Pipe Centres

Art. nr.

Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

790 430 400 3551666101101 6,1 0,61 3,0 279 151 1,1983 -
480 450 3551666101102 6,6 0,66 3,1 302 164 1,1941 300

1150

430 400 3551666101103 8,8 0,88 4,2 392 209 1,2348 400
480 450 3551666101104 9,5 0,95 4,6 426 228 1,2250 400
530 500 3551666101105 10,2 1,03 5,0 460 247 1,2153 400
580 550 3551666101106 10,9 1,10 5,3 494 267 1,2055 500
630 600 3551666101107 11,8 1,18 5,7 528 287 1,1958 500

1510

430 400 3551666101108 11,4 1,41 5,5 502 268 1,2281 500
480 450 3551666101109 12,3 1,25 6,3 546 292 1,2219 500
530 500 3551666101110 13,2 1,32 6,5 591 318 1,2157 600
580 550 3551666101111 14,2 1,44 6,9 636 343 1,2095 600
630 600 3551666101112 15,0 1,53 7,3 680 368 1,2033 700

1750

480 450 3551666101113 6,8 1,41 6,7 626 336 1,2198 600
530 500 3551666101114 7,3 1,50 7,4 678 364 1,2160 700
580 550 3551666101115 7,9 1,63 7,9 730 393 1,2123 700
630 600 3551666101116 8,4 1,75 8,4 782 422 1,2085 700
730 700 3551666101117 8,9 1,86 8,9 886 480 1,2009 900

For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n

11
50

I

L

23 ELEMENTS

1/2" 1/2"

1/2"
15

10

I

L

30 ELEMENTS

1/2" 1/2"

1/2"

17
50

I

L

34 ELEMENTS

1/2" 1/2"

1/2"

79
0

I

L

10
1 

- 1
13

 

I (*)

16 ELEMENTS

1/2" 1/2"

1/2"

101 - 113

64 - 76

 95
95

H
 - 

19
0

11
0

45

H

(*) The fixing kit has the same pipe centre (I) as the radiator

83

AR
DE

SI
A®

TO
W

EL
 R

AI
LS

EL
EC

TR
IC

 &
 B

LO
W

ER
 S

TA
IN

LE
SS

 S
TE

EL
LI

VI
N

G
AC

CE
SS

OR
IE

S
TE

CH
N

IC
AL

 S
UP

PO
RT

AR
DE

SI
A®

TO
W

EL
 R

AI
LS

EL
EC

TR
IC

 &
 B

LO
W

ER
 S

TA
IN

LE
SS

 S
TE

EL
LI

VI
N

G
AC

CE
SS

OR
IE

S
TE

CH
N

IC
AL

 S
UP

PO
RT



AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �Ø 22 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

GLORIA 22 WIDE     WARRANTY 5 YEARS

Kristal valve Total Color, 
angled with thermostatic 
option, colored

Thermostatic head
Kristal TC chromed

Thermostatic head
Kristal TC
fully colored
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Quotes for Kristal valves
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(*) The fixing kit has the same pipe centre (I) as the radiator

GLORIA 22 WIDE Thermal output 

Height Width Pipe Centres Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

395 1200 1170 3551666100001 6,7 0,73 3,5 488 268 1,1717 400
1400 1370 3551666100003 7,7 0,85 3,8 565 308 1,1860 400

595 1200 1170 3551666100002 10,8 1,9 5,3 788 425 1,2070 700
1400 1370 3551666100004 12,4 1,37 6,2 911 495 1,1954 700

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 5 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �50x10 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

DORY

Available functions

  Hot water   Blower (see page 148)

  Electric (see page 120)   Blower dual energy (see page 150)

  Dual energy (see page 350)

    WARRANTY 5 YEARS

Kit 2 colored hooksTowel bar in painted mild 
steel

86

Color: RAL 1013 - R40 Pearl white



Quotes for Kristal valves

DORY PIPE CENTRES 50 mm Thermal output 

Height Width
Pipe 

Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

784 400 370 3551426100200 3551426100230 7,3 0,772 2,8 355 195 1,1761 300
500 470 3551426100210 3551426100240 8,7 0,928 3,2 442 243 1,1679 400

1120
400 370 3551426100201 3551426100231 10,2 1,075 3,9 482 265 1,1741 500
500 470 3551426100211 3551426100241 12,1 1,291 4,5 592 326 1,1693 600
600 570 3551426100221 3551426100251 14,1 1,507 5,2 702 387 1,1660 700

1512
400 370 3551426100202 3551426100232 13,6 1,437 5,2 631 347 1,1716 600
500 470 3551426100212 3551426100242 16,2 1,725 6,1 767 422 1,1709 700
600 570 3551426100222 3551426100252 18,8 2,013 6,9 904 497 1,1704 900

1848
400 370 3551426100203 3551426100233 16,5 1,740 6,3 751 413 1,1696 700
500 470 3551426100213 3551426100243 19,6 2,088 7,4 911 501 1,1722 900
600 570 3551426100223 3551426100253 22,8 2,436 8,4 1071 588 1,1740 1000

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 5 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

MATERIAL:
• �Ø 38 mm collectors in painted mild steel.
• �50x10 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

DARIA

Available functions

  Hot water

  Dual energy (see page 350)

NEW

    WARRANTY 5 YEARS

Kit 2 colored hooksTowel bar in painted mild 
steel

88

Color: F45 Sage green



Quotes for Kristal valves

DARIA PIPE CENTRES 50 mm Thermal output 

Height Width
Pipe 

Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

654 438 400 3551426100254 3551426100270 6,9 0,61 2,7 309 166 1,21439 300
488 450 3551426100286 3551426100290 7,4 0,66 2,9 337 182 1,20809 300

1102

438 400 3551426100255 3551426100271 11 1,01 4,6 489 259 1,24371 500
488 450 3551426100287 3551426100291 11,9 1,1 4,8 533 283 1,24099 500
538 500 3551426100259 3551426100275 12,7 1,18 5,1 578 307 1,23827 600
638 600 3551426100263 3551426100279 14,4 1,35 5,6 667 355 1,23282 600
788 750 3551426100267 3551426100283 17 1,6 6,5 800 428 1,22466 700

1550

438 400 3551426100256 3551426100272 15,1 1,42 6,4 663 356 1,2173 700
488 450 3551426100288 3551426100292 16,3 1,53 6,8 728 390 1,21974 700
538 500 3551426100260 3551426100276 17,5 1,65 7,2 793 425 1,22218 700
638 600 3551426100264 3551426100280 19,9 1,89 7,9 922 493 1,22707 900
788 750 3551426100268 3551426100284 23,5 2,24 9 1116 594 1,23439 1000

1774

438 400 3551426100257 3551426100273 17,2 1,62 7,3 768 407 1,24052 700
488 450 3551426100289 3551426100293 18,6 1,75 7,7 839 446 1,23706 700
538 500 3551426100261 3551426100277 19,9 1,89 8,2 910 484 1,2336 900
638 600 3551426100265 3551426100281 22,6 2,16 9 1052 562 1,22667 1000
788 750 3551426100269 3551426100285 26,7 2,56 10,3 1264 679 1,21629 1200

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �20x15 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

KATIA VXn
NEW

    WARRANTY 5 YEARS

Kit 2 colored hooksTowel bar in painted mild 
steel

90

Color: F51 Pozzolana



Quotes for Kristal valves

KATIA VXn PIPE CENTRES 50 mm Thermal output 

Height Width
Pipe 

Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

780
430 400 3551826101015 3551826101115 9,7 0,89 3,5 450 241 1,22387 400
480 450 3551826101016 3551826101116 10,5 0,98 3,8 504 271 1,21655 500
530 500 3551826101017 3551826101117 11,4 1,06 4,1 559 301 1,20922 500

1055

430 400 3551826101018 3551826101118 12,7 1,19 4,7 574 304 1,24285 500
480 450 3551826101019 3551826101119 13,9 1,31 5,1 647 345 1,23109 600
530 500 3551826101020 3551826101120 15,1 1,42 5,5 719 386 1,21932 700
630 600 3551826101021 3551826101121 17,4 1,65 6,3 863 469 1,1958 700
780 750 3551826101022 3551826101122 20,8 1,99 7,5 1080 597 1,16051 1000

1330

430 400 3551826101023 3551826101123 15,9 1,49 5,9 705 373 1,24485 700
480 450 3551826101024 3551826101124 17,3 1,63 6,4 792 422 1,23263 700
530 500 3551826101025 3551826101125 18,8 1,78 6,9 879 471 1,22042 700
630 600 3551826101026 3551826101126 21,7 2,06 7,9 1054 572 1,19599 1000
780 750 3551826101027 3551826101127 25,9 2,49 9,3 1315 728 1,15934 1200

1605

430 400 3551826101028 3551826101128 19 1,79 7 843 446 1,24684 700
480 450 3551826101029 3551826101129 20,7 1,96 7,6 943 502 1,23417 900
530 500 3551826101030 3551826101130 22,4 2,13 8,2 1042 558 1,22151 1000
630 600 3551826101031 3551826101131 25,9 2,48 9,4 1241 674 1,19618 1200
780 750 3551826101032 3551826101132 31 2,99 11,2 1540 852 1,15818 1200

1880

430 400 3551826101033 3551826101133 22 2,09 8,2 992 523 1,25256 900
480 450 3551826101034 3551826101134 23,9 2,29 8,9 1101 585 1,23871 1000
530 500 3551826101035 3551826101135 26 2,49 9,6 1209 647 1,22485 1200
630 600 3551826101036 3551826101136 30 2,89 11 1427 774 1,19714 1200
780 750 3551826101037 3551826101137 36 3,49 13,1 1753 972 1,15558 1200

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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(*) The fixing kit has the same pipe centre (I) as the radiator
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �20x15 mm double horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

KATIA VXn PLUS
NEW

    WARRANTY 5 YEARS

Kristal valve Total Color, 
angled with thermostatic 
option, colored

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

92

Color: F52 Marrakech light



Quotes for Kristal valves
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(*) The fixing kit has the same pipe centre (I) as the radiator

KATIA VXn PLUS PIPE CENTRES 50 mm Thermal output 

Height Width Pipe Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

780
430 400 3551826100001 3551826100129 17,1 1,64 6,1 617 327 1,2388 600
480 450 3551826100002 3551826100130 18,8 1,81 6,7 691 368 1,23471 600
530 500 3551826100003 3551826100131 20,5 1,98 7,3 766 408 1,23061 700

1055

430 400 3551826100004 3551826100132 22,6 2,19 8,1 780 408 1,27001 700
480 450 3551826100005 3551826100133 24,8 2,42 8,9 876 460 1,26087 700
530 500 3551826100006 3551826100134 27,2 2,65 9,7 972 513 1,25174 900
630 600 3551826100007 3551826100135 31,7 3,1 11,3 1164 620 1,23346 1000
780 750 3551826100008 3551826100136 38,4 3,79 13,7 1452 784 1,20605 1200

1330

430 400 3551826100009 3551826100137 28,3 2,74 10,1 947 493 1,27683 900
480 450 3551826100010 3551826100138 31 3,02 11,1 1060 556 1,26522 1000
530 500 3551826100011 3551826100139 33,9 3,31 12,1 1174 619 1,2536 1000
630 600 3551826100012 3551826100140 39,6 3,88 14,1 1400 747 1,23037 1200
780 750 3551826100013 3551826100141 48 4,73 17,1 1739 944 1,19553 1200

1605

430 400 3551826100014 3551826100142 33,8 3,29 13,8 1122 582 1,28365 1000
480 450 3551826100015 3551826100143 37,1 3,63 15 1248 652 1,26956 1200
530 500 3551826100016 3551826100144 40,6 3,97 16,2 1374 723 1,25546 1200
630 600 3551826100017 3551826100145 47,4 4,66 18,6 1626 869 1,22728 1200
780 750 3551826100018 3551826100146 57,5 5,68 22,2 2004 1094 1,185 1200

1880

430 400 3551826100019 3551826100147 39,3 3,84 14,2 1305 679 1,27839 1200
480 450 3551826100020 3551826100148 43,1 4,24 15,6 1440 755 1,26429 1200
530 500 3551826100021 3551826100149 47,1 4,63 17 1575 832 1,2502 1200
630 600 3551826100022 3551826100150 55,1 5,43 19,8 1844 988 1,222 1200
780 750 3551826100023 3551826100151 66,8 6,63 24 2249 1231 1,17971 1200

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �15x20 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

KATIA VX WIDE     WARRANTY 5 YEARS

Kit 2 colored hooks
Thermostatic head
Kristal TC
fully colored

Kristal valve Total Color, 
angled with thermostatic 
option, colored

94

Color: H27 Rosso vivo



Quotes for Kristal valves
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(*) The fixing kit has the same pipe centre (I) as the radiator

KATIA VX WIDE Thermal output 

Height Width Pipe Centres Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

405 1200 1170 3551826101201 10,9 1,06 3,3 621 336 1,2029 400
1400 1370 3551826101203 12,0 1,25 3,8 740 404 1,1852 400

580 1200 1170 3551826101202 11,3 1,21 3,6 960 532 1,1572 700
1400 1370 3551826101204 13,0 1,29 4,1 1122 603 1,2170 700

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

COMPLIANT WITH

VD

I 6036

CERTIFICATES

Available functions

  Hot water   Blower (see page 152)

  Electric (see page 122)   Blower dual energy (see page 156)

  Dual energy (see page 350)

features

P. max: 5 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 2 x 1/2” G

MATERIAL:
• �Ø 38 mm collectors in painted mild steel.
• �50x10 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
The radiator is protected by recyclable cardboard box. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

KELLY 5010

UPSIDE DOWN

    WARRANTY 5 YEARS

The option with central connection 
and collectors on the right is ideal 
for dual energy (see page 97).

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

Thermostatic head
Kristal TC chromed

Tips
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Color: F25 Quartz dust



Quotes for Kristal valves
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The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n

KELLY 5010 CENTRAL CONNECTION (COLLECTORS ON THE RIGHT)

Height Width Art. nr.

[mm] L [mm] R01 White

864 500 3551726100041
600 3551726100045

1312 500 3551726100042
600 3551726100046

1536 500 3551726100043
600 3551726100047

1760 500 3551726100044
600 3551726100048

KELLY 5010 CENTRAL CONNECTION (COLLECTORS ON THE LEFT)

Height Width Art. nr.

[mm] L [mm] R01 White

864 500 3551726100033
600 3551726100037

1312 500 3551726100034
600 3551726100038

1536 500 3551726100035
600 3551726100039

1760 500 3551726100036
600 3551726100040

KELLY 5010 Thermal output 

Height Width Art. nr. Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] R01 White [m²] [lt] [Watt] [Watt] n [Watt]

864 500 3551726100025 0,87 3,9 381 204 1,2243 400
600 3551726100029 1,01 4,3 443 234 1,2536 400

1312 500 3551726100026 1,31 5,8 563 300 1,2351 500
600 3551726100030 1,51 6,5 637 336 1,2533 600

1536 500 3551726100027 1,53 6,8 652 341 1,2695 600
600 3551726100031 1,77 7,6 742 388 1,2696 700

1760 500 3551726100028 1,75 7,8 728 378 1,2837 700
600 3551726100032 2,02 8,7 875 455 1,2781 900
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CERTIFICATES

COMPLIANT WITH

VD

I 6036

ACCESSORIES INCLUDED

features

P. max: 5 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 2 x 1/2” G

MATERIAL:
• �Ø 38 mm collectors in painted mild steel.
• �50x10 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
The radiator is protected by recyclable cardboard box. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

ACCESSORIES INCLUDED: 
Kelly 5010 Elite is supplied with:
- 2 hooks
- Kristal valve kit with  ø12/14mm copper and  ø 16mm multilayer fittings 
- Kristal TC thermostatic head and pipe cover kit
All matching the radiator color.

KELLY 5010 ELITE
NEW

Available functions

  Hot water

  Dual energy (see page 350)

    WARRANTY 5 YEARS

Kit 2 colored hooks Colored fixing kit

Colored valve kit, complete with fittings
for copper ø 12-14 and multilayer ø 16 connection,

TC thermostatic head and pipe cover kit

Complete list, codes and details of the ACCESSORIES from page 332.

98

Color: T23 Powder



To order Kelly 5010 Elite you just need to choose size and color

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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KELLY 5010 ELITE DX Thermal output 

Height Width Art. nr. Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] R01 White [m²] [lt] [Watt] [Watt] n [Watt]

864 500 3551726100066 0,87 3,9 381 204 1,2243 400
600 3551726100070 1,01 4,3 443 234 1,2536 400

1312 500 3551726100067 1,31 5,8 563 300 1,2351 500
600 3551726100071 1,51 6,5 637 336 1,2533 600

1536 500 3551726100068 1,53 6,8 652 341 1,2695 600
600 3551726100072 1,77 7,6 742 388 1,2696 700

1760 500 3551726100069 1,75 7,8 728 378 1,2837 700
600 3551726100073 2,02 8,7 875 455 1,2781 900

KELLY 5010 ELITE SX Thermal output 

Height Width Art. nr. Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] R01 White [m²] [lt] [Watt] [Watt] n [Watt]

864 500 3551726100074 0,87 3,9 381 204 1,2243 400
600 3551726100078 1,01 4,3 443 234 1,2536 400

1312 500 3551726100075 1,31 5,8 563 300 1,2351 500
600 3551726100079 1,51 6,5 637 336 1,2533 600

1536 500 3551726100076 1,53 6,8 652 341 1,2695 600
600 3551726100080 1,77 7,6 742 388 1,2696 700

1760 500 3551726100077 1,75 7,8 728 378 1,2837 700
600 3551726100081 2,02 8,7 875 455 1,2781 900
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 5 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• 50x25 mm horizontal heating elements, elliptic shape, in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

SAMIRA     WARRANTY 5 YEARS

Kristal valve Total Color 
corner Right or Left
with thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

100

Color: RAL 9010 - R01 White



Quotes for Kristal valves
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version.

SAMIRA PIPE CENTRES 50 mm Thermal output 

Height Width Pipe Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

845
400 365 3551626102031 3551626102049 7,62 0,74 5,64 371 200 1,2079 300
500 465 3551626102032 3551626102050 8,95 0,88 6,82 456 248 1,1938 400
600 565 3551626102033 3551626102051 10,28 1,03 8,00 541 296 1,1798 500

965
400 365 3551626102034 3551626102052 8,83 0,86 6,56 414 223 1,2070 400
500 465 3551626102035 3551626102053 10,38 1,03 7,93 507 275 1,1944 500
600 565 3551626102036 3551626102054 11,93 1,19 9,31 600 328 1,1818 600

1200
400 365 3551626102037 3551626102055 10,29 1,00 7,61 501 271 1,2051 500
500 465 3551626102038 3551626102056 12,06 1,19 9,18 609 331 1,1954 600
600 565 3551626102039 3551626102057 13,83 1,38 10,75 718 392 1,1856 700

1385
400 365 3551626102040 3551626102058 11,95 1,17 8,99 571 308 1,2081 600
500 465 3551626102041 3551626102059 14,22 1,41 10,85 693 378 1,1889 700
600 565 3551626102042 3551626102060 16,09 1,61 12,72 815 444 1,1897 700

1625
400 365 3551626102043 3551626102061 13,40 1,31 10,04 667 359 1,2119 700
500 465 3551626102044 3551626102062 15,69 1,55 12,10 808 437 1,2034 700
600 565 3551626102045 3551626102063 17,98 1,79 14,17 949 536 1,1195 900

1865
400 365 3551626102046 3551626102064 17,1 1,56 12 769 409 1,2368 700
500 465 3551626102047 3551626102065 20,1 1,86 14,4 925 498 1,2115 900
600 565 3551626102048 3551626102066 23 2,15 16,9 1081 590 1,1862 1000

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 5 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• �50x25 mm horizontal heating elements, elliptic shape, in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

SAMIRA WIDE     WARRANTY 5 YEARS

Kristal valve Total Color 
corner Right or Left
with thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

Kristal valve Total Color, 
angled with thermostatic 
option, colored

102

Color: F37 Denim blue



Quotes for Kristal valves
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(*) The fixing kit has the same pipe centre (I) as the radiator

SAMIRA WIDE Thermal output 

Height Width Pipe Centres Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

300
1000 970 3601626100100 5,30 0,54 4,26 299 164 1,1718 -
1200 1170 3601626100101 6,20 0,63 5,00 358 197 1,1718 -
1400 1370 3601626100102 7,10 0,72 5,80 418 230 1,1718 -

480
1000 970 3601626100103 9,10 0,93 7,40 507 276 1,1899 500
1200 1170 3601626100104 10,70 1,10 8,80 608 331 1,1899 500
1400 1370 3601626100105 12,20 1,26 10,20 710 387 1,1899 500

600
1000 970 3601626100106 11,70 1,20 9,50 637 345 1,2006 600
1200 1170 3601626100107 13,70 1,40 11,27 764 414 1,2006 700
1400 1370 3601626100108 15,70 1,60 13,00 892 483 1,2006 700

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

Kristal valve Total Color, 
angled with thermostatic 
option, colored

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Available functions

  Hot water

  Electric (see page 126)

  Dual energy (see page 350)

MATERIAL:
• �Ø 38 mm collectors in painted mild steel.
• �Ø 38 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

FEDERICA

UPSIDE DOWN

    WARRANTY 5 YEARS

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored

104

Color: F49  New light coral



Quotes for Kristal valves

FEDERICA Thermal output 

Height Width Pipe Centres Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

878 500 50 3551726100050 9,9 0,926 7,3 444 238 1,2198 400
600 50 3551726100051 11,4 1,069 8,5 523 280 1,2204 500

1214 500 50 3551726100052 13,2 1,245 10,2 599 325 1,1963 600
600 50 3551726100053 15 1,436 11,4 680 366 1,2137 700

1550 500 50 3551726100054 16,4 1,564 12,6 732 390 1,2344 700
600 50 3551726100055 18,7 1,803 15 851 460 1,2040 700

1886 500 50 3551726100056 19,7 1,883 15,1 900 474 1,2551 900
600 50 3551726100057 22,2 2,169 17,5 1041 557 1,2249 1000

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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Detail of the 50 mm pipe-centres 
version.

Side view
LEFT VERSION

Side view
RIGHT VERSION
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AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

CERTIFICATES

COMPLIANT WITH

VD

I 6036

features

P. max: 8 bar T. max: 110°C

Functioning: hot water Connections: n° 2 x 1/2” G - 1 x 1/2” G

Kristal valve Total Color, 
angled with thermostatic 
option, colored

Available functions

  Hot water

  Dual energy (see page 350)

MATERIAL:
• �Ø 38 mm collectors in painted mild steel.
• �Ø 38 mm horizontal heating elements in painted mild steel.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
Cardboard angular and profiles protected by a recyclable film in polyethylene. 
User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

FABIANA
NEW

    WARRANTY 5 YEARS

Total Color, Kristal valve, 
angled pipe centres 50 
mm Right or Left with 
thermostatic option, 
colored

Thermostatic head
Kristal TC
fully colored
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Quotes for Kristal valves
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Detail of the 50 mm pipe-centres 
version.

FABIANA PIPE CENTRES 50 mm Thermal output 

Height Width Pipe Centres Art. nr. Art. nr. Dry Weight Surface
Water 

content
Δt

50°C
Δt

30°C Exp. 
Dual

energy kit

[mm] L [mm] I [mm] R01 White R01 White [Kg] [m²] [lt] [Watt] [Watt] n [Watt]

621

438 400 3551850150001 3551850151001 7,5 0,68 5,6 353 188 1,2302 300
488 450 3551850150002 3551850151002 8,0 0,74 6,1 386 206 1,2280 300
538 500 3551850150003 3551850151003 8,6 0,8 6,6 420 224 1,2257 400
638 600 3551850150004 3551850151004 9,7 0,91 7,6 487 261 1,2212 400
788 750 3551850150005 3551850151005 11,4 1,08 9,1 588 316 1,2144 500

992

438 400 3551850150006 3551850151006 11,1 1,03 8,5 524 285 1,1890 500
488 450 3551850150007 3551850151007 11,9 1,12 9,3 572 311 1,1909 500
538 500 3551850150008 3551850151008 12,8 1,2 10 621 338 1,1929 600
638 600 3551850150009 3551850151009 14,4 1,38 11,5 718 390 1,1968 700
788 750 3551850150010 3551850151010 16,9 1,64 13,7 864 468 1,2026 700

1363

438 400 3551850150011 3551850151011 14,7 1,38 11,4 697 377 1,2020 700
488 450 3551850150012 3551850151012 15,8 1,5 12,4 761 412 1,1984 700
538 500 3551850150013 3551850151013 17,0 1,61 13,4 825 448 1,1948 700
638 600 3551850150014 3551850151014 19,2 1,84 15,4 953 519 1,1875 900
788 750 3551850150015 3551850151015 22,5 2,19 18,4 1145 627 1,1767 1000

1734

438 400 3551850150016 3551850151016 18,2 1,73 14,3 889 475 1,2263 700
488 450 3551850150017 3551850151017 19,6 1,88 15,6 962 516 1,2181 900
538 500 3551850150018 3551850151018 21,0 2,02 16,8 1035 558 1,2098 1000
638 600 3551850150019 3551850151019 23,8 2,31 19,3 1180 642 1,1934 1000
788 750 3551850150020 3551850151020 28,0 2,74 23,1 1399 770 1,1688 1200

The codes shown in the table refer to the R01 White color models
For output at different ΔT, please refer to the following formula: desired output = output at ΔT 50 x (Desired Δt/50)^n
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ELECTRIC & BLOWER
Radiators
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CERTIFICATES

COMPLIANT WITH

VD

I 6036

INCLUDED

ELECTRIC

Cordivari ErP electric radiators are characterised by high efficiency. These 
models comply with EU Regulation 2024/1103. The seasonal energy efficiency 
of these fixed electric space heating appliances, with nominal Thermal output 
>250 W, is over 46% in all models. Each of the ErP electric radiators is equipped 
with at least electronic temperature control, window opening detection, weekly 
programming and stand-by power consumption <0.5 W (or 2.0 W in Wi-Fi mode, 
where applicable).

ECO
DESIGN
ErP

How to place electric radiators

The national rules on installing electrical 
equipment in the bathroom must be 
scrupulously respected. The electric 
radiators must be always installed outside 
zone 1 and 2.
In particular the electric switch and control 
elements must be mandatorily located in 
zone 3, in order that no electrical control 
center is accessible to a anyone using the 
shower or bath. 

0.6 m 2.4 m

2.
25

 m

R 0.6 m

ZONE 3

ZONE 2

ZONE 1

ZONE 0

    EUROPEAN WARRANTY

AVAILABLE ACCESSORIES

Complete list, codes and details of the ACCESSORIES from page 332.

Infrared remote control

Remote control of digital 
chrono-thermostat functio-
ning.

Kit 2 hooks

- WHITE
- CHROMED

Universal rapid safety kit

Pair of wall ties fixing kit 
color white

ARDESIA®

MATERIAL:
• Moulded heads in mild steel.
•�� Ø 25 mm electro-welded mild steel tubes.
• Heat transfer fluid.

FIXING KIT:
Universal rapid safety kit and user notice included.
The fixing kit is compliant with VDI 6036 norm, class 3.

PACKAGING: 
The radiator is protected by recyclable cardboard box. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
Available only in standard white color RAL 9010 - R01.

features
Class protection: CLASS 2
Minimum ingress protection: IP 22
Wire lenght: 1200 mm with Schuko plug
Power supply: 230Vac 50Hz
Seasonal energy efficiency ηs: 51,6%

110

ECO
DESIGN
ErP

Color: RAL 9010 - R01 White
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Class Class II
Class protection IP IP22
Thermostat color White
Wire color White

Functions

Comfort; Night; Antifreeze; 
Stand-by; Chrono; Eco; Holiday; 
ASC adaptive self-learning 
system; open window detection; 
Child safety.

Range of settable 
temperatures 7 ÷ 32 °C

Power supply 230 Vac – 50Hz
Wire lenght 900 mm with Schuko plug

[+] key
[crono] key

[-] key

[mode] key
[On/stand-by] key

ECO

[ECO] key

ASC

A S C

Mode       -Stand-By;
-Crono;

-Antifreeze;
-Night;
-Comfort;
-Fil-Pilote.

Current
week day

Crono mode daily program

Crono mode
selected program

Setted hour
or temperature

keys lock icon

open window
relevation
icon

ECO function
and starting
adaptive power

COMFORT MODE:
Main function used to maintain the comfort temperature
NIGHT MODE:
Function to maintain an appropriate temperature at night
ANTIFREEZE MODE:
Function that ensures the antifreeze protection of the radiator when the ambient 
temperature falls below 7 ° C
CHRONO MODE:
Functioning according to an operating program set by the user
ECO MODE:
Energy saving function that lowers the temperature of all the settings of the 
radiator by 3 ° C
VACATION MODE:
Function that excludes all the programming and user settings, except the anti-

freeze safety, for a period of time set by the user
CHILD SAFETY AND KEY LOCK:
Function that protects the appliance from improper or involuntary actions and 
settings
ASC ADAPTIVE SELF-LEARNING SYSTEM:
According to an adaptive self-learning algorithm, this function provides for 
reaching the desired room temperature at the times set by the user.
OPEN WINDOW DETECTION SYSTEM:
Function that provides for the deactivation of the radiator, for a maximum of 30 
minutes, if the opening of a window in the room is detected
CONSUMPTION INDICATOR
The consumption indicator indicates the electric absorption level and therefore 
the consumption of the appliance, helping the user to define the ideal operating 
mode of the radiator in an energy saving perspective.

PROGRAMMABLE DIGITAL THERMOSTAT WITH DAILY AND WEEKLY FUNCTION

ARDESIA® ELECTRIC
Height Width Elements Columns Art. nr. Output Weight

[mm] L [mm] N° N° R01 White [Watt] [Kg]

600

338 7 3 3586706100001 400 16
384 8 3 3586706100002 500 18
568 12 3 3586706100003 750 27
614 13 3 3586706100004 900 30
706 15 3 3586706100005 1000 34
798 17 3 3586706100006 1200 39
982 21 3 3586706100007 1500 48

1120 24 3 3586706100008 2000 55
Art. nr. and price are referred to color R01 White
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Electrical only

  With WiFi digital thermostat

  With PLUS digital thermostat

  With ECO DESIGN digital thermostat

CERTIFICATES

COMPLIANT WITH

VD

I 6036

INCLUDED

Remote control of PLUS 
digital chrono-thermostat

Remote control of PLUS 
digital chrono-thermostat 
functioning

features
Class protection: CLASS 1
Minimum ingress protection: IP 44
Wire lenght: 1200 mm with Schuko plug
Power supply: 230Vac 50Hz (with WiFi digital thermostat or PLUS)
Power supply: 230Vac 50/60Hz  (with ECO DESIGN digital thermostat)
Seasonal energy efficiency ηs: 51,6% (with WiFi digital thermostat)
Seasonal energy efficiency ηs: 49,5% (with PLUS digital thermostat)
Seasonal energy efficiency ηs: 50,5% (with ECO DESIGN digital thermostat)

ELECTRIC

Cordivari ErP electric radiators are characterised by high efficiency. These 
models comply with EU Regulation 2024/1103. The seasonal energy efficiency 
of these fixed electric space heating appliances, with nominal Thermal output 
>250 W, is over 46% in all models. Each of the ErP electric radiators is equipped 
with at least electronic temperature control, window opening detection, weekly 
programming and stand-by power consumption <0.5 W (or 2.0 W in Wi-Fi mode, 
where applicable).

ECO
DESIGN
ErP

How to place electric radiators

The national rules on installing electrical 
equipment in the bathroom must be 
scrupulously respected. The electric 
radiators must be always installed outside 
zone 1 and 2.
In particular the electric switch and control 
elements must be mandatorily located in 
zone 3, in order that no electrical control 
center is accessible to a anyone using the 
shower or bath. 

0.6 m 2.4 m

2.
25

 m

R 0.6 m

ZONE 3

ZONE 2

ZONE 1

ZONE 0

    EUROPEAN WARRANTY

AVAILABLE ACCESSORIES

thermostat finish 

Complete list, codes and details of the ACCESSORIES from page 332.

WiFi version:
- �WHITE on color radiators: R01 White, R02 Traffic White, T11 Matt White and F20 Milky;
- CHROMED on all other colors. 
PLUS version:
- WHITE on color radiators: R01 White, R02 Traffic White, T11 Matt White and F20 Milky; 
- DARK GREY on all other colors.
ECO DESIGN version:
- WHITE on color radiators: R01 White, R02 Traffic White, T11 Matt White and F20 Milky; 
- BLACK on color radiators: R13 Jet Black e T01 Matt Black;
- CHROMED on all other colors. 

MATERIAL:
• 30x40 mm vertical collectors in painted mild steel.
• �Ø 25 mm horizontal heating elements in painted mild steel.
• Heat transfer fluid.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
The radiator is protected by recyclable cardboard box. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

CLAUDIA®

Kit 2 colored hooksTowel bar in painted mild 
steel

112

ECO
DESIGN
ErP

Color: F45 Sage green



The codes shown in the table refer to the R01 White color models

digital thermostat
WiFi

76

CLAUDIA® ELECTRIC WIFI
Height Width Art. nr. Output Weight

[mm] L [mm] R01 White [Watt] [Kg]

763
400 3581356100176 400 11 
500 3581356100203 500 13 
600 3581356100193 600 15

1195
400 3581356100177 600 16 
450 3581356100179 600 17 
500 3581356100181 700 19
600 3581356100194 900 21

1411
400 3581356100178 700 19 
500 3581356100182 900 22 
600 3581356100195 900 25

1807
400 3581356100196 900 23
500 3581356100183 900 27 
600 3581356100184 1200 31 

CLAUDIA® ELECTRIC PLUS
Height Width Art. nr. Output Weight

[mm] L [mm] R01 White [Watt] [Kg]

763
400 3581356100166 400 11 
500 3581356100202 500 13 
600 3581356100197 600 15

1195
400 3581356100167 600 16 
450 3581356100161 600 17 
500 3581356100162 700 19
600 3581356100198 900 21

1411
400 3581356100168 700 19 
500 3581356100163 900 22 
600 3581356100199 900 25

1807
400 3581356100200 900 23
500 3581356100164 900 27 
600 3581356100165 1200 31 

CLAUDIA® ELECTRIC ECO DESIGN
Height Width Art. nr. Output Weight

[mm] L [mm] R01 White [Watt] [Kg]

763
400 3581356100097 400 11 
500 3581356100201 500 13 
600 3581356100189 600 15

1195
400 3581356100098 600 16 
450 3581356100092 600 17 
500 3581356100093 700 19
600 3581356100190 900 21

1411
400 3581356100099 700 19 
500 3581356100094 900 22 
600 3581356100191 900 25

1807
400 3581356100192 900 23
500 3581356100095 900 27 
600 3581356100096 1200 31 

digital thermostat
ECO DESIGN

76

 The total height  has to be calculated considering the thermostat height
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digital thermostat
PLUS

80

Technical specification of the 
WiFi thermostat, see our range of 
digital thermostats

Technical specification of the 
PLUS thermostat, see our range 
of digital thermostats

Technical specification of the 
ECO DESIGN thermostat, see our 
range of digital thermostats

Remote Control 
INCLUDED

NEW MEASURES

NEW MEASURES

NEW MEASURES

113

AR
DE

SI
A®

TO
W

EL
 R

AI
LS

EL
EC

TR
IC

 &
 B

LO
W

ER
 S

TA
IN

LE
SS

 S
TE

EL
LI

VI
N

G
AC

CE
SS

OR
IE

S
TE

CH
N

IC
AL

 S
UP

PO
RT



CERTIFICATES

COMPLIANT WITH

VD

I 6036

INCLUDED

Remote control of PLUS 
digital chrono-thermostat

Remote control of PLUS 
digital chrono-thermostat 
functioning

ELECTRIC

Cordivari ErP electric radiators are characterised by high efficiency. These 
models comply with EU Regulation 2024/1103. The seasonal energy efficiency 
of these fixed electric space heating appliances, with nominal Thermal output 
>250 W, is over 46% in all models. Each of the ErP electric radiators is equipped 
with at least electronic temperature control, window opening detection, weekly 
programming and stand-by power consumption <0.5 W (or 2.0 W in Wi-Fi mode, 
where applicable).

ECO
DESIGN
ErP

How to place electric radiators

The national rules on installing electrical 
equipment in the bathroom must be 
scrupulously respected. The electric 
radiators must be always installed outside 
zone 1 and 2.
In particular the electric switch and control 
elements must be mandatorily located in 
zone 3, in order that no electrical control 
center is accessible to a anyone using the 
shower or bath. 

0.6 m 2.4 m

2.
25

 m

R 0.6 m

ZONE 3

ZONE 2

ZONE 1

ZONE 0

    EUROPEAN WARRANTY

thermostat finish 

Complete list, codes and details of the ACCESSORIES from page 332.

features
Class protection: CLASS 1
Minimum ingress protection: IP 44
Wire lenght: 1200 mm with Schuko plug
Power supply: 230Vac 50Hz (with PLUS digital thermostat)
Power supply: 230Vac 50/60Hz  (with ECO DESIGN digital thermostat)
Seasonal energy efficiency ηs: 49,5% (with PLUS digital thermostat)
Seasonal energy efficiency ηs: 50,5% (with ECO DESIGN digital thermostat)

Available functions

  With PLUS digital thermostat

  With ECO DESIGN digital thermostat

MATERIAL:
• �30x30 mm collectors in painted mild steel.
• �15x20 mm horizontal heating elements in painted mild steel.
• Heat transfer fluid.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
The radiator is protected by recyclable cardboard box. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

NAIKE ST
NEW

PLUS version:
- WHITE on color radiators: R01 White, R02 Traffic White, T11 Matt White and F20 Milky; 
- DARK GREY on all other colors.
ECO DESIGN version:
- WHITE on color radiators: R01 White, R02 Traffic White, T11 Matt White and F20 Milky; 
- BLACK on color radiators: R13 Jet Black e T01 Matt Black;
- CHROMED on all other colors. 
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ECO
DESIGN
ErP

Color: F34 Red sand



The codes shown in the table refer to the R01 White color models
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(*) Pipe center (I) measure of the fixing kit
 The total height  has to be calculated considering the thermostat height

digital thermostat
ECO DESIGN
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NAIKE ST ELECTRIC ECO DESIGN

Height Width
Fixing kit 

center distance Art. nr. Output Weight

[mm] L [mm] I [mm]  (*) R01 White [Watt] [Kg]

965 580 550 3581826100014 500 10,5

1245 580 550 3581826100015 600 13,1

1525 580 550 3581826100016 700 16,2

1805 580 550 3581826100017 900 18,7

Technical specification of the ECO DESIGN thermostat, see our range of digital thermostats

digital thermostat
PLUS

80

NAIKE ST ELECTRIC PLUS

Height Width
Fixing kit

center distance Art. nr. Output Weight

[mm] L [mm] I [mm]  (*) R01 White [Watt] [Kg]

965 580 550 3581826100018 500 10,5

1245 580 550 3581826100019 600 13,1

1525 580 550 3581826100020 700 16,2

1805 580 550 3581826100021 900 18,7

Technical specification of the PLUS thermostat, see our range of digital thermostats

Remote Control 
INCLUDED
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Electrical only

  With WiFi digital thermostat

  With PLUS digital thermostat

  With ECO DESIGN digital thermostat

CERTIFICATES

COMPLIANT WITH

VD

I 6036

INCLUDED

Remote control of PLUS 
digital chrono-thermostat

Remote control of PLUS 
digital chrono-thermostat 
functioning

features
Class protection: CLASS 1
Minimum ingress protection: IP 44
Wire lenght: 1200 mm with Schuko plug
Power supply: 230Vac 50Hz (with WiFi digital thermostat or PLUS)
Power supply: 230Vac 50/60Hz  (with ECO DESIGN digital thermostat)
Seasonal energy efficiency ηs: 51,6% (with WiFi digital thermostat)
Seasonal energy efficiency ηs: 49,5% (with PLUS digital thermostat)
Seasonal energy efficiency ηs: 50,5% (with ECO DESIGN digital thermostat)

ELECTRIC

Cordivari ErP electric radiators are characterised by high efficiency. These 
models comply with EU Regulation 2024/1103. The seasonal energy efficiency 
of these fixed electric space heating appliances, with nominal Thermal output 
>250 W, is over 46% in all models. Each of the ErP electric radiators is equipped 
with at least electronic temperature control, window opening detection, weekly 
programming and stand-by power consumption <0.5 W (or 2.0 W in Wi-Fi mode, 
where applicable).

ECO
DESIGN
ErP

How to place electric radiators

The national rules on installing electrical 
equipment in the bathroom must be 
scrupulously respected. The electric 
radiators must be always installed outside 
zone 1 and 2.
In particular the electric switch and control 
elements must be mandatorily located in 
zone 3, in order that no electrical control 
center is accessible to a anyone using the 
shower or bath. 

0.6 m 2.4 m

2.
25

 m

R 0.6 m

ZONE 3

ZONE 2

ZONE 1

ZONE 0

    EUROPEAN WARRANTY

AVAILABLE ACCESSORIES

Towel bar in painted mild 
steelKit 2 colored hooks

MATERIAL:
• �Ø 30 mm collectors in painted mild steel.
• ��Ø 18 mm horizontal heating elements in painted mild steel.
• Heat transfer fluid.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or 
perforated bricks, assembly instructions.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
The radiator is protected by recyclable cardboard box. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart on pages II and III.

LUCY 18
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Color: RAL 9010 - R01 White
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