ELEN 18 WIDE @ wrary oveans

POLISHED STAINLESS STEEL 0

MATERIAL:
* (30 mm vertical collectors in polished stainless steel.
* 18 mm horizontal elements in polished stainless steel.

FIXING KIT:

Brackets, hex key, airvent, dowels and screws suitable for use on solid walls or
perforated bricks, assembly instructions.

The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING:
Cardboard angular and profiles protected by a recyclable film in polyethylene.
User notice included.

FEATURES:
It is totally made in stainless steel with an unalterable finishing guaranteed
during the years.

CERTIFICATES

CE wmm

RADIATORS AND CONVECTORS

FEATURES

AVAILABLE FUNCTIONS

P max: 8 bar T.max: 110°C v Hot water
Functioning: hot water Connections:n°2x1/2"G-1x1/2"G VI pual energy
AVAILABLE ACCESSORIES

chromed option chromed stainless steel

g Kristal valve angled with ‘f Kristal valve corner Right y .
F&’ thermostatic option !‘l ¥; or Left with thermostatic \ . = Kit2hooks polished

Complete list, codes and details of the ACCESSORIES

[ CORDIVARI'



INOXSTYLE

\ \
g i
o 77
T () |
~ I |
o
97 - 109
64 - 76
19 ELEMENTS
12 ELEMENTS 172" © 7
™
12" A
o | = 5
g | s T
< )
a0 ¥
© D F o
1/2" 172" 1/2" 172" @ =
| | "
Z)
L L
(*) The fixing kit has the same pipe centre (1) as the radiator Quotes for Kristal valves
-
ELEN 18 WIDE POLISHED STAINLESS STEEL Thermel output w
Water At At Dual '0_3
Height Width Pipe Centres Dry Weight Surface content 50°C 30°C Exp. energy kit Py
(7]
[mm] L [mm] [ [mm] Art. . [Kq] [m2] [it] [Watt] [Watt] n [Watt] 3
400 1200 1170 3551440130205 63 089 35 387 210 1,1980 =
1400 1370 3551440130206 73 1,025 39 444 232 12121 |S
575 1200 170 3551440130207 99 14 54 600 3 11910 300 2
1400 1370 3551440130208 114 16 62 701 375 1,2231 300

For output at different AT, please refer to the following formula: desired output = output at AT 50 x (Desired At/50)*n
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