
BOLLYTERM® HOME R290
Wall hanging water heater with integrated heat pump

APPLICATION
Production and storage of domestic hot water (DHW). 
MATERIAL
Mild steel Polywarm® coated (Attestation ACS - EN 16421)
HEAT PUMP
The water inside the tank is warmed up by an integrated heat pump, 
equipped with external condensing coil. A 1500 Watt electric resistance 
with “BOOST” option is already installed.
Electronic central unit with graphic display allows controlling and 
scheduling. Wi-fi connection.
INSULATION
High thermal insulation with ecological polyurethane hard foam.
Painted metallic external cover, upper cover in ABS..

DRAIN
External confluence through drain connection. 
WARRANTY
5 years (tank). See general sales conditions and warranty for electrical parts.
ACCESSORIES AND SPARE PARTS
See Accessories section for the entire list.
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HEAT PUMP TECHNICAL DATA
Model BOLLYTERM® HOME R290 -  80 BOLLYTERM® HOME R290 -  110
Tank volume lt 80 110
Net weight kg 55 63
DHW connections G 1/2" M G 1/2" M
Maximum tank working pressure MPa (bar) 1 (10) 1 (10)

PERFORMANCE DATA
COP* 2,93 3,04
COP** 3,74 3,74
Ignition time** hr:mm 04:54 05:53
Ignition time heat pump + electric immersion heater (Boost) ** hr:mm 01:46 02:13

Energy efficiency class ErP (Reg. EU nr 812/2013) A+ A+

Seasonal efficiency / load profile* % 123,1/M 128,6/M
V40* (D.H.W.≥ 40°C available with heated storage) lt 114 140
Maximum heating temperature (only HP) °C 65 °C 65 °C
Maximum D.H.W. temperature with electric heater °C 70°C 70 °C
Refrigerant R290 (GWP=3, A3 ISO 817) R290 (GWP=3, A3 ISO 817)
Refrigerant charge kg 0,14 0,14
Equivalent CO2 t 0.00042 0.00042
Airflow temperature range °C -5/+43 -5/+43
Maximum fan head Pa 75 75
Air-ducts diameter mm 125 125
Sound power level (EN 12102) dB (A) 45 45

ELECTRIC DATA
Electric supply V / Hz 220-240V~ / 50Hz 220-240V~ / 50Hz
Rated electric power W 365+1500 365+1500
Rated current A 8,1 8,1
Auxiliary electric power W 1500 1500
Electric shockproof I I
Ingress Protection rating IPX1 IPX1

Model Art. Nr.
Energy efficiency 

class

BOLLYTERM® HOME R290
Hard foam insulation

80 3180162330052 A+

110 3180162330053 A+

POLYWARM® 

COATED 
DHW STORAGE 

PROMPT
AVAILABILITY

*Values obtained according to EN 16147 with outdoor air temperature of 7°C (87% relative humidity / 6°C wet‑bulb), D.H.W. inlet temperature of 10°C, and storage set‑point temperature of 55°C.
**Values obtained according to EN 16147 with outdoor air temperature of 14°C (87% relative humidity / 13°C wet‑bulb), D.H.W. inlet temperature of 10°C, and storage set‑point temperature of 55°C.

NEW
D E S I G N

PATENTED
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MODELLO
110

MODELLO
80

STORAGE
Pmax Tmax
10 bar 90 °C

Model
Volume utile  De H

[lt] [mm]

80 80 483 1208

110 102,5 483 1392

1 Domestic hot water circuit 
outlet 1/2" M

2 Drain/Condensate

3 Domestic cold water circuit 
inlet 1/2" M

Wall hanging water heater with integrated heat pump
BOLLYTERM® HOME R290

Net volume data according to EN 15332 available on product label.

3180162330051

BOL. BOLLYTERM HOME 110 CORDIVARI
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55,0

-

 470 

 470 

 470 

Electronic Control Unit:
- �Water set‑point adjustment with Heating 

Curve Function
- �Cyclic anti‑Legionella antibacterial 

treatment
- Operating time scheduling
- �“Auto”, “ECO”, “Boost”, “Electric‑only” 

and “Ventilation‑only” modes
- Wi‑Fi control
- Photovoltaic function
- Automatic defrost function

External condenser with “microchannel” 
technology to maximize safety and 
performance

Integrated heat pump

MODEL
80

MODEL
110



canalization 
BOLLYTERM® HOME R290

Plastic elements for canalization
AA

B F

C D
L

K

Art. Nr. DESCRIPTION

A 5221000000085 Stub pipe of  Ø 125 mm
Length 75 mm

B 5221000000086 Tube of  Ø 125 Mm 
Length 1200 mm

C 5221000000087
Rectangular tube 
of Ø 150x70 mm
Length 1200 mm

D 5221000000088 Rectangular plastic joint 
Ø 150x70 mm

5221000000089
Horizontal joint from round pipe 

of  Ø125 mm 
Rectangular Ø 150x70 mm

f 5221000000090 Round joint Ø 125 mm

5221000000091 Flexible tube Ø 125 mm 
Length 1000 mm

5221000000092
Flexible rectangular tube 

Ø 150x70 mm
Length 1000 mm

5221000000093 Rectangular curve  Ø 150x70 mm
horizontal

5221000000107
NEW

Sound pressure reduction
Ø 125  L 120  mm

Acoustic silencer to reduce by 6dbA the declared values (49 
dBA).  Tested according to UNI EN 12102-2 and UNI EN ISO 3741 
standards.

Art. Nr. DESCRIPTION

5221000000094 Rectangular curve Ø 150x70 mm
vertical

k 5221000000095 Round elbow curve  
Ø125 mm

l 5221000000096
Vertical curve from round  Ø 125 

mm
to rectangular Ø 150x70  mm

5221000000097 Pair of pipe clamps
 Ø 150 mm

5221000000098
Pair of brackets 

for rectangular tubes
 Ø 150x70  mm

5221000000099 Plastic grid with fixed fins for tubes 
of  Ø 125 mm

5221000000100 Roll of adhesive white tape for 
tubes, width 50 x  length 10 mt

5221000000101 Plastic pipe flange for tubes of
 Ø 125 mm



 CANALIZZAZIONI

Canalization examples

canalization
BOLLYTERM® HOME R290


