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Manufacturer: CORDIVARI SRL
Declaration Code: 227-2020
Version No: 00 del 07/01/2026

1. Product description
e Unique identification code of the product-type:

Trading name

Alice 25 Tandem Orizzontale

e Product category as defined by harmonised technical specifications (EN 442-2, Attachment G):
[ G.1 Steel sectional radiator (vertical flow rate)

M G.3 Towel radiator/horizontal water flow radiator
[ G.9 Multi column radiator

e Declared uses of the product, within the scope of the applicable harmonised technical specification :
Radiators for heating emission meant for permanent installation in heating systems of domestic buildings,
supplied by a remote source of hot water or steam with temperature inferior to 110° C (EN 442-1-2 2014).

e Nominal dimensions of the product:

Width [mm] Height [mm]

400 - 2500 176 - 1545

Estimated average and minimum service life time for the declared use: 50 years, 30 years

2. Link to general product information, instructions for use and safety information:
https://www.cordivari.it/prodotto/radiatore-living-alice-25-tandem-orizzontale/

3. Manufacturer:
CORDIVARI SRL, Zona Industriale Pagliare - 64020 Morro D’Oro (TE)
Tel: 085-80401 — E-mail: mailto:info@cordivari.it - Website: www.cordivari.it/www.cordivaridesign.it

4. Not relevant

5. Notified laboratory:
Laboratorio M.R.T. - Notified Body Number: 1695
Via Raffaele Lambruschini 4A, 20156 Milano
Tel: 02-23993825 — E-mail: mailto:mrt@polimi.it — Website: http://www.mrt.polimi.it/

6. Not relevant

7. The notified body performed tests according to harmonised standard UNI EN 442 and released:
e Test Report for the determination of the thermal power of an heating element: N°
ENE/MRT.RES.20011 — 21/05/2020;
e Pressure Resistance Test Report: N° ENE/MRT.RAP.20055P/20056P/20057P/20058P —
21/05/2020.

8. Harmonised technical specifications: EN 442-1:2014, PCR-ed4-EN-2021 09 06, PSR-0011-ed2.0 EN-2023
06 06, 1ISO 14025:2006, EN15804+A2.

9. Declared performances and sustainability characteristics:
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e Performance of the essential characteristics defined by the harmonised technical specification:

Essential characteristics Performance
Fire reaction Al
Release of dangerous substances NO
Max working pressure 8 bar
Pressure tightness No leakage at 1,3 x working pressure
Pressure resistance No leakage at 1,69 x working pressure
Surface temperature Max 110°C
Measure ¢50 | ¢30 K. 0
[mm] (W] (W]
176x1000 | 439.1 237.6 3.97712 1.20249
213x1000 | 524.5 | 283.2 | 4.68045 | 1.20627
250x1000 | 607.5 327.4 | 5.34184 1.21006
287x1000 | 688.3 | 370.3 | 5.96357 | 1.21384
324x1000 | 766.9 | 411.7 6.54686 1.21763
361x1000 | 843.4 | 4519 | 7.09380 | 1.22141
398x1000 | 917.7 | 490.8 7.60541 1.22520
435x1000 | 990.0 | 528.4 | 8.08392 | 1.22898
472x1000 | 1060.2 | 564.8 8.53007 1.23277
509x1000 | 1128.5 | 600.0 | 8.94592 | 1.23655
546x1000 | 1194.8 | 634.0 | 9.33212 1.24034
583x1000 | 1259.2 | 666.9 | 9.69077 | 1.24412
620x1000 | 1321.7 | 698.7 | 10.02231 | 1.24791
657x1000 | 1382.4 | 729.4 | 10.32873 | 1.25169
Rated thermal 694x1000 | 1441.3 | 760.6 | 10.78230 | 1.25137
731x1000 | 1498.4 | 790.8 | 11.22336 | 1.25106
768x1000 | 1553.9 | 820.2 | 11.65266 | 1.25075
805x1000 | 1607.6 | 848.7 | 12.07077 | 1.25043
842x1000 | 1659.7 | 876.4 | 12.47743 | 1.25011
879x1000 | 1710.2 | 903.2 | 12.87246 | 1.24980
916x1000 | 1759.0 | 929.1 | 13.25645 | 1.24949
953x1000 | 1806.4 | 954.3 | 13.63019 | 1.24917
990x1000 | 1852.2 | 978.6 | 13.99282 | 1.24886
1027x1000 | 1896.5 | 1002.2 | 14.34567 | 1.24854
1064x1000 | 1939.4 | 1025.0 | 14.68825 | 1.24822
1101x1000 | 1980.8 | 1047.1 | 15.02031 | 1.24791
1138x1000 | 2020.8 | 1068.9 | 15.39604 | 1.24671
1175x1000 | 2059.5 | 1090.1 | 15.76394 | 1.24552
1212x1000 | 2096.9 | 1110.5 | 16.12520 | 1.24432
1249x1000 | 2132.9 | 1130.3 | 16.47938 | 1.24312
1286x1000 | 2167.6 | 1149.4 | 16.82660 | 1.24192
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1323x1000 | 2201.1 | 1167.8 | 17.16630 | 1.24073
1360x1000 | 2233.4 | 1185.7 | 17.49978 | 1.23953
1397x1000 | 2264.4 | 1202.9 | 17.82656 | 1.23833
1434x1000 | 2294.3 | 1219.5 | 18.14678 | 1.23713
1471x1000 | 2323.0 | 1235.5 | 18.45968 | 1.23594
1508x1000 | 2350.6 | 1251.0 | 18.76682 | 1.23474
1545x1000 | 2377.1 | 1265.9 | 19.06769 | 1.23354
Characteristic curve O = K x AT"
Resistance against corrosion No > 100 h
Resistance against minor impact Class 0

e System of assessment and verification of constancy of performance: System 3

e The environmental sustainability for the applicable essential characteristics: view the document

“EPD—-PEP environmental declarations” at the following link
https://www.cordivari.it/prodotto/radiatore-living-alice-25-tandem-orizzontale/

e Version of the software used: OpenlLCA version 2.4 and Ecoinvent v.3.11

10. Declarations:

e The performance of the product identified above is in conformity with the set of declared performances

referred to in point 9;

e The sustainability data of the product identified above have been correctly calculated on the basis of the

product category rules applicable to it.

Morro D’Oro, 07/01/2026

C.E.O.

Ercole Cordivari

Gronle Lndinns

Declaration of Performance and Conformity n°® 227-2020 - Art. 13, 15 and Attachment V Reg. (UE) 18-12-2024, n. 2024/3110




