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features
Class protection: CLASS 1 
Minimum ingress protection: IP 54 (Home automation)
Minimum ingress protection: IP 24 (Wi-Fi Tech digital thermostat)
Power supply: 230 Vac 50Hz (Home automation)
Power supply: 230 Vac 50Hz (Wi-Fi Tech digital thermostat)
Seasonal energy efficiency ηs: 49,5% (Wi-Fi Tech digital thermostat)

WITH WI-FI TECH DIGITAL THERMOSTAT
WITH ELECTRIC HEATING ELEMENT FOR SMART HOME SYSTEMS 

    EUROPEAN WARRANTY

How to place electric radiators

The national rules on installing electrical 
equipment in the bathroom must be 
scrupulously respected. The electric radiators 
must always be installed outside zone 1 and 
2. In particular the electric switch and control 
elements must be mandatorily located in zone 
3, in order that no electrical controls are 
accessible to anyone using the shower or 
bath.
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ZONE 0 Electric radiators for smart home systems, with a nominal thermal output 
greater than 250 W, must be used exclusively with a home automation 
management system or an external thermostat featuring control functions 
capable of ensuring a seasonal energy efficiency higher than 46%, as required 
by EU Regulation 2024/1103.

MATERIAL:
• �Ø 38 mm collectors in painted mild steel.
• �70x11 mm horizontal heating elements in painted mild steel.
• Heat transfer fluid.

FIXING KIT:
Brackets, hex key, airvent, dowels and screws suitable for use on solid walls 
or perforated bricks, assembly instructions, included.
The fixing kit is compliant with VDI 6036 norm, class 4.

PACKAGING: 
The radiator is protected by recyclable cardboard box. User notice included.

PAINTING PROCESS:
Painted with ecological epoxy powders (Certificate DIN 55900-1,-2).

COLORS:
See color chart.

ELECTRIC HEATING ELEMENT FOR SMART HOME SYSTEMS VERSION, 
WITHOUT PLUG:
- �Immersed electric heating element; control managed by smart home 

system.
- �1200 mm electric cable in White R01 for radiators in R01 White, R02 

Traffic White, T11 Matt White and F20 Milky; Grey with chrome cap for all 
remaining colors.

VERSION WITH CABLE COVER:
- �Immersed electric heating element; control managed by smart home 

system.
- 1200 mm electric cable.
- Painted metal cable cover in matching radiator color. 

VERSION WITH WI-FI TECH THERMOSTAT:
- �Immersed electric heating element; regulation by a built-in Wi-Fi room 

chronothermostat.
- �Thermostat finish: White for radiators in R01 White, R02 Traffic White, T11 

Matt White and F20 Milky; Black for radiators in R13 Black and T01 Matt 
Black; Chrome for all remaining colors.

- 1100 mm electric cable with Schuko plug.

ALESSANDRA CL 70 ELECTRIC

new

Color: T24 Nabuk



The codes shown in the table refer to the R01 White color models.

WI-FI TECH
DIGITAL THERMOSTAT
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ALESSANDRA CL 70 ELECTRIC FOR SMART HOME SYSTEMS WITH CABLE COVER 

Height Width
Fixing kit

center distance
CABLE COVER RIGHT CABLE COVER LEFT

Output WeightArt. nr. Art. nr.

[mm] L [mm] I [mm]  (**) R01 White R01 White [Watt] [Kg]

800 480 442 3581426100372 3581426100367 300 10,2

1160 480 442 3581426100373 3581426100368 400 14,0

1340 480 442 3581426100374 3581426100369 500 15,9

1520 480 442 3581426100375 3581426100370 600 17,8

1700 480 442 3581426100376 3581426100371 600 19,7

ALESSANDRA CL 70 ELECTRIC FOR SMART HOME SYSTEMS

Height Width
Fixing kit

center distance

HEATING ELEMENT 
WITHOUT PLUG RIGHT

HEATING ELEMENT 
WITHOUT PLUG LEFT

Output WeightArt. nr. Art. nr.

[mm] L [mm] I [mm]  (**) R01 White R01 White [Watt] [Kg]

800 480 442 3581426100362 3581426100357 300 10,2

1160 480 442 3581426100363 3581426100358 400 14,0

1340 480 442 3581426100364 3581426100359 500 15,9

1520 480 442 3581426100365 3581426100360 600 17,8

1700 480 442 3581426100366 3581426100361 600 19,7

ALESSANDRA CL 70 ELECTRIC WITH WI-FI TECH DIGITAL THERMOSTAT

Height Width
Fixing kit

center distance

WI-FI TECH DIGITAL 
THERMOSTAT RIGHT

WI-FI TECH DIGITAL 
THERMOSTAT LEFT

Output WeightArt. nr. Art. nr.

[mm] L [mm] I [mm]  (**) R01 White R01 White [Watt] [Kg]

800 480 442 3581426100382 3581426100377 300 10,2

1160 480 442 3581426100383 3581426100378 400 14,0

1340 480 442 3581426100384 3581426100379 500 15,9

1520 480 442 3581426100385 3581426100380 600 17,8

1700 480 442 3581426100386 3581426100381 600 19,7

CABLE COVER

HEATING ELEMENT 
WITHOUT PLUG

WI-FI TECH
DIGITAL THERMOSTAT

* �For models with cable 
cover, the distance from 
the wall is fixed at 101 
mm.

528652 86

(**) Pipe center (I) measure of the fixing kit
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